
Liquid Line W5 | Compact Wall 

FR  Applique murale LED. Éclairage direct/indirect. Corps du luminaire 

aux lignes épurées en aluminium, fabriqué d'un seul tenant sans joints 

thermolaquée/poudrée blanche, argentée, graphite, noire ou champagne. 

-

ximale et répartition homogène des points lumineux. Driver/Convertisseur 

Température de couleur 2200K, 2700K, 3000K, 4000K ou 6500K. Binning  

 

ES 

de fundición sin costuras visibles. Acabado pintura de laca color blanco, plata, 

negro, champagne. Acabados adicionales según Lightnet-Surface-Collection  

o RAL seleccionable. Difusor opal satinado para iluminación general con grado 

máximo de transmisión y resolución homogénea del punto de luz. Balastro 

-

tura de color 2200K, 2700K, 3000K, 3500K, 4000K o 6500K. Binning inicial  
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Product Family

Type

Optical System

Surface Finish

Control Gear

Colour Rendering

Colour Temperature

Power

Size

Q: Liquid Line

W5: Direct-Indirect

O

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E L: DALI, H: Touch-Dim

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

H: High Power

Luminaire Length in mm: L139
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139 1440lm/16W

Opal Diffuser | Direct-Indirect

QW5


