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Wall

Suspended

Basic Déco XXL G4/P4 | 

Suspended

68

Basic Superflat G7/P7 | 

Suspended

58

Basic Neo G5/P5 |  

Suspended

62

Basic Déco G3/P3 | 

Suspended

66

Beam Me Up (Max)  

G1/P1 | Suspended

82

Basic Max G1/P1 | 

Suspended

72

Basic Visio G9/P9 | 

Suspended

74

Beam Me Up (Flat)  

G3/P3 | Suspended

78

Ringo Star G3/P3 | 

System 2.5'' Suspended

96

Ringo Star GY/PY |  

System 1.5'' Suspended

84

Ringo Star GX/PX |  

System 1.5'' Suspended

86

Ringo Star Acoustic GY/PY | 

System 1.5'' Suspended

88

Ringo Star Acoustic G3/P3 | 

System 2.5'' Suspended

98

Ringo Star G1/P1 |  

System 4'' Suspended

100

Ringo Star Acoustic G1/P1 | 

System 4'' Suspended

102

Ringo Star Chandelier 

G1/P1 | Suspended

106

Basic Neo Y5/X5 | 

Wall

26

Caleo Neo Y6/X6 | 

Wall

34

Basic Déco Y3/X3 |

Wall

28

Basic Visio Y9/X9 |

Wall

30

Cubic Evolution Y6/X6 | 

Wall

38

Basic Superflat X7/Y7 | 

Wall

24

Cubic Déco A3 |

Wall

40

Liquid Line WX |

System 1.5'' Wall

32



Ringo Star Cluster G3/P3 | 

Suspended

114

Liquid Line G3/P3 | 

System 2.5'' Suspended

136

Ringo Star Chain G3/P3 | 

Suspended

116

Ringo Star Oblong 

GX/PX | Suspended

118

Liquid Line GX/PX | 

System 1.5'' Suspended

120

Cubic Evolution G5/P5 | 

Suspended

152

Cubic Evolution G4/P4 | 

Suspended

150

Cubic Max G2/P2 |

Suspended 

156

Cubic Evolution G6/P6 | 

Square Suspended

154

Cubic Déco G3/P3 | 

Suspended

158

Matric Déco G9/R9 |

Suspended 

160

Caleo Inverse GX/PX | 

System 1.5'' Suspended

140

Caleo Neo G4/P4 |

Suspended

142

Caleo Neo G6/P6 |

Suspended

146

Matric GX/RX | System

1.5'' Suspended

168

Matric Square Acoustic GX/RX | 

System 1.5'' Suspended

182

Matric G3/R3 | System

2'' Suspended

170

Matric R4 | System

2'' Suspended

172

Matric G5 | System

3'' Suspended

174

Matric Square GX/RX | 

System 1.5'' Suspended

178

Matric Ambient AX |  

System 1.5'' Wall

44

Matric WX | 

System 1.5'' Wall

46

Matric DX | 

System 1.5'' Wall

48

Matric W4 | 

System 2'' Wall

50

Matric W6 |  

System 3'' Wall 

52



Surface

Recessed

Liquid Line F3 | System 

2.5'' Recessed

284

Cubic Max M4 | 

Recessed Frame

288

Liquid Line QX/FX |  

System 1.5'' Recessed

276

Ringo Star F1 | System 4'' 

Recessed Frame

274

Basic Déco L3 | 

 Recessed Frame

262

Ringo Star FX | System 

1.5'' Recessed Frame 

270

Basic Max M4 |  

Recessed Frame 

266

Basic Visio L9 |  

Semi-Recessed 

268

Basic Déco A3/A4 | 

Surface

194

Basic Visio Y9/X9 | 

Surface

202

Ringo Star AX | System

40mm Surface

212

Liquid Line A3 | System 

2.5'' Surface

224

Basic Déco X3 | 

Surface

196

Beam Me Up (Flat)  

Y3/X3 | Surface

204

Ringo Star A3 | System

2.5'' Surface

214

Basic Superflat Y7/X7 | 

Surface

186

Beam Me Up (Max)  

Y1/X1 | Surface

208

Ringo Star A1 | System

4'' Surface

216

Basic Neo A5 | 

Surface

190

Basic Max A1 | 

Surface

198

Beam Me Up (Wallwasher) 

A4 | Surface

210

Basic Neo X5 | 

Surface

192

Basic Max Y1/X1 | 

Surface

200

Liquid Line AX | System

1.5'' Surface

218



Matric Déco M9 |  

Recessed Frameless

292

Cubic Déco L3 |  

Recessed Frame

290

Matric F5 | System 3'' 

Recessed Frame

312

Matric Déco F9 |  

Recessed Frame

294

Matric MX | System 1.5''  

Recessed Frameless 

302

Matric F3 | System 2'' 

Recessed Frame

308

Matric M5 | System 3''  

Recessed Frameless

310

Matric FX | System  

40mm Recessed Frame

304

Matric AX | System

1.5'' Surface

248

Matric A5 | System

3'' Surface

258

Matric A3 | System

2.5'' Surface

256

Cubic Déco A3 | 

Surface

244

Matric Déco A9 | 

Surface

246

Cubic Neo A9 | 

Surface

240

Cubic Evolution Y6/X6 | 

Square Surface

238

Cubic Max A2/X2 |

Surface

242

Cubic Evolution Y5/X5 | 

Surface

236

Caleo Inverse AX | 

System 1.5'' Surface

228

Caleo Neo Y4/X4 | 

Surface

230

Caleo Neo Y6/X6 | 

Square Surface

232

Cubic Evolution Y4/X4 | 

Surface

234

Matric M3 | System 2'' 

Recessed Frameless

306



Lightnet -  

Light is (our) life

Lightnet
Welcome to

Sustainability

Lightnet combines  
architecture and light in an  

aesthetic way, making life a little  
more beautiful every day. We also want  
to protect life, we act sustainably and  
conserve resources, develop our own  
LED technology and reinvent ourselves  

every day. With creative ideas from  
over 500 colleagues at six  

locations worldwide. 



100%
In-House-Production

We produce 

100% ourselves

  7

 
Transporting  

components halfway around 
the world harms the environment 

and is no longer state of the art. That's 
why we manufacture all our products our-

selves. In our factory we produce raw boards, 
optical components and mechanical housings, 
but we also do the surface finishing and final 
assembly. We control the entire value chain 
and know exactly what we are doing, from 

development to recycling. In this way, 
we work sustainably and are able to 

develop ourselves continuously 
in every aspect.



100% smart
On-Demand Production

We only produce  
what is really needed. In this  

way, we save valuable resources  
in production, storage and disposal,  
act sustainably and in the spirit of  
Industry 4.0. The customer is always  

our focus, and thanks to our intelligent  
networked technology, they can  

configure every product  
feature themselves. 

Demand  

determines supply



Efficient
High-Tech Machinery

  9

Energy demand  

reduced by 30%

Cutting edge  
and environmentally friendly  

is our motto. Our production site  
is equipped with intelligent software  
to optimise the materialresource ratio  
and save energy. In addition, we use  
powder-coated ovens of the latest  

generation, which reduce the  
primary energy requirement  

by 30% through heat  
recovery.  



100% Waterpurified
LED-Board Production

In-house  

water treatment  

to the highest EU  

environmental  

standards

We leave nothing  
to chance. That's why we  

have our own water treatment  
plant, which recovers and recycles  
the resources from the production  

of raw blanks in a closed circulation  
system. Of course, we comply  

100% with strict European  
environmental standards. 



100% 
Renewable Electricity

  11

Yes, we produce all  
our luminaires ourselves, but  

we need electricity for that too!  
In our in-house production process,  

however, we make sure that it is  
generated 100% from renewable  
energies such as photovoltaics  

and wind power. 

We use  

100% renewable 

energy



Eco-friendly
Product Design

That is why we focus  
on timeless aesthetic design and  

replaceable, high-quality components.  
Minimalist sizes are just as important  
to us as modern recyclable materials  
and the ability to dismantle products  

into individual components at  
the end of their service life.

Timeless  

design is sustainable 

design. Quality is an  

eternal value. 



Low Carbon
Aluminum

  13

We cannot produce  
without aluminium. But here,  

too, we have a choice in suppliers.  
We therefore select smelters that  
operate with the highest possible  

efficiency and obtain their energy from 
hydropower. In this way we reduce  
the CO2 footprint to 8.82lbs CO2  

per kg aluminium - a quarter  
of the global average. 

CO2 footprint 

reduced to 8.82lbs 

(per kg of  

aluminium)



Pure Wool
for Acoustic Absorbers

Natural wool 

from sustainable 

sources

Plastic foam for acoustic absorbers?  
Not with us! We mainly use natural wool 

from sustainable sources, which,  
unlike plastic, is 100% biodegradable. 



Trucircle
Polycarbonate
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Waste product  

of the wood industry 

as raw material

Sustainable polycarbonate  
which is used in some of our Opal diffusers  

uses a waste product from the wood industry  
as raw material: it is made with 59% pine oil  
and is ISCC certified according to the Mass  

Balancing Principle.



0% Plastic
in Packaging

Packaging made entirely  
of cardboard. We have been doing  
this for years! Of course, without  

polystyrene inserts and without plastic  
film. Even the stretch film we  

use to wrap our pallets  
is biodegradable.

0% plastic  

in packaging



0% Waste
in Packaging

  17

Zero waste  

thanks to local  

recycling

We even produce our packaging  
in-house and according to demand.  

We produce the cardboard boxes in such  
a way that every piece of waste is directly  

processed into pulp. And from this,  
new packaging parts are created again.  

0% waste with 100% local recycling. 



Five-year warranty  

on the entire range

Certified 

Quality

Quality, performance,  
and durability - all these  

components have to be perfect  
in our luminaires. Our engineers are  

therefore constantly optimising our products 
and our development and testing facilities  
are certified according to DIN EN ISO 9001.  
Our product portfolio with test marks for  
Europe (ENEC), USA/Canada (ETL), Mexico 
(NOM) and Australia (RCA) is constantly 
growing. And because we are sure that  

our luminaires will last a long time,  
we offer a five-year warranty.  

On everything. 



Diversity
Inclusion & Equal  
Gender Pay

  19

Diverse,  

inclusive & equal  

salary for m/f/d

Diverse perspectives  
are a basis for success. We rely  

on multiculturalism and a team from  
over 15 nations. Because we know:  
Creativity needs diversity and that's  
why we promote inclusion, respect  
every individual regardless of origin  

or gender and pay equal money  
for equal performance.   



0
Emisssions

What the future holds

Our goal is an emission-free  
circular economy. Even if the road is still  

a little longer, we are on our way.
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To Be 
Continued...



Basic Neo Y5/X5 | 

Wall

26

Caleo Neo Y6/X6 | 

Wall

34

Matric Ambient AX |  

System 1.5'' Wall

44

Matric W6 |  

System 3'' Wall 

52

Basic Déco Y3/X3 |

Wall

28

Matric WX | 

System 1.5'' Wall

46

Basic Visio Y9/X9 |

Wall

30

Cubic Evolution Y6/X6 | 

Wall

38

Matric DX | 

System 1.5'' Wall

48

Basic Superflat X7/Y7 | 

Wall

24

Cubic Déco A3 |

Wall

40

Liquid Line WX |

System 1.5'' Wall

32

Matric W4 | 

System 2'' Wall

50



Wall



Basic Superflat X7/Y7 | Wall

Housing:

Extruded Aluminum with 0.75" visible frame. LED surface-mounted  
luminaire for walls or ceilings. Direct light distribution and indirect  
lighting corona or direct only light distribution. Fully enclosed.
  
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

BX7 BY7

D

34mm 
1.375"

18mm 
0.75"

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

800 31.5"

1B: Basic

X7: Direct-Indirect, Y7: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver,  U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D800 (31.5")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B X7 O S E - 8 30 M - D400

L85/50000h

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1270lm/11W 2160lm/18W

15.75" 2350lm/18W 4070lm/31W

19.625" 3040lm/23W 5300lm/40W

23.625" 5450lm/40W 8370lm/63W

31.5" 7980lm/60W 10920lm/81W

50

100

150

200

Dir.~65%

Indir.~35%

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 700lm/7W 1200lm/11W

15.75" 1490lm/12W 2580lm/21W

19.625" 2070lm/16W 3630lm/28W

23.625" 3460lm/25W 5620lm/42W

31.5" 5280lm/40W 7150lm/54W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 690lm/7W 1190lm/11W

15.75" 1470lm/12W 2560lm/21W

19.625" 2030lm/16W 3570lm/28W

23.625" 3390lm/25W 5520lm/42W

31.5" 5160lm/40W 6980lm/54W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1260lm/11W 2150lm/18W

15.75" 2330lm/18W 4050lm/31W

19.625" 3000lm/23W 5240lm/40W

23.625" 5380lm/40W 8270lm/63W

31.5" 7860lm/60W 10750lm/81W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19



Basic Neo Y5/X5 | Wall 

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings with diameters of 15.75" to 31.5" delivered in one piece. 
Direct light distribution and indirect lighting corona or direct only  
light distribution. Fully enclosed.
  
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting. 

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

BY5 BX5

1B: Basic

Y5: Direct Only, X5: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D800 (31.5")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B X5 O S E - 8 30 M - D500

L85/50000h

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 700lm/7W 1200lm/11W

15.75" 1490lm/12W 2580lm/21W

19.625" 2070lm/16W 3630lm/28W

23.625" 3460lm/25W 5620lm/42W

31.5" 5280lm/40W 7150lm/54W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 690lm/7W 1190lm/11W

15.75" 1470lm/12W 2560lm/21W

19.625" 2030lm/16W 3570lm/28W

23.625" 3390lm/25W 5520lm/42W

31.5" 5160lm/40W 6980lm/54W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1220lm/11W 2080lm/18W

15.75" 2280lm/18W 3940lm/31W

19.625" 2960lm/23W 5160lm/40W

23.625" 5280lm/40W 8140lm/63W

31.5" 7750lm/60W 10600lm/81W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1210lm/11W 2070lm/18W

15.75" 2260lm/18W 3920lm/31W

19.625" 2920lm/23W 5100lm/40W

23.625" 5210lm/40W 8040lm/63W

31.5" 7630lm/60W 10430lm/81W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19

40mm 
1.625"

38mm 
1.5"

D

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

800 31.5"



Basic Déco Y3/X3 | Wall 

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings with diameters of 15.75" to 31.5". Direct light distribution 
and indirect lighting corona or direct only light distribution. 
Fully enclosed.
  
Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer housing and inner decor available in various finishes and  
combinations, e.g. white, silver, graphite, black, gold or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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1B: Basic

Y3: Direct Only, X3: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D800 (31.5")

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size 

Reflector

On Request

1B Y3 O S E - 8 30 M - D400 - S

B Jet Black
G Satin Gold

H Anodic Champagne
B Jet Black

W Snow White
B Jet Black

B Jet Black
W Snow White

W Snow White
K Satin Copper

W Snow White
G Satin Gold

K Satin Copper
K Satin Copper

H Anodic Champagne
H Anodic Champagne

B Jet Black
B Jet Black

U Urban Graphite
U Urban Graphite

S Radiant Silver
S Radiant Silver

W Snow White
W Snow White

BY3 BX3

L85/50000h

38mm 
1.5"

D

40mm 
1.625"

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

800 31.5"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1460lm/13W 2500lm/23W

15.75" 2370lm/20W 3750lm/31W

19.625" 3520lm/29W 5870lm/48W

23.625" 5470lm/43W 7850lm/63W

31.5" 7980lm/63W 10110lm/82W

50

100

150

200

Dir.~65%

Indir.~35%

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 810lm/8W 1400lm/13W

15.75" 1500lm/14W 2410lm/21W

19.625" 2390lm/21W 4040lm/35W

23.625" 3650lm/28W 5330lm/42W

31.5" 5510lm/44W 6660lm/55W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 830lm/8W 1430lm/13W

15.75" 1500lm/14W 2410lm/21W

19.625" 2370lm/21W 3980lm/35W

23.625" 3560lm/28W 5230lm/42W

31.5" 5360lm/44W 6490lm/55W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1480lm/13W 2530lm/23W

15.75" 2370lm/20W 3750lm/31W

19.625" 3500lm/29W 5810lm/48W

23.625" 5380lm/43W 7750lm/63W

31.5" 7830lm/63W 9940lm/82W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19



Basic Visio Y9/X9 | Wall 

Housing:

Luminaire body made of cast acrylic glass. LED surface-mounted  
luminaire for walls or ceilings. Direct-omnidirectional light distribution  
for soft wall or ceiling illumination or direct-indirect light distribution  
for stronger indirect light distribution. Fully enclosed and damp rated.
  
Optical System:

Available with microprismatic screen with optimized glare reduction 
especially for workplaces or satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Spacers and backplate optionally white or graphite coated.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

Pending ETL.
5 Years Warranty.
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U Urban Graphite

BY9 BX9

32mm 
1.25"

55mm 
2.125"

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

610 24"

D

1B: Basic

Y9: Direct Only, X9: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

U: Urban Graphite

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D610 (24")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B X9 O U E - 8 30 M - D400

L85/50000h

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 670lm/5W 1060lm/9W

15.75" 1730lm/13W 3020lm/22W

19.625" 2620lm/19W 4830lm/34W

24" 3550lm/25W 6570lm/46W

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 630lm/5W 1000lm/9W

15.75" 1630lm/13W 2840lm/22W

19.625" 2470lm/19W 4560lm/34W

24" 3340lm/25W 6200lm/46W

Microprismatic | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 760lm/6W 1200lm/10W

15.75" 1770lm/14W 3090lm/23W

19.625" 2840lm/21W 5230lm/38W

24" 3830lm/28W 7100lm/52W

Microprismatic | Direct-Indirect

100

150

200

250

Dir.~85%

Indir.~15% UGR≤19

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 800lm/6W 1260lm/10W

15.75" 1870lm/14W 3270lm/23W

19.625" 2990lm/21W 5500lm/38W

24" 4040lm/28W 7470lm/52W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~90%

Indir.~10%

50

150

250

350

Indir.~5% UGR≤19

for Medium  
Power

Dir.~95%
50

100

200

300

Indir.~5%

Dir.~95%



Liquid Line WX | System 1.5" Wall 

Housing:

Extruded Aluminum. LED wall mounted luminaire crafted in one piece 
with no visible seams at the ends. Direct-indirect light distribution. 
Fully enclosed and damp rated. 
  
Optical System:

Available with microprismatic screen with optimized glare reduction 
especially for workplaces or satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black or champagne coated. Further 
surface options see Lightnet-Surface-Collection. RAL or PANTONE  
of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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K Satin CopperH Anodic ChampagneW Snow White B Jet BlackS Radiant Silver U Urban Graphite

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct-Indirect

300

200

100

50

Dir.~45%

Indir.~55%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 1960lm/17W 2590lm/23W

35" 3060lm/25W 4020lm/33W

46.5" 4140lm/32W 5440lm/42W

58.125" 5240lm/40W 6870lm/53W

69.5" 6320lm/48W 8300lm/64W

80.875" 7410lm/58W 9730lm/77W

QWX

75mm
3" 

80mm 
3.125"

14mm 
0.5"

L

40mm 
1.625"

L

mm

L 

inch

600 23.625"

890 35"

1182 46.5"

1475 58.125"
1765 69.5"

2055 80.875"

1Q: Liquid Line

WX: Direct- Indirect

O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Length in mm: L600 (23.625"), L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875")

DALI, DMX, Lutron System, Casambi

1Q WX O W E - 8 30 M - L1182

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

On Request

L85/50000h



Caleo Neo Y6/X6 | Wall

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls and  
ceilings. Direct light distribution and indirect lighting corona or direct 
only light distribution. Fully enclosed.
  
Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer housing and Decorative reflector ring available in various  
finishes and combinations, e.g. white, silver, graphite, black, gold  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K,  
or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White 
B Jet Black

W Snow White
A Satin Silver

W Snow White
W Snow White

AX6 AY6

25mm 
1"35mm 

1.375"

Q

Q Q

mm

Q 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

800 31.5"

1A: Caleo

X6: Direct-Indirect, Y6: Direct- only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power, H: High Power 

Square Size in mm: Q300 (11.75"),  Q400 (15.75"), Q500 (19.625"), Q600 (23.625"), Q800(31.5")

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Reflector

On Request

1AX6AWE- 8 30H-Q500-G

L85/50000h

Microprismatic | Direct

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1230lm/11W 1670lm/15W

15.75" 2060lm/18W 2720lm/23W

19.625" 3180lm/26W 4180lm/35W

23.625" 4800lm/39W 6480lm/53W

31.5" 7720lm/65W 10450lm/90W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 2000lm/17W 2720lm/22W

15.75" 2950lm/23W 3910lm/31W

19.625" 5170lm/39W 6760lm/52W

23.625" 6830lm/54W 9290lm/73W

31.5" 10840lm/86W 14990lm/121W

Opal Diffuser | Direct

200

400

600

800

Dir.100%

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1240lm/11W 1690lm/15W

15.75" 2080lm/18W 2740lm/23W

19.625" 3210lm/26W 4220lm/35W

23.625" 4840lm/39W 6540lm/53W

31.5" 7780lm/65W 10540lm/90W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1990lm/17W 2700lm/22W

15.75" 2930lm/23W 3890lm/31W

19.625" 5140lm/39W 6720lm/52W

23.625" 6790lm/54W 9230lm/73W

31.5" 10780lm/86W 14900lm/121W

Microprismatic | Direct-Indirect

50

150

250

350

Dir.~65%

Indir.~35% UGR≤19

100

300

600

1000

Dir.100% UGR≤19

for Medium  
Power



Cubic Wall
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Satellite Office Opernplatz Frankfurt, Germany 
Cubic W4  
Photography: Moritz Bernoully, www.satelliteoffice.de



Cubic Evolution Y6/X6 | Wall

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings with only 1" visible frame. Direct light distribution  
and indirect lighting corona or Direct only light distribution.  
Fully enclosed. 
  
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting. Indirect light with innovative 
lens technology for wide-angle ceiling illumination.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

1C: Cubic

Y6: Direct-only, X6: Direct-Indirect  

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K 

M: Medium Power, H: High Power 

Square Size in mm: Q300 (11.75"), Q400 (15.75"), Q500 (19.625"), Q600 (23.625"), Q800(31.5")

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1C Y6A B E - 8 30 M - Q600

CY6 CX6

Q

Q25mm 
1"35mm 

1.375"

L85/50000h

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Microprismatic | Direct

Dir. 100%

100

300

600

1000

UGR≤19

for Medium  
Power

Q

inch
Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1210lm/11W 1740lm/16W
15.75" 1960lm/16W 2860lm/24W
19.625" 3330lm/26W 4290lm/34W
23.625" 5250lm/40W 7100lm/55W
31.5" 7590lm/55W 10630lm/78W

Opal Diffuser | Direct

Dir. 100%

200

400

600

800

Q

inch
Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1170lm/11W 1650lm/16W
15.75" 1910lm/16W 2810lm/24W
19.625" 3300lm/26W 4270lm/34W
23.625" 5180lm/40W 7000lm/55W
31.5" 7370lm/55W 10120lm/78W

Microprismatic | Direct-Indirect

Q

inch
Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1970lm/16W 2850lm/24W
15.75" 2920lm/23W 4170lm/32W
19.625" 4580lm/33W 5900lm/44W
23.625" 7240lm/55W 9850lm/76W
31.5" 10590lm/76W 14950lm/109W

50

100

200

300

Dir.~70%

Indir.~30% UGR≤19

Opal Diffuser | Direct-Indirect

Q

inch
Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1930lm/16W 2760lm/24W
15.75" 2870lm/23W 4120lm/32W
19.625" 4550lm/33W 5880lm/44W
23.625" 7170lm/55W 9750lm/76W
31.5" 10370lm/76W 14440lm/109W

50

100

150

200

Dir.~70%

Indir.~30%

Q

mm

Q 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

800 31.5"



Cubic Déco A3 | Wall 

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls and  
ceilings. Direct only light distribution. Fully enclosed and damp rated. 

Optical System:

Recessed Microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer housing and inner decor available in various finishes and  
combinations, e.g. white, silver, graphite, black, gold or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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1C: Cubic

A3: Direct Only 

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K 

M: Medium Power, H: High Power 

Square Size in mm: Q330 (13"),Q430 (16.875"), Q530 (20.875"), Q630 (24.75"), Q900 (35.375"), Q1200 (47.25")

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Reflector

On Request

1C A3A B E - 8 30 M - Q430-G

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White
B Jet Black

W Snow White
A Satin Silver

W Snow White
W Snow White

CA3

100mm 
3.875"

Q

Q

Q

mm

Q 

inch

330 13"

430 16.875"

530 20.875"
630 24.75"
900 35.375"

1200 47.25"

L85/50000h

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct

Dir. 100%

100

200

300

400

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1400lm/12W 2070lm/18W

16.875" 2440lm/19W 3550lm/27W

20.875" 3740lm/27W 6990lm/50W

24.75" 5360lm/40W 8760lm/65W

35.375" 8150lm/67W 13640lm/129W

47.25" 14520lm/122W 24260lm/228W

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1360lm/12W 2010lm/18W

16.875" 2370lm/19W 3450lm/27W

20.875" 3630lm/27W 6790lm/50W

24.75" 5200lm/40W 8500lm/65W

35.375" 7910lm/67W 13240lm/129W

47.25" 14100lm/122W 23550lm/228W

Microprismatic | Direct

Dir. 100%

150

250

350

450

UGR≤19

for Medium  
Power



Matric Wall

Kindergarten, Grünenplan, Germany 
Matric A1  
Photography: Frank Aussieker

Residential Park Lahe, Germany  
Matric A1  

Photography: Frank Aussieker
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Architectural Group Bircher Roth von Arx AG 
Aarau, Switzerland  

Matric W5  
Realization and photography: Mabalux AG



Matric Ambient AX | System 1.5" Wall 

Housing:

Extruded Aluminum. LED surface-mounted luminaire for optional  
horizontal or vertical wall mounting or ceiling mounting.  
Omnidirectional light distribution for soft wall or ceiling illumination. 
Fully enclosed and damp rated. 

Optical System:

Ambient diffuser made of frosted acrylic glass for general lighting. 

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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1L: Matric

AX: Direct only 

F: Ambient

W: Snow White, V: Ivory White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1182-L2055]

M: Medium Power, H: High Power 

Luminaire Length in mm: L600 (23.625"), L890 (35"), L1182 (46.5"), L1475 (58.125"), L1765 (69.5"), L2055 (80.875")

DALI, DMX, Lutron System, Casambi [L890-L2055]

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1LAX FW E - 8 30 M - L1182

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

LAX

L

L

mm

L 

inch

600 23.625"

890 35"

1182 46.5"
1475 58.125"
1765 69.5"

2055 80.875"

23mm 
0.875"

65mm 
2.5" 

40mm 
1.625"

L85/50000h

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 1080lm/9W 1460lm/12W

35" 1620lm/12W 2190lm/16W

46.5" 2150lm/16W 2910lm/21W

58.125" 2690lm/19W 3640lm/26W

69.5" 3230lm/22W 4370lm/30W

80.875" 3770lm/28W 5100lm/37W

per foot 560lm/3.8W 760lm/5.2W

Ambient | Direct

250

200

150

100Indir.~5%

Dir.~95%



Matric WX | System 1.5" Wall

Housing:

Extruded Aluminum. LED surface-mounted luminaire for optional  
horizontal or vertical wall mounting. Direct-indirect light distribution. 
Bespoke lengths possible. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Opal diffuser made of acrylic glass for general lighting. 
Asymmetrical optics for homogeneous illumination extending into  
the depth of the room. 

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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1L: Matric

WX: Direct-Indirect  

A: Microprismatic, O: Opal Diffuser, Y: Asymmetrical

W: Snow White, V: Ivory White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm:  L895 (35.25"), L1185 (46.625"), L1478 (58.25"), L1770 (69.625"), L2060 (81.125") 

Special Length Versions, 90°-Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1L WXO W E - 8 30 M - L1185

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35.25" 2600lm/24W 3970lm/38W

46.625" 3470lm/32W 5300lm/50W

58.25" 4340lm/39W 6620lm/62W

69.625" 5200lm/47W 7940lm/73W

81.125" 6070lm/56W 9270lm/89W

per foot 900lm/8.1W 1370lm/12.7W

Microprismatic | Direct-Indirect

300

200

100

50

Dir.~50%

Indir.~50%

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct-Indirect

300

200

100

50

Dir.~50%

Indir.~50%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.25" 3710lm/30W 4670lm/38W

46.625" 4950lm/39W 6230lm/50W

58.25" 6190lm/49W 7790lm/62W

69.625" 7420lm/57W 9350lm/73W

81.125" 8660lm/69W 10900lm/89W

per foot 1280lm/9.9W 1620lm/12.7W

Asymmetrical | Direct-Indirect

Dir.~50%

Indir.~50%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35.25" 1720lm/20W 3300lm/39W

46.625" 2290lm/26W 4400lm/53W

58.25" 2860lm/32W 5500lm/65W

69.625" 3430lm/38W 6600lm/76W

81.125" 4000lm/46W 7700lm/93W

per foot 590lm/6.5W 1140lm/13.2W

LWX

Laser Cut-Out90° Corner 
Opal/Microprismatic

41mm 
1.625"

L

L

mm

L 

inch

895 35.25"

1185 46.625"
1478 58.25"
1770 69.625"

2060 81.125"

100mm 
3.875"

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodisedW Snow White

L85/50000h



Matric DX | System 1.5" Wall

Housing:

Extruded Aluminum. LED surface-mounted luminaire for horizontal  
wall mounting (ceiling mounting possible on request). Direct only light 
distribution. Bespoke lengths possible. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting. 

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
or 6500K. All color temperatures available in CRI>80 or CRI>90. 
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Medium or High Power.  
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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1L: Matric

DX: Direct only 

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power, H: High Power

Luminaire Length in mm: L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875")  

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1L DXO U E - 8 30 M - L890

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1230lm/21W 1780lm/31W

46.5" 1640lm/27W 2370lm/41W

58.125" 2050lm/33W 2960lm/51W

69.5" 2460lm/39W 3560lm/60W

80.875" 2870lm/48W 4150lm/72W

per foot 430lm/6.7W 620lm/10.3W

400

300

200

100

Dir.100%

Microprismatic | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1450lm/21W 2080lm/31W

46.5" 1930lm/27W 2770lm/41W

58.125" 2410lm/33W 3460lm/51W

69.5" 2900lm/39W 4160lm/60W

80.875" 3380lm/48W 4850lm/72W

per foot 500lm/6.7W 720lm/10.3W

500

350

200

100

Dir.100%

Opal Diffuser | Direct

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

LDX

45mm 
1.75"

38mm 
1.5"37mm 

1.5"

75mm 
3"

L

L

mm

L 

inch

890 35"

1182 46.5"

1475 58.125"
1765 69.5"
2055 80.875"

L85/50000h



Matric W4 | System 2" Wall

Housing:

Extruded Aluminum. LED wall mounted luminaire. Direct-Indirect light 
distribution. Bespoke lengths possible. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially for 
workplaces. Satin opal diffuser for general lighting. Asymmetrical  
optics for homogeneous illumination extending into the depth  
of the room.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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125mm 
4.875"

80mm 
3.125"

80mm 
3.125"

55mm 
2.125"

30mm 
1.125"

L

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

90° Corner 
Opal/Microprismatic

LW4

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2730lm/26W 3730lm/37W

46.5" 3700lm/37W 5070lm/51W

58.125" 4670lm/45W 6400lm/63W

69.5" 5640lm/54W 7740lm/75W

80.875" 6620lm/65W 9070lm/91W

per foot 980lm/9.3W 1340lm/13.0W

Asymmetrical | Direct-Indirect

250

200

150

100

Dir.~40%

Indir.~60%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2540lm/22W 3500lm/30W 4880lm/42W

46.5" 3430lm/28W 4730lm/39W 6600lm/55W

58.125" 4330lm/35W 5950lm/48W 8310lm/68W

69.5" 5230lm/41W 7190lm/56W 10030lm/81W

80.875" 6110lm/50W 8420lm/69W 11760lm/98W

per foot 900lm/7.0W 1240lm/9.8W 1730lm/14.0W

Opal Diffuser | Direct-Indirect

300

200

100

50

Dir.~50%

Indir.~50%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2370lm/22W 3260lm/30W 4540lm/42W

46.5" 3200lm/28W 4410lm/39W 6140lm/55W

58.125" 4040lm/35W 5560lm/48W 7750lm/68W

69.5" 4920lm/41W 6770lm/56W 9350lm/81W

80.875" 5700lm/50W 7860lm/69W 10960lm/98W

per foot 850lm/7.0W 1170lm/9.8W 1620lm/14.0W

Microprismatic | Direct-Indirect

Dir.~50%

Indir.~50%

250

200

150

100 UGR≤19

for Low 
and Medium 
Power

L

mm

L 

inch

890 35"

1182 46.5"

1475 58.125"
1765 69.5"
2055 80.875"

1L: Matric

W4: Direct-Indirect  

A: Microprismatic, O: Opal Diffuser, Y: Asymmetrical

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm: L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875")

Special Length Versions, 90°-Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1L W4 O E E - 8 30 M - L1182

L85/50000h



Matric W6 | System 3" Wall

Housing:

Extruded Aluminum. LED surface-mounted luminaire for horizontal  
wall mounting. Fully enclosed and damp rated. 
 
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting.  
Indirect component with clear acrylic cover for dust protection. 

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty:

cETLus.
5 Years Warranty.
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1L: Matric

W6: Direct-Indirect  

A: Microprismatic, O: Opal Diffuser, J: Wallwasher

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Length in mm: L890 (35"), L1182 (46.5"),  L1475 (58.125")

DALI, DMX, Lutron System

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1L W6O E E - 8 30 M - L1182

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

LW6

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct-Indirect

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 4690lm/33W 6360lm/46W

46.5" 6250lm/44W 8490lm/61W

58.125" 7810lm/54W 10600lm/74W

250

200

150

100

Dir.~55%

Indir.~45%

Wallwasher | Direct-Indirect

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 4260lm/33W 5780lm/46W

46.5" 5680lm/44W 7720lm/61W

58.125" 7100lm/54W 9640lm/74W

250

200

150

100

Dir.~55%

Indir.~45%

Microprismatic | Direct-Indirect

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 4290lm/33W 5820lm/46W

46.5" 5710lm/44W 7770lm/61W

58.125" 7150lm/54W 9700lm/74W

250

200

150

100

Dir.~50%

Indir.~50% UGR≤19

60mm 
2.375" 

117mm 
4.625"

L

81mm 
3.25"

L

mm

L 

inch

890 35"

1182 46.5"

1475 58.125"

L85/50000h



Basic Déco XXL G4/P4 | 

Suspended

68

Beam Me Up (Max)  

G1/P1 | Suspended

82

Ringo Star G3/P3 | 

System 2.5'' Suspended

96

Ringo Star Cluster G3/P3 | 

Suspended

114

Liquid Line G3/P3 | 

System 2.5'' Suspended

136

Ringo Star Acoustic G3/P3 | 

System 2.5'' Suspended

98

Ringo Star Chain G3/P3 | 

Suspended

116

Basic Superflat G7/P7 | 

Suspended

58

Basic Max G1/P1 | 

Suspended

72

Ringo Star GY/PY |  

System 1.5'' Suspended

84

Ringo Star G1/P1 |  

System 4'' Suspended

100

Ringo Star Oblong 

GX/PX | Suspended

118

Caleo Inverse GX/PX | 

System 1.5'' Suspended

140

Basic Neo G5/P5 |  

Suspended

62

Basic Visio G9/P9 | 

Suspended

74

Ringo Star GX/PX |  

System 1.5'' Suspended

86

Ringo Star Acoustic G1/P1 | 

System 4'' Suspended

102

Caleo Neo G4/P4 |

Suspended

142

Basic Déco G3/P3 | 

Suspended

66

Beam Me Up (Flat)  

G3/P3 | Suspended

78

Ringo Star Acoustic GY/PY | 

System 1.5'' Suspended

88

Ringo Star Chandelier 

G1/P1 | Suspended

106

Liquid Line GX/PX | 

System 1.5'' Suspended

120

Caleo Neo G6/P6 |

Suspended

146



Suspended

Cubic Evolution G4/P4 | 

Suspended

150

Cubic Max G2/P2 |

Suspended 

156

Matric GX/RX | System

1.5'' Suspended

168

Matric Square GX/RX | 

System 1.5'' Suspended

178

Matric Square Acoustic GX/RX | 

System 1.5'' Suspended

182

Cubic Evolution G5/P5 | 

Suspended

152

Matric G3/R3 | System

2'' Suspended

170

Cubic Evolution G6/P6 | 

Square Suspended

154

Cubic Déco G3/P3 | 

Suspended

158

Matric R4 | System

2'' Suspended

172

Matric Déco G9/R9 |

Suspended 

160

Matric G5 | System

3'' Suspended

174



Basic Superflat Suspended

Satellite Office Opernplatz Frankfurt, Germany 
Basic P5  
Photography: Moritz Bernoully, www.satelliteoffice.de 
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Perfect Hair, Wallisellen, Switzerland
Basic P7 
Planner: Daniel Huber Architekten,  

implementation and Photography: Mabalux AG

Satellite Office Opernplatz Frankfurt, Germany  
Basic P5  
Photography: Moritz Bernoully, www.satelliteoffice.de 



17/13/14/2 + struct.

Basic Superflat G7/P7 | Suspended

Housing:

Extruded Aluminum. LED pendant luminaire with only 0.75" visible  
frame. Direct-Indirect or Direct only light distribution. Fully enclosed. 
 
Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting.

Surface Finish:

Surface silver, white, graphite, black, or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension with transparent power  
supply cable or rod suspension. Canopy and rod suspension finish matches 
luminaire body. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1B: Basic

P7: Direct-Indirect, G7: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"),D400 (15.75"), D500 (19.625"), D600 (23.625"), D800(31.5")

U: Central Suspension, P: Tube Suspension

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1B P7 A S E - 8 30 M - D500 - U

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

BP7 BG7

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1270lm/11W 2160lm/18W

15.75" 2350lm/18W 4070lm/31W

19.625" 3040lm/23W 5300lm/40W

23.625" 5450lm/40W 8370lm/63W

31.5" 7980lm/60W 10920lm/81W

50

100

150

200

Dir.~65%

Indir.~35%

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 700lm/7W 1200lm/11W

15.75" 1490lm/12W 2580lm/21W

19.625" 2070lm/16W 3630lm/28W

23.625" 3460lm/25W 5620lm/42W

31.5" 5280lm/40W 7150lm/54W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 690lm/7W 1190lm/11W

15.75" 1470lm/12W 2560lm/21W

19.625" 2030lm/16W 3570lm/28W

23.625" 3390lm/25W 5520lm/42W

31.5" 5160lm/40W 6980lm/54W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1260lm/11W 2150lm/18W

15.75" 2330lm/18W 4050lm/31W

19.625" 3000lm/23W 5240lm/40W

23.625" 5380lm/40W 8270lm/63W

31.5" 7860lm/60W 10750lm/81W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19

Central Suspension

min. 0,8×D 
max 1500mm 

59"

Tube Suspension

min. 200mm 
      7.875"

max. on request

34mm 
1.375"
18mm
0.75"

D

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

800 31.5"



Basic Neo Suspended

Satellite Office Opernplatz  
Frankfurt, Germany 
Basic P5 
Photography: Moritz Bernoully, www.satelliteoffice.de 
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 Microsoft, Cologne, Germany  
Basic G5  

Photography: HGEsch, Planning: corinna arens and  

dorette faulhaber, Lepel & Lepel architects



17/13/14/2 + struct.

Basic Neo G5/P5 | Suspended

Housing:

Extruded Aluminum. LED pendant luminaire with minimal overall  
height of 1.5" without additional spacers. Direct-Indirect or Direct  
only light distribution. Fully enclosed. 
 
Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting.

Surface Finish:

Surface silver, white, graphite, black, or champagne coated.  
Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension with transparent power sup-
ply cable or rod suspension. Canopy and rod suspension finish matches 
luminaire body. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1B: Basic

P5: Direct-Indirect, G5: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"),D400 (15.75"), D500 (19.625"), D600 (23.625"), D800(31.5")

U: Central Suspension, P: Tube Suspension

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1B P5 A S E - 8 30 M - D400 - U

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

BP5 BG5

Tube Suspension Central Suspension

min. 0,8×D 
max 1500mm 

59"

min. 200mm 
      7.875"

max. on request

38mm
1.5"

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

800 31.5"

D

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 700lm/7W 1200lm/11W

15.75" 1490lm/12W 2580lm/21W

19.625" 2070lm/16W 3630lm/28W

23.625" 3460lm/25W 5620lm/42W

31.5" 5280lm/40W 7150lm/54W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 690lm/7W 1190lm/11W

15.75" 1470lm/12W 2560lm/21W

19.625" 2030lm/16W 3570lm/28W

23.625" 3390lm/25W 5520lm/42W

31.5" 5160lm/40W 6980lm/54W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1220lm/11W 2080lm/18W

15.75" 2280lm/18W 3940lm/31W

19.625" 2960lm/23W 5160lm/40W

23.625" 5280lm/40W 8140lm/63W

31.5" 7750lm/60W 10600lm/81W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1210lm/11W 2070lm/18W

15.75" 2260lm/18W 3920lm/31W

19.625" 2920lm/23W 5100lm/40W

23.625" 5210lm/40W 8040lm/63W

31.5" 7630lm/60W 10430lm/81W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19



Basic Déco Suspended
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Estoty, Vilnius, Lithuania
Basic G3  
Photography: Leonas Garbačauskas



17/13/14/2 + struct.

Basic Déco G3/P3 | Suspended

Housing:

Extruded Aluminum. LED pendant luminaire with overall height of 2.25".  
Direct-Indirect or Direct only light distribution. Fully enclosed. 
 
Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer housing and Decorative reflector ring available in various  
finishes and combinations, e.g. white, silver, graphite, black, gold  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension with transparent power sup-
ply cable or rod suspension. Canopy and rod suspension finish matches 
luminaire body. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1B: Basic

P3: Direct-Indirect, G3: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"),D400 (15.75"), D500 (19.625"), D600 (23.625"), D800(31.5")

U: Central Suspension, P: Tube Suspension

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension 

Reflector

On Request

1B P3 A S E - 8 30 M - D500 - U G

BP3 BG3

K Satin Copper
K Satin Copper

H Anodic Champagne
H Anodic Champagne

B Jet Black
B Jet Black

U Urban Graphite
U Urban Graphite

S Radiant Silver
S Radiant Silver

W Snow White
W Snow White

B Jet Black
W Snow White

B Jet Black
G Satin Gold

H Anodic Champagne
B Jet Black

W Snow White
B Jet Black

W Snow White
G Satin Gold

W Snow White
K Satin Copper

Central Suspension

min. 0,8×D 
max 1500mm 

59"

Tube Suspension

D

min. 200mm 
      7.875"

max. on request

58mm
2.25"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1460lm/13W 2500lm/23W

15.75" 2370lm/20W 3750lm/31W

19.625" 3520lm/29W 5870lm/48W

23.625" 5470lm/43W 7850lm/63W

31.5" 7980lm/63W 10110lm/82W

50

100

150

200

Dir.~65%

Indir.~35%

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 810lm/8W 1400lm/13W

15.75" 1500lm/14W 2410lm/21W

19.625" 2390lm/21W 4040lm/35W

23.625" 3650lm/28W 5330lm/42W

31.5" 5510lm/44W 6660lm/55W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 830lm/8W 1430lm/13W

15.75" 1500lm/14W 2410lm/21W

19.625" 2370lm/21W 3980lm/35W

23.625" 3560lm/28W 5230lm/42W

31.5" 5360lm/44W 6490lm/55W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1480lm/13W 2530lm/23W

15.75" 2370lm/20W 3750lm/31W

19.625" 3500lm/29W 5810lm/48W

23.625" 5380lm/43W 7750lm/63W

31.5" 7830lm/63W 9940lm/82W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

800 31.5"



17/13/14/2 + struct.

Basic Déco XXL G4/P4 | Suspended

Housing:

Extruded Aluminum. LED pendant luminaire with overall height  
of 3.875". Direct-indirect or direct-only light distribution.  
Fully enclosed and damp rated. 

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces (up to max. Ø1200). Opal diffuser  
made of acrylic glass.

Surface Finish:

Outer housing and Decorative reflector ring available in various  
finishes and combinations, e.g. white, silver, graphite, black, gold  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 120lm/W efficacy. Choice of different lumen output levels:  
Low or Medium Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension (max. Ø1500), parallel cord 
suspension with transparent power supply cable, or rod suspension. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct

100

200

300

400

Dir.100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 910lm/7W 1780lm/13W

15.75" 1790lm/13W 3690lm/25W

19.625" 2550lm/17W 5010lm/33W

23.625" 3980lm/25W 7470lm/50W

31.5" 7780lm/56W 12800lm/92W

47.25" 14900lm/106W 24500lm/172W

59" 18000lm/157W 29600lm/256W

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 1440lm/10W 2810lm/19W

15.75" 2800lm/18W 5740lm/38W

19.625" 3970lm/26W 7760lm/51W

23.625" 6410lm/40W 12100lm/80W

31.5" 12400lm/82W 19400lm/131W

47.25" 22900lm/152W 34700lm/232W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19

Microprismatic | Direct

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 880lm/7W 1730lm/13W

15.75" 1740lm/13W 3580lm/25W

19.625" 2480lm/17W 4860lm/33W

23.625" 3860lm/25W 7250lm/50W

31.5" 7920lm/56W 13000lm/92W

47.25" 15100lm/106W 24900lm/172W

50

200

350

500

Dir.100% UGR≤19

for Low  
Power

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 1470lm/10W 2860lm/19W

15.75" 2850lm/18W 5850lm/38W

19.625" 4040lm/26W 7910lm/51W

23.625" 6520lm/40W 12300lm/80W

31.5" 12200lm/82W 19200lm/131W

47.25" 22600lm/152W 34300lm/232W

59" 24200lm/193W 40000lm/321W

100

150

200

250

Dir.~65%

Indir.~35%

BP4 BG4

K Satin Copper
K Satin Copper

H Anodic Champagne
H Anodic Champagne

B Jet Black
B Jet Black

U Urban Graphite
U Urban Graphite

S Radiant Silver
S Radiant Silver

W Snow White
W Snow White

B Jet Black
W Snow White

B Jet Black
G Satin Gold

H Anodic Champagne
B Jet Black

W Snow White
B Jet Black

W Snow White
G Satin Gold

W Snow White
K Satin Copper

100mm 
3.875"

Tube Suspension

D

min. 200mm 
      7.875"

max. on request

Parallel Suspension

min. 200mm 
      7.875"

max  1500mm 
 59"

Central Suspension

min. 0,8×D 
max 1500mm 

59"

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

900 31.5"

1200 47.25"

1500 59"

1B: Basic

P4: Direct-Indirect, G4: Direct only

A: Microprismatic [D300-D1200], O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D400-D1200]

E: Low Power, M: Medium Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59")

U: Central Suspension, P: Tube Suspension [D400-D900], K: Parallel Suspension

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension 

Reflector

On Request

1B P4 A S E - 8 30 M - D500 - U G



Basic Max Suspended

AIB Headquarters, Dublin, Ireland  
Basic G1   
Photography: Donal Murphy Photography, Planning: dlight



  71



17/13/14/2 + struct.

Basic Max G1/P1 | Suspended 

Housing:

Extruded Aluminum. LED pendant luminaire. Direct-indirect  
or direct-only light distribution. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces (up to max. Ø1200). Opal diffuser made of acrylic glass.  
From Ø1500 diffuser with opal stretch foil for general lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity 
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 120lm/W efficacy. Choice of different lumen output levels:  
Low or Medium Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension (max. Ø1500), parallel cord 
suspension with transparent power supply cable, or rod suspension. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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75mm 
3"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 910lm/7W 1780lm/13W

15.75" 1790lm/13W 3690lm/25W

19.625" 2550lm/17W 5010lm/33W

23.625" 3980lm/25W 7470lm/50W

31.5" 7780lm/56W 12800lm/92W

47.25" 14900lm/106W 24500lm/172W

59" 18000lm/157W 29600lm/256W

78.75" 32300lm/285W 53200lm/462W

Opal Diffuser | Direct

100

200

300

400

Dir.100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 1470lm/10W 2860lm/19W

15.75" 2850lm/18W 5850lm/38W

19.625" 4040lm/26W 7910lm/51W

23.625" 6520lm/40W 12300lm/80W

31.5" 12200lm/82W 19200lm/131W

47.25" 22600lm/152W 34300lm/232W

59" 24200lm/193W 40000lm/321W

78.75" 42200lm/343W 67500lm/560W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 1440lm/10W 2810lm/19W

15.75" 2800lm/18W 5740lm/38W

19.625" 3970lm/26W 7760lm/51W

23.625" 6410lm/40W 12100lm/80W

31.5" 12400lm/82W 19400lm/131W

47.25" 22900lm/152W 34700lm/232W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 880lm/7W 1730lm/13W

15.75" 1740lm/13W 3580lm/25W

19.625" 2480lm/17W 4860lm/33W

23.625" 3860lm/25W 7250lm/50W

31.5" 7920lm/56W 13000lm/92W

47.25" 15100lm/106W 24900lm/172W

Microprismatic | Direct

Dir.100% UGR≤19

for Low 
Power

100

200

300

400

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

Tube Suspension

D

BP1 BG1

L85/50000h

1B: Basic

P1: Direct-Indirect, G1: Direct only

A: Microprismatic [D300-D1200], O: Opal Diffuser [D300-D1200], T: Opal stretch diffuser [D1500, D2000]

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D400-D1200]

E: Low Power, M: Medium Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"),  

D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59"), D2000 (78,75")

P: Tube Suspension [D400-D900], K: Parallel Suspension, U: Central Suspension [D300-D1500]

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension 

On Request

1B P1 O S E - 8 30 M - D300 - U

min. 200mm 
      7.875"

max. on request

Parallel Suspension

min. 200mm 
      7.875"

max  1500mm 
 59"

Central Suspension

min. 0,8×D 
max 1500mm 

59"

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

600 23.625"

900 31.5"

1200 47.25"

1500 59"

2000 78.75"



17/13/14/2 + struct.

Basic Visio G9/P9 | Suspended

Housing:

Luminaire body made of cast acrylic glass. LED pendant luminaire.  
Direct-indirect or direct omnidirectional light distribution.  
Fully enclosed and damp rated.

Optical System:

Available with microprismatic screen with optimized glare reduction 
especially for workplaces or satin opal diffuser for general lighting with 
maximum transmittance and homogeneous lighting.

Surface Finish:

Backplate optionally white or graphite coated.

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K,  
or 6500K. All color temperatures available in CRI>80 or CRI>90.  
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Medium or High Power.  
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension with transparent power  
supply cable or rod suspension. Canopy and rod suspension finish mat-
ches luminaire body. 

Certification & Warranty: 

Pending ETL.
5 Years Warranty.
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L85/50000h

1B: Basic

P9: Direct-Indirect, G9: Direct only

A: Microprismatic, O: Opal Diffuser

U: Urban Graphite

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D610 (24")

P: Tube Suspension, U: Central Suspension

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1B P9 O U E- 8 30 M - D400 - U

U Urban Graphite

BP9 BG9

Tube Suspension

D

55mm 
2.125"

23mm 
0.875"

min. 200mm 
      7.875"

max. on request

Central Suspension

D

mm

D 

inch

300 11.75"

400 15.75"

500 19.625"

610 24"

min. 0,8×D 
max 1500mm 

59"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 670lm/5W 1060lm/9W

15.75" 1730lm/13W 3020lm/22W

19.625" 2620lm/19W 4830lm/34W

24" 3550lm/25W 6570lm/46W

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 630lm/5W 1000lm/9W

15.75" 1630lm/13W 2840lm/22W

19.625" 2470lm/19W 4560lm/34W

24" 3340lm/25W 6200lm/46W

Microprismatic | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 760lm/6W 1200lm/10W

15.75" 1770lm/14W 3090lm/23W

19.625" 2840lm/21W 5230lm/38W

24" 3830lm/28W 7100lm/52W

Microprismatic | Direct-Indirect

100

150

200

250

Dir.~85%

Indir.~15% UGR≤19

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 800lm/6W 1260lm/10W

15.75" 1870lm/14W 3270lm/23W

19.625" 2990lm/21W 5500lm/38W

24" 4040lm/28W 7470lm/52W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~90%

Indir.~10%

50

150

250

350

Indir.~5% UGR≤19

for Medium  
Power

Dir.~95%
50

100

200

300

Indir.~5%

Dir.~95%



Beam Me Up (Flat) G3/P3 | Suspended
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Moynihan Train Hall, New York, USA 
Beam Me Up G3



Beam Me Up (Flat) G3/P3 | Suspended

Housing:

High-quality processed FRP (Fiberglass Reinforced Plastic).  
LED pendant luminaire with a rebated lens optic in a decorative ring. 
Direct-indirect or direct-only light distribution. Fully enclosed. 

Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting. 

Surface Finish:

Outer housing and Decorative reflector ring available in various  
finishes and combinations, e.g. white, silver, graphite, black, gold  
or copper coated. For further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W 
efficacy. Choice of different lumen output levels: Medium or High  
Power. Custom lumen output upon request. Lifetime minimum 
50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension, parallel cord suspension 
with transparent power supply cable, or rod suspension. Colors ceiling  
rose and rod suspension match to luminaire body. 

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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L85/50000h

1M: Beam Me Up

G3: Direct only, P3: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D650-D850]

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D450 (17.75"), D650 (25.625"), D850 (33.5")

P: Tube Suspension, K: Parallel Suspension, U: Central Suspension

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension 

Reflector

On Request

1M P3 O A E - 8 30 M - D450 - UG 

Central SuspensionParallel Suspension

D

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

100

150

200

250

Dir.~65%

Indir.~35%

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 2260lm/18W 3910lm/31W

25.625" 5120lm/40W 7890lm/63W

33.5" 7650lm/60W 10460lm/81W

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 1470lm/12W 2550lm/21W

25.625" 3300lm/25W 5370lm/42W

33.5" 5180lm/40W 7010lm/54W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 1450lm/12W 2510lm/21W

25.625" 3200lm/25W 5200lm/42W

33.5" 5020lm/40W 6790lm/54W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 2240lm/18W 3870lm/31W

25.625" 5020lm/40W 7720lm/63W

33.5" 7490lm/60W 10240lm/81W

Microprismatic | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35% UGR≤19

MP3 MG3

B Jet Black
W Snow White

B Jet Black
G Satin Gold

K Satin Copper
K Satin Copper

H Anodic Champagne
B Jet Black

U Urban Graphite
U Urban Graphite

H Anodic Champagne
H Anodic Champagne

Tube Suspension

90mm 
3.5"

min. 200mm
      7.875"

max. on request

min. 200mm 
      7.875"

max  4000mm 
    157.5"

min. 0,8×D 
max  4000mm 

    157.5"

D

mm

D 

inch

450 17.75"

650 25.625"

850 33.5"



Beam Me Up (Max) G1/P1 | Suspended

Morgan Stanley, Glasgow, UK
Beam Me Up P1
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Agras, Genoa, Italy
Beam Me Up X1



Beam Me Up (Max) G1/P1 | Suspended

Housing:

High-quality processed FRP (Fiberglass Reinforced Plastic).  
LED pendant luminaire with a rebated lens optic in a decorative ring. 
Direct-indirect or direct-only light distribution. Fully enclosed and  
damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting. 

Surface Finish:

Outer housing and Decorative reflector ring available in various  
finishes and combinations, e.g. white, silver, graphite, black, gold  
or copper coated. For further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W 
efficacy. Choice of different lumen output levels: Medium or High  
Power. Custom lumen output upon request. Lifetime minimum 
50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension, parallel cord suspension 
with transparent power supply cable, or rod suspension. Colors ceiling  
rose and rod suspension match to luminaire body. 

Certification & Warranty: 

cETLus. 5 Years Warranty.
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D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

15.75" 2230lm/20W 3270lm/32W

27.5" 6000lm/50W 8790lm/80W

47.25" 20130lm/177W 27680lm/247W

50

100

150

200

Dir.~50%

Indir.~50%

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

15.75" 1140lm/14W 1680lm/22W

27.5" 3060lm/35W 4490lm/52W

47.25" 8980lm/104W 11750lm/139W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

15.75" 1090lm/14W 1600lm/22W

27.5" 2920lm/35W 4290lm/52W

47.25" 8580lm/104W 11220lm/139W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

15.75" 2180lm/20W 3190lm/32W

27.5" 5860lm/50W 8590lm/80W

47.25" 19730lm/177W 27150lm/247W

Microprismatic | Direct-Indirect

100

150

200

250

Dir.~45%

Indir.~55% UGR≤16

L85/50000h

1M: Beam Me Up

P1: Direct-Indirect, G1: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D400 (15.75"), D700 (27.5"), D1200 (47.25")

U: Central Suspension, P: Tube Suspension [D400- D700], K: Parallel Suspension

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension 

Reflector

On Request

1M P1 O A E - 8 30 M - D700 - UG 

MP1 MG1

B Jet Black
W Snow White

B Jet Black
G Satin Gold

K Satin Copper
K Satin Copper

H Anodic Champagne
B Jet Black

U Urban Graphite
U Urban Graphite

H Anodic Champagne
H Anodic Champagne

D

Central SuspensionParallel SuspensionTube Suspension

min. 200mm
      7.875"

max. on request

min. 200mm 
      7.875"

max  4000mm 
    157.5"

min. 0,8×D 
max  4000mm 

    157.5"

D400: 160mm (6.25")
D700: 250mm (9.875")
D1200: 350mm  (13.75")



Ringo Star GY/PY | System 1.5" Suspended 

Housing:

Extruded Aluminum. LED pendant luminaire made with 1.625"  
profile width. Direct-indirect or direct-only light distribution.  
6 different diameters from 2' to 8'. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver (Ø2'-Ø4') for wide  
uniform symmetrical light distribution with high glare limitation  
(UGR<19) especially for workplaces. Louver available in various  
color finishes. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. 
Minimum dimming level 1%. Field replaceable.
On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K,  
or 6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension, parallel cord suspension  
with transparent power supply cable. Canopy finish matches luminaire 
body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1R: Ringo Star

PY: Direct-Indirect, GY: Direct only;  LED converter in suspension box

C: Opal Flex Diffuser, L: Lens Louvre* [D600-D1245]

W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1245 (49"), D1500 (59"), D2000 (78.75"), D2500 (98.375")

U: Central Suspension [D600-D2000], K: Parallel Suspension, X: Parallel Suspension with Recessed Canopy

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

Lens Louvre*

On Request

1R PY L W E - 8 30 M - D600 - KB*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

23.625" 6930lm/75W

35.375" 9560lm/103W

49" 13200lm/142W

59" 15540lm/166W

78.75" 22160lm/239W

98.375" 26850lm/288W

Opal Flex Diffuser | Direct-Indirect

Dir.~40%

Indir.~60%

100

150

200

250

D
inch

Lumen/Watt
Medium Power

23.625" 2690lm/36W

35.375" 4030lm/54W

49" 5830lm/77W

59" 6720lm/89W

78.75" 9430lm/125W

98.375" 11660lm/154W

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

D
inch

Lumen/Watt
Medium Power

23.625" 8380lm/86W

35.375" 11900lm/114W

49" 16280lm/148W

Lens Louvre | Direct-Indirect

Dir.~50%

Indir.~50%

100

200

350

500

UGR≤16

D
inch

Lumen/Watt
Medium Power

23.625" 4140lm/47W

35.375" 6370lm/65W

49" 8910lm/84W

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

RPY RGY

Ø420mm 
Ø 16.5"

Central SuspensionParallel Suspension

D

Parallel Suspension with Recessed Canopy

min. 200mm 
      7.875"

max  4000mm 
    157.5"

min. 200mm 
      7.875"

max  4000mm 
    157.5"

min. 200mm 
      7.875"

40mm 
1.625"

40mm 
1.625"

40mm 
1.625"

40mm 
1.625"

75mm 
3"

min. 0,8×D 
max  4000mm 

    157.5"

350mm 
13.75"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White A Satin Silver

W Snow White 
B Jet Black

W Snow White 
G Satin Gold

W Snow White 
H Anodic Champagne

W Snow White 
K Satin Copper

W Snow White 
W Snow White

W Snow White
A Satin Silver

L85/50000h



Ringo Star GX/PX | System 1.5" Suspended 

Housing:

Extruded Aluminum. LED pendant luminaire made with 1.625"  
profile width. Direct-indirect or direct-only light distribution.  
6 different diameters from 2' to 8'. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver (Ø2'-Ø4') for wide  
uniform symmetrical light distribution with high glare limitation  
(UGR<19) especially for workplaces. Louver available in various  
color finishes. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K,  
or 6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium or High Power. 
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension, parallel cord suspension  
with transparent power supply cable. Canopy finish matches luminaire 
body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1R: Ringo Star

PX: Direct-Indirect, GX: Direct only

C: Opal Flex Diffuser, L: Lens Louvre* [D600-D1245]

W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1245 (49"), D1500 (59"), D2000 (78.75"), D2500 (98.375")

U: Central Suspension [D600-D2000], K: Parallel Suspension, D: Disc Suspension [D600-D2000]

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

Lens Louvre*

On Request

1R PX L W E - 8 30 E - D600 - KB*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 4730lm/41W 6570lm/58W

35.375" 7170lm/60W 9870lm/85W

49" 10000lm/88W 14100lm/124W

59" 12300lm/105W 16800lm/145W

78.75" 16500lm/141W 22950lm/200W

98.375" 20500lm/176W 28500lm/249W

Opal Flex Diffuser | Direct-Indirect

Dir.~45%

Indir.~55%

100

150

200

250

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 2680lm/29W 3740lm/41W

35.375" 4030lm/43W 5610lm/62W

49" 5820lm/62W 7940lm/89W

59" 6730lm/71W 9920lm/108W

78.75" 9400lm/100W 13210lm/144W

98.375" 11630lm/125W 16700lm/182W

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 5730lm/43W 8030lm/61W

35.375" 8750lm/63W 12170lm/90W

49" 12160lm/88W 17230lm/131W

Lens Louvre | Direct-Indirect

Dir.~55%

Indir.~45%

100

200

350

500

UGR≤16

D
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

23.625" 2930lm/23W 5310lm/42W

35.375" 4470lm/33W 8190lm/66W

49" 6250lm/45W 11470lm/90W

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

RPX RGX

Ø120mm 
Ø4.75"

GX: 65mm 
    2.5"

PX: 75mm 
3"

D

Parallel Suspension

min. 200mm 
      7.875"

max  4000mm 
    157.5"

40mm 
1.625"

17mm 
0.625"

Ø190mm 
Ø7.5"

Central Suspension

35mm 
1.375"

min. 0,8×D 
max  4000mm 

    157.5"

Disc Suspension

min. 200mm 
      7.875"

max  4000mm 
    157.5"

50mm 
2"

min. 0,8×D 
max  4000mm 

    157.5"

Ø90mm 
Ø3.5"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White A Satin Silver

W Snow White 
B Jet Black

W Snow White 
G Satin Gold

W Snow White 
H Anodic Champagne

W Snow White 
K Satin Copper

W Snow White 
W Snow White

W Snow White
A Satin Silver

L85/50000h



Ringo Star Acoustic GY/PY | System 1.5" Suspended 

Housing:

Extruded Aluminum. LED acoustic pendant luminaire made with 1.625" 
profile width. Direct-indirect or direct-only light distribution. 3 different 
diameters from 2' to 4'. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19) 
especially for workplaces. Louver available in various color finishes.  
Satin opal diffuser for general lighting with maximum transmittance  
and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection. RAL or PANTONE 
of your choice. Internal sound absorber for a wide frequency spectrum,  
to reduce the reverberation time. Acoustic insert is available in various 
colors of ecologically reared sheep’s wool, microperforated steel  
to match the luminaire. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K,  
or 6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W  
efficacy. Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable parallel cord suspension with transparent  
power supply cable. Canopy finish matches luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1R: Ringo Star

PY: Direct-Indirect, GY: Direct only

C: Opal Flex Diffuser, L: Lens Louvre*

W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1245 (49")

K: Parallel Suspension

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

Acoustic Absorber: AW: Micro Perforated, BW: Beige Wool, ZW: Green Wool, GW: Graphite Wool, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

Lens Louvre*

On Request

1R PY L W E - 8 30 M - D600 - KB*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

23.625" 6930lm/75W

35.375" 9560lm/103W

49" 13200lm/142W

Opal Flex Diffuser | Direct-Indirect

Dir.~40%

Indir.~60%

100

150

200

250

D
inch

Lumen/Watt
Medium Power

23.625" 2680lm/36W

35.375" 4030lm/54W

49" 5830lm/77W

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

D
inch

Lumen/Watt
Medium Power

23.625" 8380lm/86W

35.375" 11900lm/114W

49" 16280lm/148W

Lens Louvre | Direct-Indirect

Dir.~50%

Indir.~50%

100

200

350

500

UGR≤16

D
inch

Lumen/Watt
Medium Power

23.625" 4140lm/47W

35.375" 6370lm/65W

49" 8910lm/84W

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

RPY A RGY A

D

Parallel Suspension

min. 200mm 
      7.875"

max  4000mm 
    157.5"

40mm 
1.625"

17mm 
0.625"

40mm 
1.625"

Ø120mm 
Ø4.75"

AW Micro Perforated ZW: Green Wool GW: Graphite WoolBW: Beige Wool

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White A Satin Silver

W Snow White 
B Jet Black

W Snow White 
G Satin Gold

W Snow White 
H Anodic Champagne

W Snow White 
K Satin Copper

W Snow White 
W Snow White

W Snow White
A Satin Silver

L85/50000h



Ringo Star Suspended

DB Training Centre, Cologne, Germany Ringo 
Star P1 

Photography: Tomas Rodriguez
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Ringo Star Suspended

Schauinslandreisen, Duisburg, Germany  
Ringo Star P1
Photography: Sascha Domke

Optician Renken, Bielefeld, Germany 
Ringo Star P1  
Interior design: Nadia Pavan, Candela Licht + Technik  

 Realization and photography: Scharkon Lichtkonzepte GmbH
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Private Residence Beistegui, Mexico City, Mexico 
Ringo Star + Midpoint



Ringo Star Suspended
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Fürstenhof, Bad Eilsen, Germany 
Ringo Star P1



Ringo Star G3/P3 | System 2.5" Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made with 2.375"profile 
width. Direct-Indirect or Direct only light distribution with separate  
compartments. 13 different diameters from 2' to 26'. Fully enclosed  
and damp rated. 
 
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
For further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. Up to 
110lm/W efficacy. Choice of different lumen output levels: Medium  
or High Power. Lifetime minimum 50,000h with 85% of lumen mainte-
nance. 

Installation:

Height-adjustable central cord suspension, parallel cord suspension with 
transparent power supply cable. Canopy finish matches luminaire body.

Certification & Warranty: 

cETLus.   
5 Years Warranty.
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L85/50000h

1R: Ringo Star

P3: Direct-Indirect, G3: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D1500-D8000]

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59"), D2000 (78.75"), D2500 (98.375"), 

D3000 (118.125"), D3500 (137.75"), D4000 (157.5"), D5000 (196.875"), D6000 (236.25"), D7000 (275.625"), D8000 (315") 

K: Parallel Suspension, U: Central Suspension [D600-D2000], D: Disc Suspension [D600-D2000]

DALI, DMX, Lutron System, Casambi 

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1R P3 O S E - 8 30 H - D1500 - U 

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

23.625" 6980lm/61W

35.375" 11150lm/100W

47.25" 14650lm/128W

59" 19650lm/168W

78.75" 24560lm/214W

98.375" 30600lm/267W

118.125" 36600lm/320W

137.75" 44100lm/385W

157.5" 51300lm/454W

196.875" 62150lm/546W

236.25" 73300lm/639W

275.625" 83100lm/734W

315" 97800lm/862W

Opal Diffuser | Direct-Indirect

Dir.~50%

Indir.~50%

100

150

200

250

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 2950lm/36W 4050lm/51W

35.375" 4730lm/60W 6160lm/78W

47.25" 6170lm/76W 8600lm/112W

59" 8300lm/100W 10900lm/137W

78.75" 10400lm/127W 13650lm/173W

98.375" 13500lm/164W 17750lm/223W

118.125" 16600lm/200W 21850lm/273W

137.75" 19800lm/240W 26000lm/323W

157.5" 22760lm/280W 29900lm/380W

196.875" 27850lm/342W 36900lm/459W

236.25" 33200lm/400W 43700lm/546W

275.625" 37340lm/462W 49150lm/626W

315" 43570lm/534W 57350lm/725W

Microprismatic | Direct

Dir. 100%

50

200

350

500

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 3200lm/36W 4400lm/51W

35.375" 5130lm/60W 6690lm/78W

47.25" 6700lm/76W 9350lm/112W

59" 9000lm/100W 11860lm/137W

78.75" 11260lm/127W 14800lm/173W

98.375" 14640lm/164W 19260lm/223W

118.125" 18000lm/200W 23700lm/273W

137.75" 21470lm/240W 28200lm/323W

157.5" 24700lm/280W 32500lm/380W

196.875" 30200lm/342W 40100lm/459W

236.25" 36000lm/400W 47400lm/546W

275.625" 40530lm/462W 53350lm/626W

315" 47300lm/534W 62200lm/725W

Opal Diffuser | Direct

Dir. 100%

50

150

300

450

D
inch

Lumen/Watt
Medium Power

23.625" 6730lm/61W

35.375" 10750lm/100W

47.25" 14100lm/128W

59" 18940lm/168W

78.75" 23670lm/214W

98.375" 29440lm/267W

118.125" 35200lm/320W

137.75" 42400lm/385W

157.5" 49300lm/454W

196.875" 59800lm/546W

236.25" 70400lm/639W

275.625" 79900lm/734W

315" 94100lm/862W

Microprismatic | Direct-Indirect

Dir.~45%

Indir.~55%

100

150

200

250

UGR≤19

RP3 RG3

Central SuspensionParallel Suspension Disc Suspension

D

min. 200mm 
      7.875"

max  4000mm 
    157.5"

60mm 
2.375"

85mm 
3.375"

min. 0,8×D 
max  4000mm 

    157.5"

min. 200mm 
      7.875"

max  4000mm 
    157.5"

min. 0,8×D 
max  4000mm 

    157.5"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver



Ringo Star Acoustic G3/P3 | System 2.5" Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made with 2.375"profile 
width. Direct-Indirect or Direct only light distribution with separate  
compartments. 5 different diameters from 2' to 7'. Fully enclosed  
and damp rated. 
 
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection. RAL or PANTONE  
of your choice. Internal sound absorber for a wide frequency spectrum,  
to reduce the reverberation time. Acoustic insert is available in various 
colors of ecologically reared sheep’s wool, microperforated steel to match 
the luminaire. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. Up to 
110lm/W efficacy. Choice of different lumen output levels: Medium 
or High Power. Lifetime minimum 50,000h with 85% of lumen mainte-
nance. 

Installation:

Height-adjustable central cord suspension, parallel cord suspension with 
transparent power supply cable. Canopy finish matches luminaire body.

Certification & Warranty: 

cETLus.   
5 Years Warranty.
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1R: Ringo Star

P3: Direct-Indirect, G3: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D1500-D2000]

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59"), D2000 (78.75") 

K: Parallel Suspension, U: Central Suspension

Acoustic Absorber: AW: Micro Perforated, BW: Beige Wool [D600-D1500], ZW: Green Wool [D600-D1500], GW: Graphite Wool [D600-D1500] 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1R P3 O S E - 830 H - D1500- U 

RP3 A RG3 A

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

23.625" 6980lm/61W

35.375" 11150lm/100W

47.25" 14650lm/128W

59" 19650lm/168W

78.75" 24560lm/214W

Opal Diffuser | Direct-Indirect

Dir.~50%

Indir.~50%

100

150

200

250

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 2950lm/36W 4050lm/51W

35.375" 4730lm/60W 6160lm/78W

47.25" 6170lm/76W 8600lm/112W

59" 8300lm/100W 10900lm/137W

78.75" 10400lm/127W 13650lm/173W

Microprismatic | Direct

Dir. 100%

50

200

350

500

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 3200lm/36W 4400lm/51W

35.375" 5130lm/60W 6690lm/78W

47.25" 6700lm/76W 9350lm/112W

59" 9000lm/100W 11860lm/137W

78.75" 11260lm/127W 14800lm/173W

Opal Diffuser | Direct

Dir. 100%

50

150

300

450

D
inch

Lumen/Watt
Medium Power

23.625" 6730lm/61W

35.375" 10750lm/100W

47.25" 14100lm/128W

59" 18940lm/168W

78.75" 23670lm/214W

Microprismatic | Direct-Indirect

Dir.~45%

Indir.~55%

100

150

200

250

UGR≤19

Central SuspensionParallel Suspension

D

min. 200mm 
      7.875"

max  4000mm 
    157.5"

60mm 
2.375"

85mm 
3.375"

min. 0,8×D 
max  4000mm 

    157.5"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver

AW Micro Perforated ZW: Green Wool GW: Graphite WoolBW: Beige Wool

L85/50000h



Ringo Star G1/P1 | System 4" Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made with 2.375"profile 
width. Direct-Indirect or Direct only light distribution with separate  
compartments. 13 different diameters from 2' to 26'. Fully enclosed  
and damp rated. 
 
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
For further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. Up to 
110lm/W efficacy. Choice of different lumen output levels: Low  
or Medium Power. Lifetime minimum 50,000h with 85% of lumen 
maintenance. 

Installation:

Height-adjustable central cord suspension, parallel cord suspension with 
transparent power supply cable. Canopy finish matches luminaire body.

Certification & Warranty: 

cETLus.   
5 Years Warranty.
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L85/50000h

1R: Ringo Star

P1: Direct-Indirect, G1: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59"), D2000 (78.75"), D2500 (98.375"),  

D3000 (118.125"), D3500 (137.75"), D4000 (157.5"), D5000 (196.875"), D6000 (236.25"), D7000 (275.625"), D8000 (315")

K: Parallel Suspension, U: Central Suspension [D600-D2000],  D: Disc Suspension [D600-D2000]

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1R P1 O S E - 8 30 M - D1500 - U 

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

100

150

200

250

Dir.~55%

Indir.~45% UGR≤19

150

250

350

450

Dir.100%

50

150

250

350

Dir.~100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 7580lm/59W 10070lm/78W

35.375" 12500lm/100W 16900lm/133W

47.25" 16300lm/125W 22240lm/167W

59" 21230lm/163W 28300lm/218W

78.75" 29130lm/223W 38670lm/298W

98.375" 34720lm/264W 46800lm/353W

118.125" 41720lm/316W 56100lm/423W

137.75" 47360lm/363W 63570lm/479W

157.5" 55600lm/427W 74970lm/569W

196.875" 71000lm/544W 95360lm/718W

236.25" 83430lm/632W 112150lm/847W

275.625" 100300lm/761W 134800lm/1010W

315" 111200lm/853W 149900lm/1138W

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 3850lm/35W 4880lm/44W

35.375" 6570lm/60W 8060lm/73W

47.25" 8800lm/77W 10400lm/91W

59" 11100lm/97W 13360lm/121W

78.75" 14800lm/129W 18700lm/169W

98.375" 18900lm/162W 23300lm/204W

118.125" 23260lm/198W 28650lm/250W

137.75" 26270lm/228W 32200lm/281W

157.5" 30500lm/264W 37600lm/331W

196.875" 39400lm/342W 48350lm/421W

236.25" 46500lm/396W 57300lm/499W

275.625" 55450lm/475W 68200lm/590W

315" 61100lm/528W 75200lm/663W

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 7870lm/59W 10430lm/78W

35.375" 13000lm/100W 17500lm/133W

47.25" 16950lm/125W 23000lm/167W

59" 22100lm/163W 29300lm/218W

78.75" 30200lm/223W 40000lm/298W

98.375" 36100lm/264W 48500lm/353W

118.125" 43450lm/316W 58200lm/423W

137.75" 49300lm/363W 66000lm/479W

157.5" 57850lm/427W 77760lm/569W

196.875" 73970lm/544W 98950lm/718W

236.25" 86900lm/632W 116400lm/847W

275.625" 104400lm/761W 139900lm/1010W

315" 115700lm/853W 155500lm/1138W

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 4140lm/35W 5240lm/44W

35.375" 7050lm/60W 8660lm/73W

47.25" 9450lm/77W 11150lm/91W

59" 11930lm/97W 14350lm/121W

78.75" 15900lm/129W 20100lm/169W

98.375" 20300lm/162W 25000lm/204W

118.125" 25000lm/198W 30800lm/250W

137.75" 28200lm/228W 34630lm/281W

157.5" 32800lm/264W 40400lm/331W

196.875" 42300lm/342W 51940lm/421W

236.25" 50000lm/396W 61560lm/499W

275.625" 59570lm/475W 73270lm/590W

315" 65600lm/528W 80800lm/663W

Microprismatic | Direct-Indirect Microprismatic | Direct Opal Diffuser | Direct-Indirect Opal Diffuser | Direct

Dir.~55%

Indir.~45%

50

100

150

200

RG1 RP1

Central SuspensionParallel Suspension Disc Suspension

D

min. 200mm 
      7.875"

max  4000mm 
    157.5"

100mm 
3.875"

85mm 
3.375"

min. 0,8×D 
max  4000mm 

    157.5"

min. 200mm 
      7.875"

max  4000mm 
    157.5"

min. 0,8×D 
max  4000mm 

    157.5"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver



Ringo Star Acoustic G1/P1 | System 4" Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made with 3.875"profile 
width. Direct-Indirect or Direct only light distribution with separate  
compartments. 5 different diameters from 2' to 7'. Fully enclosed  
and damp rated. 
 
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
For further surface options see Lightnet-Surface-Collection. RAL  
or PANTONE of your choice. Internal sound absorber for a wide  
frequency spectrum, to reduce the reverberation time. Acoustic insert  
is available in various colors of ecologically reared sheep’s wool,  
microperforated steel to match the luminaire. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. Up to 
110lm/W efficacy. Choice of different lumen output levels: Low  
or Medium Power. Lifetime minimum 50,000h with 85% of lumen 
maintenance. 

Installation:

Height-adjustable central cord suspension, parallel cord suspension with 
transparent power supply cable. Canopy finish matches luminaire body.

Certification & Warranty: 

cETLus.   
5 Years Warranty.
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

100

150

200

250

Dir.~55%

Indir.~45% UGR≤19

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 7580lm/59W 10070lm/78W

35.375" 12500lm/100W 16900lm/133W

47.25" 16300lm/125W 22240lm/167W

59" 21230lm/163W 28300lm/218W

78.75" 29130lm/223W 38670lm/298W

Microprismatic | Direct-Indirect

150

250

350

450

Dir.100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 3850lm/35W 4880lm/44W

35.375" 6570lm/60W 8060lm/73W

47.25" 8800lm/77W 10400lm/91W

59" 11100lm/97W 13360lm/121W

78.75" 14800lm/129W 18700lm/169W

Microprismatic | Direct

50

150

250

350

Dir.~100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 4140lm/35W 5240lm/44W

35.375" 7050lm/60W 8660lm/73W

47.25" 9450lm/77W 11150lm/91W

59" 11930lm/97W 14350lm/121W

78.75" 15900lm/129W 20100lm/169W

Opal Diffuser | Direct

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 7870lm/59W 10430lm/78W

35.375" 13000lm/100W 17500lm/133W

47.25" 16950lm/125W 23000lm/167W

59" 22100lm/163W 29300lm/218W

78.75" 30200lm/223W 40000lm/298W

Opal Diffuser | Direct-Indirect

Dir.~55%

Indir.~45%

50

100

150

200

1R: Ringo Star

P1: Direct-Indirect, G1: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Champagne Silver, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power M: Medium Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59"), D2000 (78.75")

U: Central Suspension, K: Parallel Suspension

Acoustic Absorber: AW: Micro Perforated, BW: Beige Wool [D600-D1500], ZW: Green Wool [D600-D1500], GW: Graphite Wool [D600-D1500] 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension 

On Request

1R P1 O S E - 8 30 M - D900 - U

Central SuspensionParallel Suspension

D

min. 200mm 
      7.875"

max  4000mm 
    157.5"

100mm 
3.875"

85mm 
3.375"

min. 0,8×D 
max  4000mm 

    157.5"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver

AW Micro Perforated ZW: Green Wool GW: Graphite WoolBW: Beige Wool

L85/50000h



Ringo Star Chandelier Suspended

Cotta Showroom, Herford, Germany
Ringo Star G1 Chandelier; curtain  length 5000mm
Photography: Tomas Rodriguez
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Nowe Miasto, Bielsko-Biała, Poland
Ringo Star G1 Chandelier; curtain  length 1500mm



17/13/14/2 + struct.

Ringo Star Chandelier G1/P1 | 4" Suspended

Housing:

Extruded Aluminum. Direct-indirect or direct-only light distribution.
LED chandelier designed for professional use in lobbies, restaurants, 
etc. with high lumen packages and decorative lighting effect. Three ring 
Ringo Star-P1/G1 structure, each wrapped with a thread-like material 
(Trevira CS, flame retardant, fire class DIN 4102 B1, NFPA 701, colors: 
white or black). The thread length is max. 16' each and can ordered  
in shorter lengths to suit specification. Fully enclosed and damp rated. 

Optical System:

Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting. 

Surface Finish:

Available in white, silver, graphite, black, champagne or copper coated  
as standard. Further surface options see Lightnet-Surface-Collection. 
RAL or PANTONE of your choice.

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels  
(Tm30). Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W  
efficacy. Choice of different lumen output levels: Low or Medium  
Power. Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Each individual ring has a separate, height-adjustable parallel-cord  
suspension allowing the distances between each ring to be specified. 
Transparent power feed cable with canopy location of your choice. 
Colors canopy match to luminaire body.

Certification & Warranty: 

cETLus. 5 Years Warranty.
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L85/50000h

1R: Ringo Star

G1: Direct only, P1: Direct-Indirect

O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite,  

B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power

CH: Chandelier (without curtain), CW: White Curtain, CB: Black Curtain

1: D600 (23.625"), 2: D900 (35.375"), 3: D1200 (47.25"), 4: D1500 (59"), 5: D2000 (78.75"), 

6: D2500 (98.375"), 7: D3000 (118.125"), 8: D3500 (137.75"), 9: D4000 (157.5"), 0: on request

1: D600 (23.625"), 2: D900 (35.375"), 3: D1200 (47.25"), 4: D1500 (59"), 5: D2000 (78.75"), 

6: D2500 (98.375"), 7: D3000 (118.125"), 8: D3500 (137.75"), 9: D4000 (157.5"), 0: on request

1: D600 (23.625"), 2: D900 (35.375"), 3: D1200 (47.25"), 4: D1500 (59"), 5: D2000 (78.75"), 

6: D2500 (98.375"), 7: D3000 (118.125"), 8: D3500 (137.75"), 9: D4000 (157.5"), 0: on request

1500 mm, 3000 mm, 5000 mm

K: Parallel Suspension

Central Suspension, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Courtain

First Luminaire

Second Luminaire

Third Luminaire

 

Length of Curtain

Suspension

On Request

1R P1 O S E - 8 30 M - CW421 -1500 - K 

RG1 C RP1 C

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

50

150

250

350

Dir.~100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 4140lm/35W 5240lm/44W

35.375" 7050lm/60W 8660lm/73W

47.25" 9450lm/77W 11150lm/91W

59" 11930lm/97W 14350lm/121W

78.75" 15900lm/129W 20100lm/169W

98.375" 20300lm/162W 25000lm/204W

118.125" 25000lm/198W 30800lm/250W

137.75" 28200lm/228W 34630lm/281W

157.5" 32800lm/264W 40400lm/331W

Opal Diffuser | Direct

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 7870lm/59W 10430lm/78W

35.375" 13000lm/100W 17500lm/133W

47.25" 16950lm/125W 23000lm/167W

59" 22100lm/163W 29300lm/218W

78.75" 30200lm/223W 40000lm/298W

98.375" 36100lm/264W 48500lm/353W

118.125" 43450lm/316W 58200lm/423W

137.75" 49300lm/363W 66000lm/479W

157.5" 57850lm/427W 77760lm/569W

Opal Diffuser | Direct-Indirect

Dir.~55%

Indir.~45%

50

100

150

200

Parallel Suspension

D: Ring #1

D: Ring #2

D: Ring #3

Length  
of Curtain

100mm 
3.875"

85mm 
3.375"

min. 200mm 
      7.875"

max  4000mm 
    157.5"

B Jet Black H Anodic Champagne K Satin CopperU Urban GraphiteW Snow White S Radiant Silver



Ringo Star Cluster Suspended
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Showroom, Beirut, Libanon 
Ringo Star Cluster G3



Ringo Star Cluster Suspended
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My Spa, Mainz, Germany 
Ringo Star Cluster P3



Ringo Star Cluster Suspended

Sivantos, Erlangen, Germany 
Ringo Star Cluster G3 
Photography: Alexander Schwarz
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Cotta Showroom, Herford, Germany
Ringo Star Cluster G3
Photography: Tomas Rodriguez

Ynergie, Toulouse, France
Ringo Star Cluster G3



Ringo Star Cluster G3/P3 | Suspended

Housing:

Extruded Aluminum. LED pendant light system. Direct-Indirect  
or Direct only light distribution. Lighting system with various  
combinations of the different X, Y and circular modules, each  
module available as stand-alone luminaire. Custom diameters  
upon request. Entirely compatible with all Liquid Line G3/P3  
modules. Fully enclosed and damp rated. 

Optical System:

Satin opal diffuser for general lighting.

Surface Finish:

Available in white, silver, graphite, black, champagne or copper coated  
as standard. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. Optional internal acoustic absorber 
suitable for wide frequency spectrum, made from ecologically reared 
sheep’s wool.

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low or Medium Power.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Canopy with transparent power supply cable to be ordered  
separately for each complete light structure. Colors canopy  
match to luminaire body.

Certification & Warranty: 

cETLus.  
5 Years Warranty.
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Module 
Type

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

C1 920lm/11W 1330lm/16W

C2 2520lm/24W 3570lm/34W

C3 3840lm/35W 5450lm/50W

C4 5270lm/46W 7610lm/70W

C5 6710lm/57W 9700lm/86W

Y 2760lm/28W 4010lm/41W

X 5520lm/55W 8020lm/81W

Opal Diffuser | Direct-Indirect

Dir.~50%

Indir.~50%

100

150

200

250

Module 
Type

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

C1 650lm/8W 950lm/12W

C2 1310lm/16W 1910lm/23W

C3 1910lm/22W 2790lm/32W

C4 2610lm/29W 3820lm/45W

C5 3260lm/36W 4770lm/55W

Y 1960lm/22W 2870lm/33W

X 3920lm/44W 5740lm/66W

Opal Diffuser | Direct

Dir. 100%

100

200

300

400

L85/50000h

1R: Ringo Star

P3: Direct-Indirect, G3: Direct only

O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

E: Low Power M: Medium Power 

C1: 1/6 Circle, C2: 2/6 Circle, C3: 3/6 Circle, C4: 4/6 Circle, C5: 5/6 Circle, Y: Y-Module, X: X-Module

K: Parallel Suspension

DALI, DMX, Lutron System, Casambi, Acoustic Absorber

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Module Type

Suspension

On Request

1R P3 O S E - 8 30 M - C1- K

RP3 C RG3 C

X-Module

1/6 Circle

2/6 Circle

3/6 Circle

4/6 Circle

5/6 Circle

Y-Module

D1000mm 
D 39.375"

85mm 
3.375"

60mm 
2.375"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver

AW Micro Perforated ZW: Green Wool GW: Graphite WoolBW: Beige Wool



Ringo Star Chain G3/P3 | Suspended

Housing:

Extruded Aluminum. LED pendant light system. Completely configured 
light structure with all necessary light modules, connectors and cord- 
-holders. Direct-indirect or direct-only light distribution. Fully enclosed 
and damp rated. 

Optical System:

Satin opal diffuser for general lighting.

Surface Finish:

Available in white, silver, graphite, black, champagne or copper coated  
as standard. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. Optional internal acoustic absorber 
suitable for wide frequency spectrum, made from ecologically reared 
sheep’s wool.

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low or Medium Power.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable parallel cord suspension with transparent power  
supply cable. Colors canopy match to luminaire body.

Certification & Warranty: 

cETLus.  
5 Years Warranty.
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L85/50000h

1R: Ringo Star

P3: Direct-Indirect, G3: Direct only

O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

E: Low Power M: Medium Power 

2R: 2 Rings, 3R: 3 Rings, 4R: 4 Rings, 5R: 5 Rings

K: Parallel Suspension

DALI, DMX, Lutron System, Casambi,  Acoustic Absorber

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Module Type

Suspension

On Request

1R P3 O S E - 8 30 M - 2R- K

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Module 
Type

Length
[inch]

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

2 Rings 76.375" 16060lm/146W 23240lm/218W

3 Rings 113.375" 23420lm/209W 33920lm/326W

4 Rings 150.375" 30780lm/272W 44600lm/434W

5 Rings 187.375" 38140lm/333W 55280lm/540W

Opal Diffuser | Direct-Indirect

Dir.~50%

Indir.~50%

100

150

200

250

Module 
Type

Length
[inch]

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

2 Rings 76.375" 9140lm/102W 13380lm/156W

3 Rings 113.375" 14360lm/151W 21020lm/244W

4 Rings 150.375" 19580lm/200W 28660lm/332W

5 Rings 187.375" 24800lm/249W 36300lm/420W

Opal Diffuser | Direct

Dir. 100%

100

200

300

400

RP3 CH RG3 CH

1940mm 
76.375"

2880mm 
113.375"

3820mm 
150.375" 

4760mm 
187.375"

min. 200mm 
      7.875"

max  4000mm 
    157.5"

D1000mm 
D 39.375"

85mm 
3.375"

60mm 
2.375"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver

AM Green MossAW Micro Perforated ZW: Green Wool GW: Graphite WoolBW: Beige Wool



Ringo Star Oblong GX/PX | Suspended

Housing:

Extruded Aluminum. LED pendant luminaire with 1.625" profile width. 
Direct-indirect or direct-only light distribution. Available as standard  
in two widths and three lengths each. Special lengths available  
on request. Fully enclosed and damp rated.

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Louver available in various color finishes.  
Satin opal diffuser for general lighting with maximum transmittance  
and homogeneous lighting. 

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable parallel cord suspension with transparent power  
supply cable. Colors canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1R: Ringo Star

PX: Direct-Indirect, GX: Direct only

C: Opal Flex Diffuser, L: Lens Louvre*

W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

E: Low Power, M: Medium Power, H: High Power

Luminaire Dimension: O61- L1790 D600 (L70.5" D23.625"), O62- L2450 D600 (L96.5" D23.625"),  

O91- L1820 D900, (L71.625" D35.375"), O92- L2480 D900 (L97.625" D35.375")

K: Parallel Suspension

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

Lens Louvre*

On Request

1R PX L W E - 8 30 M - O61 - KB*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Type Lumen/Watt
Low Power

Lumen/Watt
Medium Power

O61 11130lm/93W 15410lm/133W

O62 14680lm/122W 20320lm/171W

O91 12150lm/103W 16740lm/143W

O92 15700lm/130W 21660lm/182W

Opal Flex Diffuser | Direct-Indirect

Dir.~45%

Indir.~55%

100

150

200

250

Type Lumen/Watt
Medium Power

Lumen/Watt
High Power

O61 6250lm/64W 8880lm/92W

O62 8240lm/81W 11730lm/121W

O91 6800lm/70W 9610lm/101W

O92 8790lm/88W 12460lm/130W

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

Type Lumen/Watt
Low Power

Lumen/Watt
Medium Power

O61 13590lm/100W 19000lm/145W

O62 17950lm/134W 25130lm/189W

O91 14870lm/107W 20760lm/156W

O92 19240lm/139W 26870lm/201W

Type Lumen/Watt
Low Power

Lumen/Watt
High Power

O61 6950lm/53W 12680lm/102W

O62 9180lm/71W 16780lm/133W

O91 7600lm/55W 13930lm/109W

O92 9840lm/73W 18030lm/148W

Lens Louvre | Direct-Indirect

Dir.~55%

Indir.~45%

100

200

350

500

UGR≤16

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

RPX RGX

GX: 65mm 2.5"
PX: 75mm 3"

L

D

Parallel Suspension

min. 200mm 
      7.875"

max  4000mm 
    157.5"

40mm 
1.625"

W Snow White
G Satin Gold

W Snow White
K Satin Copper

W Snow White
W Snow White

W Snow White
H Anodic Champagne

W Snow White
A Satin Silver

W Snow White
B Jet Black

L85/50000h



17/13/14/2 + struct.

Liquid Line GX/PX | System 1.5'' Suspended 

Housing:

Extruded Aluminum. LED pendant light system. Direct-indirect  
or direct-only light distribution. Fully enclosed and damp rated. 

Optical System:

Precision lenses with louver for wide uniform symmetrical light  
distribution with high glare limitation (UGR<19). Louver available  
in various color finishes. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting. 

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Installation:

Height-adjustable single cord suspension with transparent power  
supply cable. Colors canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Curve Modules

Linear Modules

1/2 Curve, Opal Flex Diffuser

R[mm] 300 450 622.5 750
R[inch] 11.75" 17.75" 24.5" 29.5"

L[mm] 942 1414 1956 2356

L[inch] 37.125" 55.625" 77" 92.75"

R[mm] 300 622.5 750 1000
R[inch] 11.75" 24.5" 29.5" 39.375"

L[mm] 471 978 1178 1570
L[inch] 18.5" 38.5" 46.375" 61.75"

R[mm] 300 622.5 1000
R[inch] 11.75" 24.5" 39.375"

L[mm] 236 489 785
L[inch] 9.25" 19.25" 30.875"

1/2 Curve, Lens Louvre

R[mm] 300 450 622.5

R[inch] 11.75" 17.75" 24.5"

L[mm] 942 1414 1956

L[inch] 37.125" 55.625" 77"

1/4 Curve, Lens Louvre

R[mm] 300 450 622.5

R[inch] 11.75" 17.75" 24.5"

L[mm] 471 708 978

L[inch] 18.5" 27.875" 38.5"

Lens Louvre

L[mm] 668 932 1197 1461 1726 1990

L[inch] 26.25" 36.75" 47.125" 57.5" 68" 78.375"

Opal Flex Diffuser

L[mm] 600 890 1182 1475 1765 2055

L[inch] 23.625" 35" 46.5" 58.125" 69.5" 80.875"

QGX QPX

1/4 Curve, Opal Flex Diffuser

1/8 Curve, Opal Flex Diffuser



X-Junction Modules

Wave Modules

Y-Junction Modules

Bend Modules

Opal Flex Diffuser

Opal Flex Diffuser

L1 [mm] L1 [inch] L2 [mm] L2 [inch]

90° 570 22.5" 285 11.25"

45° 570 22.5" 315 12.375"

L1 [mm] L1 [inch] L2 [mm] L2 [inch] L3 [mm] L3 [inch]

90° 570 22.5" 285 11.25" 285 11.25"
45° 570 22.5" 315 12.375" 315 12.375"

90°

R300

90°

R225

Opal Flex Diffuser

R 188

R 188

Lens Louvre

L[mm] 584 716 981

L[inch] 23" 28.25" 38.625"

L[mm] 580 675 960

L[inch] 22.785" 26.625" 37.75"

Opal Flex Diffuser

L[mm] 280 375 470

L[inch] 11" 14.75" 18.5"

Opal Flex Diffuser

L[mm] 280 375 470

L[inch] 11" 14.75" 18.5"
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W Snow White
G Satin Gold

W Snow White
K Satin Copper

W Snow White
W Snow White

W Snow White
H Anodic Champagne

W Snow White
A Satin Silver

W Snow White
B Jet Black

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Lumen/Watt
Low Power

770lm/6.5W per foot

Lumen/Watt
Medium Power

 1100lm/9.2W per foot

Opal Flex Diffuser | Direct-Indirect

Dir.~45%

Indir.~55%

100

150

200

250

Lumen/Watt
Medium Power

 480lm/4.8W per foot

Lumen/Watt
High Power

670lm/6.7W per foot

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

Lumen/Watt
Low Power

990lm/7.3W per foot

Lumen/Watt
Medium Power

 1420lm/10.4W per foot

Lens Louvre | Direct-Indirect

Dir.~55%

Indir.~45%

100

200

350

500

UGR≤16

Lumen/Watt
Low Power

520lm/3.9W per foot

Lumen/Watt
High Power

960lm/7.3W per foot

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

QGX QPX

Single Cord Suspension:

GX: 65mm 2.5"
PX: 75mm 3"

min. 200mm 
      7.875"

max  1500mm 
59"

40mm 
1.625"

L85/50000h



Liquid Line Suspended
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Airport Visitor Center, Frankfurt, Germany
Liquid Line P3
Photography: Tomas Rodriguez



Liquid Line Suspended

Federal Office for Migration and Refugees  
Nuremberg, Germany
Liquid Line P3
Photography: Alexander Schwarz
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Liquid Line Suspended

Vogel Convention Center, Würzburg, Germany
Liquid Line P3

Photography: Eydos GmbH/Brigitte Sauer,  

Agency for Corporate Interior and Exhibition Design
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Public Utility Customer Centre  
Neubrandenburg, Germany

Liquid Line G3
Photography: Andreas Muhs

Liquid Line Suspended
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Huawei Shop, Paris, France
Liquid Line G3



Liquid Line Suspended

Office building Bömers Spitze  
Overseas City Bremen, Germany

Liquid Line G3 
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AXA Office, Paris, France
Liquid Line G3



Liquid Line Suspended

Ideal Insurance, Berlin, Germany
Liquid Line G3
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Library, Berlin, Germany
Liquid Line P3



Liquid Line G3/P3 | System 2.5'' Suspended 

Housing:

Extruded Aluminum. LED pendant light system. Direct-indirect  
or direct-only light distribution. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting.

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance. 

Installation:

Height-adjustable single cord suspension with transparent power  
supply cable. Colors canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Linear Modules

Curve Modules

L

90°

L

L

1/2 
Circle

1/4 
Circle1/8 

Circle1/16 
Circle

R Outer

QG3 QP3

CE  1/8 Curve

R[mm] 1000 1500 2000 2500 3000 3500 4000

R[inch] 39.375" 59" 78.75" 98.375" 118.125" 137.75" 157.5"

L[mm] 785 1178 1571 1964 2356 2749 3142

L[inch] 30.875" 46.375" 61.875" 77.375" 92.75" 108.25" 123.75"

CE  1/8 Curve

R[mm] 2000 3000 3500

R[inch] 78.75" 118.125" 137.75"

L[mm] 785 1178 2749

L[inch] 30.875" 46.375" 108.25"

CQ  1/4 Curve

R[mm] 500 750 1000 1250 1500 1750 2000

R[inch] 19.625" 29.5" 39.375" 49.25" 59" 68.875" 78.75"

L[mm] 785 1178 1571 1964 2356 2749 3142

L[inch] 30.875" 46.375" 61.875" 77.375" 92.75" 108.25" 123.75"

CH  1/2 Curve

R[mm] 500 750 1000

R[inch] 19.625" 29.5" 39.375"

L[mm] 1570 2355 3140

L[inch] 61.75" 92.75" 123.625"

Linear Line

L[mm] 600 888 1178 1472 2340

L[inch] 23.625" 35" 46.375" 58" 92.125"

Sharp Corner

L[mm] 500

L[inch] 19.625"



X-Junction Modules

X1-Junction Module

L[mm] 1920

L[inch] 75.625"

Bend Modules

90°

135°

480mm 
18.875"

480mm 
18.875"

480mm 
18.875"

480mm 
18.875"

B90

B135

Bend Modules

Type B45 B60 B90 B135

L[mm] 2046 960 960 960

L[inch] 80.375" 37.75" 37.75" 37.75"

Wave Modules

45°

60°

B45

B60

480mm 
18.875"

480mm 
18.875"

1023mm 
40.25"

1023mm 
40.25"

R

R

R
R

R

R

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 848 1045 1241

L[inch] 33.375" 41.125" 48.875"

WV Concave 1/8 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 1131 1393 1655

L[inch] 44.5" 54.75" 65.125"

WV Concave 1/6 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 1696 2089 2482

L[inch] 66.75" 82.25" 97.75"

WV Concave 1/4 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 1696 2089 2482

L[inch] 66.75" 82.25" 97.75"

WX Convex  1/4 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 1131 1393 1655

L[inch] 44.5" 54.75" 65.125"

WX Convex  1/6 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 848 1045 1241

L[inch] 33.375" 41.125" 48.875"

WX Convex  1/8 Wave 

X2-Junction Module

L[mm] 1800

L[inch] 70.875"

900mm 
35.375"

900mm 
35.375"

4×R2500mm
4×R 98.375"

867mm 
34.125"

531mm 
20.875"
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U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver

Y-Junction Modules

Y2-Junction Y5-Junction

L[mm] 1069

L[inch] 42.125"

L[mm] 1069

L[inch] 42.125"

72°

440mm 
17.375"

R500mm 
R19.625"

72°

440mm 
17.375"

R500mm 
R19.625"

Y6-Junction

L[mm] 620

L[inch] 24.375"

Y3-Junction

L[mm] 1875

L[inch] 73.875"

90°

135°

135°

807mm 
31.75"

680mm 
26.75"

140mm 
5.5"

25°

R1100mm 
R43.25"

Y1-Junction Y4-Junction

L[mm] 1450

L[inch] 57.125"

L[mm] 620

L[inch] 24.375"

740mm 
29.125"

250mm 
9.875"

R2500mm 
R98.375"

R3500mm 
R137.75"

140mm 
5.5"

25°

R1100mm 
R43.25"

Single Cord Suspension:

min. 200mm 
      7.875"

max  1500mm 
59"

60mm 
2.375"

85mm 
3.375"

Lumen/Watt
Low Power

840lm/7.3W per foot

Lumen/Watt
Medium Power

 1200lm/10.9W per foot

Lumen/Watt
High Power

1660lm/15.4W per foot

Opal Diffuser | Direct-Indirect

Dir.~50%

Indir.~50%

100

150

200

250

Opal Diffuser | Direct

Lumen/Watt
Low Power

400lm/4.5W per foot

Lumen/Watt
Medium Power

 580lm/6.9W per foot

Lumen/Watt
High Power

760lm/9.2W per foot

Dir. 100%

50

150

300

450

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Lumen/Watt
Low Power

810lm/7.3W per foot

Lumen/Watt
Medium Power

1150lm/10.9W per foot

Lumen/Watt
High Power

1600lm/15.4W per foot

Microprismatic | Direct-Indirect

Dir.~45%

Indir.~55%

100

150

200

250

UGR≤19

for Low and 
Medium  
Power

Lumen/Watt
Low Power

370lm/4.5W per foot

Lumen/Watt
Medium Power

 540lm/6.9W per foot

Lumen/Watt
High Power

700lm/9.2W per foot

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power

L85/50000h



Caleo Inverse GX/PX | System 1.5'' Suspended

Housing:

Extruded Aluminum. LED pendant luminaire. Direct-indirect  
or direct-only light distribution. As standard available in 3 different  
sizes. Fully enclosed and damp rated. 
 
Optical System:

Direct light with precision lenses with louver for wide uniform symmetrical 
light distribution with high glare limitation (UGR<19) especially for work-
places. Louver available in various color finishes. Satin opal diffuser for 
general lighting with maximum transmittance and homogeneous lighting. 

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance. 

Installation:

Height-adjustable parallel cord suspension with transparent power  
supply cable. Colors canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1A: Caleo

GX: Direct only, PX: Direct-Indirect

C: Opal Flex Diffuser, L: Lens Louvre*

W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

E: Low Power, M: Medium Power, H: High Power 

Square Size in mm: Q640 (25.25"), Q900 (35.375"), Q1170 (46.125")

K: Parallel Suspension

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Suspension

Lens Louvre*

On Request

1A PX L W E - 8 30 E - Q640 - KB*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Q
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

25.25" 5500lm/47W 7870lm/69W

35.375" 8280lm/70W 11740lm/101W

46.125" 11000lm/92W 15650lm/133W

Opal Flex Diffuser | Direct-Indirect

Dir.~45%

Indir.~55%

100

150

200

250

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

25.25" 3190lm/34W 4460lm/50W

35.375" 4710lm/49W 6630lm/72W

46.125" 6280lm/64W 8840lm/95W

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

Q
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

25.25" 6850lm/50W 9770lm/74W

35.375" 10230lm/74W 14670lm/109W

46.125" 13640lm/97W 19550lm/145W

Lens Louvre | Direct-Indirect

Dir.~55%

Indir.~45%

100

200

350

500

UGR≤16

Q
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

25.25" 3570lm/27W 6550lm/54W

35.375" 5360lm/39W 9840lm/78W

46.125" 7150lm/51W 13110lm/104W

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

AGX APX

Q
Q

Parallel Suspension

GX: 65mm 2.5"
PX: 75mm 3"

min. 200mm 
      7.875"

max  4000mm 
157.5"

40mm 
1.625"

R188mm 
R 7.375"

W Snow White
W Snow White

W Snow White
A Satin Silver

W Snow White
B Jet Black

W Snow White
G Satin Gold

W Snow White
H Anodic Champagne

W Snow White
K Satin Copper

U Urban Graphite
K Satin CopperW Snow White H Anodic ChampagneA Satin Silver B Jet Black

L85/50000h



17/13/14/2 + struct.

Caleo Neo G4/P4 | Suspended

Housing:

Extruded Aluminum. Tiered LED pendant luminaire with 1" visible trim. 
Direct-indirect or direct-only light distribution. Fully enclosed.
 
Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.  

Surface Finish:

Outer housing and inner decorative trim available in various finishes  
and combinations, e.g. white, silver, graphite, black, gold or copper 
coated. For surface options and combinations check Lightnet Surface 
Collection or Bi-Color Selection.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Medium or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension, Y-cord suspension with  
transparent power supply cable, or rod suspension. Colors ceiling  
rose match to luminaire body. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1A: Caleo

G4: Direct only, P4: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power, H: High Power 

Luminaire Length in mm:  L900 (35.375"), L1200 (47.25"), L1500 (59") 

K: Parallel Suspension, Y: Y-Cord Suspension, P: Tube Suspension

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Suspension

Reflector 

On Request

1A P4 A W E - 8 30 M - L900 - KG

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White 
B Jet Black

W Snow White
A Satin Silver

W Snow White
W Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3860lm/31W 5210lm/40W

47.25" 5140lm/39W 6930lm/52W

59" 6610lm/49W 8660lm/65W

Opal Diffuser | Direct

200

400

600

800

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 2380lm/19W 3290lm/27W

47.25" 3170lm/24W 4380lm/34W

59" 4150lm/32W 5470lm/42W

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3760lm/31W 5070lm/40W

47.25" 5010lm/39W 6810lm/52W

59" 6480lm/49W 8450lm/65W

Microprismatic | Direct-Indirect

50

150

250

350

Dir.~60%

Indir.~40% UGR≤19

Microprismatic | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 2280lm/19W 3150lm/27W

47.25" 3040lm/24W 4260lm/34W

59" 4020lm/32W 5260lm/42W

100

300

600

1000

Dir.100% UGR≤19

for Medium  
Power

AG4 AP4

35mm 1.375"
25mm 1"

L

Parallel Suspension Tube SuspensionY-Cord Suspension

min. 200mm 
      7.875"

max 1500mm 
    59"

200mm 
7.875"

min. 200mm 
      7.875"

max on reqest

Ø13mm 
Ø0.5"

L85/50000h

min. 200mm 
      7.875"

max 1500mm 
    59"



Caleo Neo Square Suspended

Mercedes Sales Point, Hof, Germany 
Caleo G2, Special Version
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17/13/14/2 + struct.

Caleo Neo G6/P6 | Suspended

Housing:

Extruded Aluminum. Tiered LED pendant luminaire with 1" visible trim. 
Direct-indirect or direct-only light distribution. Fully enclosed. 

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.  

Surface Finish:

Outer housing and inner decorative trim available in various finishes  
and combinations, e.g. white, silver, graphite, black, gold or copper 
coated. For surface options and combinations check Lightnet Surface 
Collection or Bi-Color Selection.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Medium or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance. 

Installation:

Height-adjustable central cord suspension, Y-cord suspension with  
transparent power supply cable, or rod suspension. Colors ceiling  
rose match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.

Luminaire Diameter in mm: D300 (11.75"),D400 

(15.75"), D500 (19.625"), D600 (23.625"), 

D800(31.5")
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1A: Caleo

G6: Direct only, P6: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power, H: High Power 

Square Size in mm: Q300 (11.75"), Q400 (15.75"), Q500 (19.625"), Q600 (23.625") 

K: Parallel Suspension, P: Tube Suspension

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Suspension

Reflector

On Request

1A P6 A W E - 8 30 M - Q400 - KG

AG6 AP6

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White 
B Jet Black

W Snow White
A Satin Silver

W Snow White
W Snow White

Q

Q

Parallel Suspension

35mm 1.375"
25mm 1"

min. 200mm 
      7.875"

max 1500mm 
    59"

Tube Suspension

min. 200mm 
      7.875"

max on reqest

L85/50000h

Luminaire Diameter in mm: D300 (11.75"),D400 

(15.75"), D500 (19.625"), D600 (23.625"), 

D800(31.5")

Microprismatic | Direct

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1230lm/11W 1670lm/15W

15.75" 2060lm/18W 2720lm/23W

19.625" 3180lm/26W 4180lm/35W

23.625" 4800lm/39W 6480lm/53W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 2000lm/17W 2720lm/22W

15.75" 2950lm/23W 3910lm/31W

19.625" 5170lm/39W 6760lm/52W

23.625" 6830lm/54W 9290lm/73W

Opal Diffuser | Direct

200

400

600

800

Dir.100%

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1240lm/11W 1690lm/15W

15.75" 2080lm/18W 2740lm/23W

19.625" 3210lm/26W 4220lm/35W

23.625" 4840lm/39W 6540lm/53W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1990lm/17W 2700lm/22W

15.75" 2930lm/23W 3890lm/31W

19.625" 5140lm/39W 6720lm/52W

23.625" 6790lm/54W 9230lm/73W

Microprismatic | Direct-Indirect

50

150

250

350

Dir.~65%

Indir.~35% UGR≤19

100

300

600

1000

Dir.100% UGR≤19

for Medium  
Power



Cubic Suspended

Microsoft, Cologne, Germany 
Cubic P6
Photography: HGEsch, Planning: corinna arens  

and dorette faulhaber, Lepel & Lepel architects
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Inwerk – Office Culture Forum  
Meerbusch, Germany

  Cubic G4
Photography: Tomas Rodriguez



Cubic Evolution G4/P4 | 200mm Suspended 

Housing:

Extruded Aluminum. LED pendant luminaire. Direct-Indirect or Direct 
only light distribution. Fully enclosed. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable parallel or Y-cord suspension with transparent  
power supply cable or rod suspension. Color of canopy  
matching luminaire body.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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L85/50000h

1C: Cubic

G4: Direct only, P4: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Length in mm: L900 (35.375"), L1200 (47.25"), L1500 (59")

K: Parallel Suspension, Y: Y-Cord Suspension, P: Tube Suspension 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1C P4 A B E - 8 30 M - L900 - Y

H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L 
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 2170lm/21W 2730lm/26W

47.25" 2890lm/27W 3650lm/34W

59" 3460lm/32W 4560lm/43W

Opal Diffuser | Direct

Dir. 100%

200

400

600

800

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 2280lm/21W 2930lm/26W

47.25" 3050lm/27W 3900lm/34W

59" 3700lm/32W 4880lm/43W

Microprismatic | Direct

Dir. 100%

100

300

600

1000

UGR≤19

for Medium  
Power

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3790lm/30W 5000lm/40W

47.25" 5020lm/39W 6560lm/52W

59" 6160lm/48W 8270lm/65W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~60%

Indir.~40% UGR≤19

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3750lm/30W 4950lm/40W

47.25" 4930lm/39W 6510lm/52W

59" 6090lm/48W 8160lm/65W

Opal Diffuser | Direct-Indirect

50

100

150

200

Dir.~60%

Indir.~40%

CG4 CP4

Parallel Suspension: Y-Cord Suspension:

L

35mm 1.375"
25mm 1"

min. 200mm 
      7.875"

max 1500mm 
    59"

Tube Suspension:

min. 200mm 
      7.875"

max on reqest

200mm 
7.875"

min. 200mm 
      7.875"

max 1500mm 
    59"



Cubic Evolution G5/P5 | 300mm Suspended 

Housing:

Extruded Aluminum. LED pendant luminaire. Direct-Indirect or Direct 
only light distribution. Fully enclosed. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable parallel or Y-cord suspension with transparent  
power supply cable or rod suspension. Color of canopy  
matching luminaire body.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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L85/50000h

1C: Cubic

G5: Direct only, P5: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Length in mm: L900 (35.375"), L1200 (47.25"), L1500 (59")

K: Parallel Suspension, Y: Y-Cord Suspension

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1C P5 A B E - 8 30 M - L900 - Y

H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L 
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3030lm/25W 4310lm/35W

47.25" 4040lm/33W 5740lm/48W

59" 5050lm/40W 7170lm/59W

Opal Diffuser | Direct

Dir. 100%

200

400

600

800

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3220lm/25W 4600lm/35W

47.25" 4290lm/33W 6140lm/48W

59" 5370lm/40W 7670lm/59W

Microprismatic | Direct

Dir. 100%

100

300

600

1000

UGR≤19

for Medium  
Power

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 5220lm/39W 7430lm/55W

47.25" 6990lm/51W 9910lm/74W

59" 8590lm/62W 12350lm/91W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~60%

Indir.~40% UGR≤19

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 5030lm/39W 7140lm/55W

47.25" 6740lm/51W 9510lm/74W

59" 8270lm/62W 11850lm/91W

Opal Diffuser | Direct-Indirect

50

100

150

200

Dir.~60%

Indir.~40%

CG5 CP5

Parallel Suspension:

min. 200mm 
      7.875"

max 1500mm 
    59"

Y-Cord Suspension:

L

35mm 1.375"
25mm 1"

min. 200mm 
      7.875"

max 1500mm 
    59"

300mm 
11.75"



Cubic Evolution G6/P6 | Square Suspended

Housing:

Extruded Aluminum. LED pendant luminaire. Direct-Indirect or Direct 
only light distribution. Fully enclosed. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable parallel cord suspension with transparent power supply 
cable or rod suspension. Color of canopy matching luminaire body.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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L85/50000h

1C: Cubic

G6: Direct only, P6: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Square Size in mm: Q300 (11.75"), Q400 (15.75"), Q500 (19.625"), Q600 (23.625"), Q800(31.5") 

P: Tube Suspension, K: Parallel Supension

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1C P6 A B E - 8 30 M - Q600 - K

H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

CG6 CP6

Parallel Suspension

min. 200mm 
      7.875"

max 1500mm 
    59"

Q

Tube Suspension

min. 200mm 
      7.875"

max on reqest

25mm 1"
35mm 1.375"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Microprismatic | Direct

Dir. 100%

100

300

600

1000

UGR≤19

for Medium  
Power

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1210lm/11W 1740lm/16W
15.75" 1960lm/16W 2860lm/24W
19.625" 3330lm/26W 4290lm/34W
23.625" 5250lm/40W 7100lm/55W

31.5" 7590lm/55W 10630lm/78W

Opal Diffuser | Direct

Dir. 100%

200

400

600

800

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1170lm/11W 1650lm/16W
15.75" 1910lm/16W 2810lm/24W
19.625" 3300lm/26W 4270lm/34W
23.625" 5180lm/40W 7000lm/55W

31.5" 7370lm/55W 10120lm/78W

Microprismatic | Direct-Indirect

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1970lm/16W 2850lm/24W
15.75" 2920lm/23W 4170lm/32W
19.625" 4580lm/33W 5900lm/44W
23.625" 7240lm/55W 9850lm/76W

31.5" 10590lm/76W 14950lm/109W

50

100

200

300

Dir.~70%

Indir.~30% UGR≤19

Opal Diffuser | Direct-Indirect

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1930lm/16W 2760lm/24W
15.75" 2870lm/23W 4120lm/32W
19.625" 4550lm/33W 5880lm/44W
23.625" 7170lm/55W 9750lm/76W

31.5" 10370lm/76W 14440lm/109W

50

100

150

200

Dir.~70%

Indir.~30%



Cubic Max G2/P2 | Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made of 3" high profile. 
Direct-Indirect or Direct only light distribution. Fully enclosed and  
damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser (Q13"-Q47.25") and opal foil  
(Q59", Q78.75") for general lighting with maximum transmittance  
and homogeneous lighting.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable parallel cord suspension with transparent  
power supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

L85/50000h

1C: Cubic

G2: Direct only, P2: Direct-Indirect

A: Microprismatic [Q430-Q1200], O: Opal Diffuser [Q430-Q1200], T: Opal Stretch Foil [Q1500, Q2000]

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [Q430-Q1200]

M: Medium Power, H: High Power 

Square Size in mm: Q330 (13"), Q430 (16.875"), Q530 (20.875"), Q630 (24.75"), 

 Q900 (35.375"), Q1200 (47.25") Q1500 (59"), Q2000 (78.75")

K: Parallel Suspension

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1C P2 A B E - 8 30 M - Q630 - K

CG2 CP2

Q

Parallel Suspension

75mm 
  3"

min. 200mm 
      7.875"

max 1500mm 
    59"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser / Opal Stretch Foil | Direct-Indirect

Dir.~65%

Indir.~35%

100

150

200

250

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 2510lm/18W 3700lm/27W

16.875" 4430lm/30W 6400lm/44W

20.875" 6110lm/42W 11370lm/78W

24.75" 9770lm/68W 14530lm/103W

35.375" 11900lm/89W 18970lm/161W

47.25" 19730lm/152W 31700lm/273W

59" 30200lm/233W 47570lm/414W

78.75" 41580lm/318W 65800lm/578W

Opal Diffuser/ Opal Stretch Foil | Direct

Dir. 100%

100

200

300

400

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1400lm/12W 2070lm/18W

16.875" 2440lm/19W 3550lm/27W

20.875" 3740lm/27W 6990lm/50W

24.75" 5360lm/40W 8760lm/65W

35.375" 8150lm/67W 13640lm/129W

47.25" 14520lm/122W 24260lm/228W

59" 21170lm/189W 34990lm/356W

78.75" 30490lm/268W 50380lm/510W

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1360lm/12W 2010lm/18W

16.875" 2370lm/19W 3450lm/27W

20.875" 3630lm/27W 6790lm/50W

24.75" 5200lm/40W 8500lm/65W

35.375" 7910lm/67W 13240lm/129W

47.25" 14100lm/122W 23550lm/228W

Microprismatic | Direct

Dir. 100%

150

250

350

450

UGR≤19

for Medium  
Power

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 2470lm/18W 3640lm/27W

16.875" 4360lm/30W 6300lm/44W

20.875" 6000lm/42W 11170lm/78W

24.75" 9610lm/68W 14270lm/103W

35.375" 11660lm/89W 18570lm/161W

47.25" 19310lm/152W 30990lm/273W

Microprismatic | Direct-Indirect

Dir.~60%

Indir.~40%

50

100

200

300

UGR≤19



Cubic Déco G3/P3 | Suspended

Housing:

Extruded Aluminum. LED pendant luminaire. Direct-indirect  
or direct-only light distribution. Fully enclosed and damp rated. 

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting. 

Surface Finish:

Outer housing and Decorative trim available in various finishes and  
combinations, e.g. white, silver, graphite, black, gold or copper coated. 
For surface options and combinations check Lightnet Surface Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable parallel cord suspension with transparent  
power supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1C: Cubic

G3: Direct only, P3: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [Q430-Q1200]

M: Medium Power, H: High Power 

Square Size in mm: Q330 (13"), Q430 (16.875"), Q530 (20.875"), Q630 (24.75"), Q900 (35.375"), Q1200 (47.25")

K: Parallel Suspension

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension 

Reflector

On Request

1C P3 A W E - 8 30 M - Q430 - KG

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White
B Jet Black

W Snow White
S Radiant Silver

W Snow White
W Snow White

CG3 CP3

Q
Q

Parallel Suspension

100mm 
  3.875"

min. 200mm 
      7.875"

max 1500mm 
    59"

L85/50000h

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct-Indirect

Dir.~65%

Indir.~35%

100

150

200

250

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 2510lm/18W 3700lm/27W

16.875" 4430lm/30W 6400lm/44W

20.875" 6110lm/42W 11370lm/78W

24.75" 9770lm/68W 14530lm/103W

35.375" 11900lm/89W 18970lm/161W

47.25" 19730lm/152W 31700lm/273W

Opal Diffuser | Direct

Dir. 100%

100

200

300

400

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1400lm/12W 2070lm/18W

16.875" 2440lm/19W 3550lm/27W

20.875" 3740lm/27W 6990lm/50W

24.75" 5360lm/40W 8760lm/65W

35.375" 8150lm/67W 13640lm/129W

47.25" 14520lm/122W 24260lm/228W

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1360lm/12W 2010lm/18W

16.875" 2370lm/19W 3450lm/27W

20.875" 3630lm/27W 6790lm/50W

24.75" 5200lm/40W 8500lm/65W

35.375" 7910lm/67W 13240lm/129W

47.25" 14100lm/122W 23550lm/228W

Microprismatic | Direct

Dir. 100%

150

250

350

450

UGR≤19

for Medium  
Power

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 2470lm/18W 3640lm/27W

16.875" 4360lm/30W 6300lm/44W

20.875" 6000lm/42W 11170lm/78W

24.75" 9610lm/68W 14270lm/103W

35.375" 11660lm/89W 18570lm/161W

47.25" 19310lm/152W 30990lm/273W

Microprismatic | Direct-Indirect

Dir.~60%

Indir.~40%

50

100

200

300

UGR≤19



Matric Déco G9/R9 | Suspended 

Housing:

Extruded Aluminum. LED pendant luminaire made with 2.125"  
profile width. Direct-indirect or direct-only light distribution.  
Bespoke lengths possible. Fully enclosed and damp rated.

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Louver available in various color finishes.  
Microprismatic screen made of special acrylic glass with optimized  
glare reduction especially for workplaces. Satin opal diffuser for  
general lighting with maximum transmittance and homogeneous  
lighting.

Surface Finish:

Outer housing and all-around reflector ring available in various  
finishes and combinations. Further surface options see  
Lightnet-Surface-Collection. RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable Y-cord suspension with transparent power  
supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.



  161

1L: Matric

G9: Direct only, R9: Direct-indirect

A: Microprismatic, O: Opal Diffuser, L: Lens Louvre

W: Snow White, V: Ivory White, A: Satin Silver, E: Silver Anodized,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper 

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Lenght in mm (Microprismatic, Opal Diffuser): L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (78.875")

Luminaire Lenght in mm (Lens Louvre):  L1209 (47.625"), L1474 (58"), L1738 (68.375"), L2002 (31.5")

Y: Y-Cord Suspension

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Suspension

Reflector color

On Request

1 L G9 LW E- 8 30 M - L1209-YB

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

LG9 LP9

Opal Diffuser | Direct-Indirect

250

200

100

50

Dir.~45%

Indir.~55%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2990lm/25W 3930lm/33W

46.5" 4060lm/32W 5330lm/42W

58.125" 5140lm/40W 6730lm/53W

69.5" 6190lm/48W 8120lm/64W

80.875" 7260lm/58W 9530lm/77W

per foot 1130lm/8.7W 1490lm/11.5W

450

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1300lm/12W 1770lm/16W

46.5" 1740lm/15W 2360lm/20W

58.125" 2180lm/18W 2950lm/25W

69.5" 2600lm/22W 3530lm/30W

80.875" 3040lm/27W 4130lm/36W

per foot 450lm/3.8W 610lm/5.2W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47.625" 3660lm/28W 6660lm/51W

58" 4570lm/34W 8290lm/63W

68.375" 5470lm/40W 9920lm/75W

78.875" 6210lm/46W 11300lm/85W

per foot 990lm/7.3W 1840lm/13.6W

Lens Louvre| Direct-Indirect

500

350

200

50

Dir.~55%

Indir.~45% UGR≤16

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47.625" 2010lm/16W 3690lm/29W

58" 2460lm/19W 4510lm/35W

68.375" 2910lm/22W 5330lm/41W

78.875" 3350lm/25W 6150lm/47W

per foot 520lm/3.9W 960lm/7.3W

Lens Louvre | Direct

1000

750

500

250

Dir.100%

UGR≤19

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35" 880lm/9W 1580lm/16W

46.5" 1170lm/12W 2100lm/20W

58.125" 1470lm/14W 2630lm/25W
69.5" 1760lm/17W 3150lm/30W

80.875" 2050lm/21W 3680lm/36W

per foot 300lm/2.9W 540lm/5.2W

Microprismatic | Direct

600

400

200

50

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2850lm/25W 3740lm/33W

46.5" 3870lm/32W 5070lm/42W

58.125" 4900lm/40W 6410lm/53W

69.5" 5910lm/48W 7740lm/64W

80.875" 6930lm/58W 9080lm/77W

per foot 1080lm/8.7W 1420lm/11.5W

Microprismatic | Direct-Indirect

300

200

100

50

Dir.~40%

Indir.~60% UGR≤19

for Medium  
Power

Y-Cord Suspension

G9: 75mm 3"
R9: 125mm 4.875"

min. 200mm 
      7.875"

max 1500mm 
    59"

55mm 
2.125"

L

K Satin Copper
W Snow White

B Jet Black
B Jet Black

B Jet Black
G Satin Gold

W Snow White
W Snow White

A Satin Silver
W Snow White

B Jet Black
A Satin Silver

L85/50000h



Matric Suspended

Halo Innovation Hub, Kilmarnock, UK
Matric-R4
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Matric Suspended

Adobe Head Office, Sydney, Australia
Matric R3

The Stars Group, Hyderabad, India
Matric R3
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Westeria, Ostbevern, Germany
Matric R1 with Midpoint 3-Phase Track C6

Realization and photography: Scharkon  

Lichtkonzepte GmbH/Oliver Kahl Photography

 Life Science Office, Dublin, Ireland
Matric G3

Photography: Donal Murphy Photography  

Planning: dlight



Matric Suspended

Schweickert, Nußloch, Germany
Matric R1
Planning: Architect Scope
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Matric GX/RX | System 1.5'' Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made of 1.625"  
wide profile. Direct-indirect or direct-only light distribution.  
Bespoke lengths are possible. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Louver available in various color finishes.  
Microprismatic screen made of special acrylic glass with optimized  
glare reduction especially for workplaces. Satin opal diffuser for  
general lighting with maximum transmittance and homogeneous  
lighting. Wallwasher for homogeneous illumination of vertical  
surfaces. Indirect light with innovative lens technology for wide- 
-angle ceiling illumination.

Surface Finish:

Surface natural anodized or white, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable single suspension with transparent power  
supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

1L: Matric

GX: Direct only, RX: Direct-indirect 

A: Microprismatic, O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White, V: Ivory White, A: Satin Silver, E: Silver Anodized,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper 

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1475-L2055]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm (Microprismatic, Opal Diffuser, Wallwasher): L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875") 

Luminaire Length in mm (Lens Louvre*): L1194 (47"), L1458 (57.375"), L1723 (67.875"), L1987 (78.25")

A: Single Cord Suspension

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90°Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

Lens Louvre*

On Request

1L GXLW E - 8 30 E - L1194-AB*

LGX LRX

450

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1370lm/12W 1860lm/16W

46.5" 1820lm/15W 2470lm/20W

58.125" 2280lm/18W 3090lm/25W

69.5" 2730lm/22W 3710lm/30W

80.875" 3190lm/27W 4330lm/36W

per foot 470lm/3.8W 640lm/5.2W

Opal Diffuser | Direct-Indirect

300

200

100

50

Dir.~45%

Indir.~55%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 3060lm/25W 4020lm/33W

46.5" 4140lm/32W 5440lm/42W

58.125" 5240lm/40W 6870lm/53W

69.5" 6320lm/48W 8300lm/64W

80.875" 7410lm/58W 9730lm/77W

per foot 1090lm/8.3W 1430lm/11.0W

Wallwasher | Direct

500

350

150

50

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1260lm/15W 1610lm/19W

46.5" 1680lm/19W 2150lm/25W

58.125" 2100lm/23W 2680lm/30W

69.5" 2520lm/28W 3220lm/36W

80.875" 2940lm/34W 3760lm/44W

per foot 440lm/4.8W 560lm/6.2W

Wallwasher | Direct-Indirect

250

200

150

100

Dir.~45%

Indir.~55%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2950lm/26W 3770lm/34W

46.5" 4000lm/37W 5120lm/48W

58.125" 5060lm/45W 6460lm/59W

69.5" 6110lm/54W 7810lm/70W

80.875" 7160lm/65W 9160lm/85W

per foot 1120lm/9.6W 1430lm/12.5W

Lens Louvre | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47" 2010lm/16W 3690lm/29W

57.375" 2460lm/19W 4510lm/35W

67.875" 2910lm/22W 5330lm/41W

78.25" 3350lm/25W 6150lm/47W

per foot 520lm/3.9W 960lm/7.3W

1000

750

500

250

Dir.100%

UGR≤19

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47" 3660lm/28W 6660lm/51W

57.375" 4570lm/34W 8290lm/63W

67.875" 5470lm/40W 9920lm/75W

78.25" 6210lm/46W 11300lm/85W

per foot 990lm/7.3W 1840lm/13.6W

Lens Louvre| Direct-Indirect

500

350

200

50

Dir.~55%

Indir.~45% UGR≤16

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35" 920lm/9W 1650lm/16W

46.5" 1230lm/12W 2200lm/20W

58.125" 1530lm/14W 2750lm/25W

69.5" 1840lm/17W 3300lm/30W

80.875" 2150lm/21W 3850lm/36W

per foot 320lm/2.9W 570lm/5.2W

Microprismatic | Direct

500

350

150

50

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2900lm/25W 3810lm/33W

46.5" 3940lm/32W 5170lm/42W

58.125" 4980lm/40W 6530lm/53W

69.5" 6020lm/48W 7890lm/64W

80.875" 7050lm/58W 9250lm/77W

per foot 1040lm/8.3W 1360lm/11.0W

Microprismatic | Direct-Indirect

300

200

100

50

Dir.~45%

Indir.~55% UGR≤19

for Medium 
Power

B Jet Black
H Anodic Champagne

B Jet Black
G Satin Gold

V Ivory White
H Anodic Champagne

90° Corner 
Opal/Microprismatic

L

Single Cord Suspension

GX: 65mm 2.5"
RX: 75mm 3"

min. 200mm 
      7.875"

max 1500mm 
    59"

40mm 
1.625"

L85/50000h



Matric G3/R3 | System 2" Suspended 

Housing:

Extruded Aluminum. LED pendant luminaire made of 2.125"  
wide profile. Direct-indirect or direct-only light distribution.  
Bespoke lengths are possible. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19).  
Louver available in various color finishes. Microprismatic screen  
made of special acrylic glass with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.  
Wallwasher for homogeneous illumination of vertical surfaces.

Surface Finish:

Surface natural anodized or white, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable Y-cord suspension with transparent power  
supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.



  171

L85/50000h

1L: Matric

G3: Direct only, R3: Direct-Indirect

A: Microprismatic, O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1475-L2055]

E: Low Power, M: Medium Power, H: High Power

Luminaire Length in mm (Microprismatic, Opal Diff., Wallwasher): L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875") 

Luminaire Length in mm (Lens Louvre*): L1252 (49.25"), L1502 (59.125"), L1752 (69"), L2002 (78.875")

Y: Y-Cord Suspension

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90°Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

Lens Louvre*

On Request

1L R3 L B E - 8 30 M - L1252 - YB*

LG3 LP3

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Wallwasher | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1130lm/15W 1540lm/21W

46.5" 1500lm/19W 2060lm/27W

58.125" 1880lm/23W 2570lm/33W

69.5" 2250lm/28W 3090lm/39W

80.875" 2630lm/34W 3600lm/47W

per foot 390lm/4.8W 530lm/6.7W

500

350

150

50

Dir.100%

Wallwasher | Direct-Indirect

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2910lm/26W 3980lm/37W

46.5" 3950lm/37W 5420lm/51W

58.125" 5000lm/45W 6850lm/63W

69.5" 6040lm/54W 8280lm/75W

80.875" 7090lm/65W 9710lm/91W

per foot 1100lm/9.6W 1530lm/13.5W

500

350

150

50

Dir.~40%

Indir.~60%

Opal Diffuser | Direct-Indirect

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2670lm/22W 3680lm/30W 5130lm/42W

46.5" 3620lm/28W 4980lm/39W 6940lm/55W

58.125" 4560lm/35W 6280lm/48W 8760lm/68W

69.5" 5510lm/41W 7590lm/56W 10570lm/81W

80.875" 6450lm/50W 8890lm/69W 12380lm/98W

per foot 980lm/7.2W 1370lm/10.1W 1930lm/14.5W

250

200

150

100

Dir.~50%

Indir.~50%

400

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1400lm/12W 1900lm/16W 2690lm/24W

46.5" 1870lm/16W 2530lm/21W 3580lm/31W

58.125" 2340lm/19W 3160lm/26W 4480lm/37W

69.5" 2810lm/22W 3800lm/30W 5380lm/44W

80.875" 3270lm/28W 4430lm/38W 6270lm/54W

per foot 480lm/3.8W 660lm/5.2W 930lm/7.7W

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

49.25" 3120lm/23W 4500lm/34W

59.125" 3750lm/27W 5380lm/40W

69" 4370lm/31W 6280lm/46W

78.875" 5000lm/35W 7180lm/53W

per foot 770lm/5.3W 1120lm/8.0W

Lens Louvre | Direct

700

500

300

100 UGR≤19

Dir.100% for Medium  
Power

Lens Louvre | Direct-Indirect

350

250

150

50 UGR≤16

Dir.~55%

Indir.~45%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

49.25" 5800lm/42W 8170lm/61W

59.125" 6870lm/49W 9660lm/71W

69" 8160lm/57W 11470lm/83W

78.875" 9240lm/63W 12990lm/96W

per foot 1450lm/10.1W 2060lm/14.8W

Microprismatic | Direct-Indirect

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2500lm/22W 3440lm/30W 4790lm/42W

46.5" 3390lm/28W 4710lm/39W 6600lm/55W

58.125" 4270lm/35W 5890lm/48W 8200lm/68W

69.5" 5150lm/41W 7110lm/56W 9890lm/81W

80.875" 6040lm/50W 8330lm/69W 11780lm/98W

per foot 920lm/7.2W 1290lm/10.1W 1810lm/14.5W

250

200

150

100 UGR≤19

for Low and  
Medium  
Power

Dir.~45%

Indir.~55%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1230lm/12W 1660lm/16W 2350lm/24W

46.5" 1640lm/16W 2210lm/21W 3130lm/31W

58.125" 2050lm/19W 2770lm/26W 3920lm/37W

69.5" 2450lm/22W 3320lm/30W 4700lm/44W

80.875" 2860lm/28W 3870lm/38W 5490lm/54W

per foot 420lm/3.8W 570lm/5.2W 810lm/7.7W

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power

L

Y-Cord Suspension

G3: 75mm 3"
R3: 85mm 3.375"

min. 200mm 
      7.875"

max 1500mm 
    59"

55mm 
2.125"

90° Corner 
Opal/Microprismatic

B Jet Black
G Satin Gold

B Jet Black
H Anodic Champagne

B Jet Black
K Satin Copper



17/13/14/2 + struct.

Matric R4 | System 2" Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made of 2.125"  
wide profile. Direct-indirect light distribution. Bespoke lengths  
are possible. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19).  
Louver available in various color finishes. Microprismatic screen  
made of special acrylic glass with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.  
Wallwasher for homogeneous illumination of vertical surfaces.

Surface Finish:

Surface natural anodized or white, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable Y-cord suspension with transparent power  
supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1L: Matric

R4: Direct-Indirect

A: Microprismatic, O: Opal Diffuser,  L: Lens Louvre*  G: Wallwasher

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

G: Separately Switchable, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1475-L2055]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm: L890 (35"), L1182 (46.5"), L1475 (58.125"), L1765 (69.5"), L2055 (80.875")

Luminaire Length in mm (Lens Louvre*): L1252 (49.25"), L1502 (59.125"), L1752 (69"), L2002 (78.875")

Y: Y-Cord Suspension

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90°Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

Lens Louvre*

On Request

1L R4 L B G - 8 30 M - L1252 - YB*

LR4

90° Corner 
Opal/Microprismatic

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

B Jet Black
A Satin Silver

B Jet Black
B Jet Black

B Jet Black
G Satin Gold

B Jet Black
H Anodic Champagne

B Jet Black
K Satin Copper

B Jet Black
W Snow White

L

mm

L

inch

890 35"

1182 46.5"

1475 58.125"

1765 69.5"

2055 80.875"

Microprismatic,  
Opal Diffuser, Wallwasher

L

mm

L

inch

1252 49.25"

1502 59.125"

1752 69"

2002 78.875"

Lens Louvre

Opal Diffuser | Direct-IndirectMicroprismatic | Direct-Indirect

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

49.25" 5510lm/42W 7780lm/61W

59.125" 6540lm/49W 9210lm/71W

69" 7760lm/57W 10930lm/83W

78.875" 8840lm/63W 12380lm/96W

per foot 1400lm/10.1W 2000lm/14.8W

Lens Louvre | Direct-Indirect

350

250

150

50 UGR≤16

Dir.~60%

Indir.~40%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2730lm/26W 3730lm/37W

46.5" 3700lm/37W 5070lm/51W

58.125" 4670lm/45W 6400lm/63W

69.5" 5640lm/54W 7740lm/75W

80.875" 6620lm/65W 9070lm/91W

per foot 980lm/9.3W 1340lm/13.0W

Asymmetrical | Direct-Indirect

250

200

150

100

Dir.~40%

Indir.~60%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2540lm/22W 3500lm/30W 4880lm/42W

46.5" 3430lm/28W 4730lm/39W 6600lm/55W

58.125" 4330lm/35W 5950lm/48W 8310lm/68W

69.5" 5230lm/41W 7190lm/56W 10030lm/81W

80.875" 6110lm/50W 8420lm/69W 11760lm/98W

per foot 900lm/7.0W 1240lm/9.8W 1730lm/14.0W

300

200

100

50

Dir.~50%

Indir.~50%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 2370lm/22W 3260lm/30W 4540lm/42W

46.5" 3200lm/28W 4410lm/39W 6140lm/55W

58.125" 4040lm/35W 5560lm/48W 7750lm/68W

69.5" 4920lm/41W 6770lm/56W 9350lm/81W

80.875" 5700lm/50W 7860lm/69W 10960lm/98W

per foot 850lm/7.0W 1170lm/9.8W 1620lm/14.0W

Dir.~50%

Indir.~50%

250

200

150

100 UGR≤19

for Low 
and Medium 
Power

L

Y-Cord Suspension

125mm 4.875"

min. 200mm 
      7.875"

max 1500mm 
    59"

55mm 
2.125"



Matric System G5 | 3" Suspended 

Housing:

Extruded Aluminum. LED pendant luminaire made of 3.25"  
wide profile. Direct only light distribution. Bespoke lengths  
are possible. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen made of special acrylic glass and satin  
louver made of aluminum with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting. Wallwasher  
for homogeneous illumination of vertical surfaces.

Surface Finish:

Surface natural anodized or white, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable Y-cord suspension with transparent power  
supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1L: Matric

G5: Direct only 

A: Microprismatic, O: Opal Diffuser, M: Satin Louvre, G: Wallwasher

W: Snow White, V: Ivory White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm: L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (78.875") 

Y: Y-Cord Suspension

90°Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1L G5O W E - 8 30 M - L890-Y

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

LG5

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1900lm/21W 2770lm/31W

46.5" 2530lm/26W 3690lm/40W

58.125" 3170lm/32W 4610lm/49W

69.5" 3800lm/38W 5530lm/59W

80.875" 4430lm/47W 6450lm/70W

Satin Louvre | Direct

600

450

300

150 UGR≤19

for Medium  
Power

Dir.100%

Wallwasher | Direct

L
inch

Lumen/Watt
High Power

35" 1770lm/21W

46.5" 2360lm/27W

58.125" 2950lm/33W

69.5" 3540lm/39W

80.875" 4130lm/47W

per foot 610lm/6.7W

500

350

150

50

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1800lm/15W 2480lm/21W 3600lm/31W

46.5" 2400lm/19W 3300lm/26W 4810lm/40W

58.125" 3000lm/23W 4130lm/32W 6010lm/49W

69.5" 3600lm/27W 4950lm/38W 7210lm/59W

80.875" 4200lm/34W 5780lm/47W 8410lm/70W

per foot 620lm/4.7W 850lm/6.6W 1240lm/10.1W

400

300

200

100

Dir.100%

Microprismatic | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1510lm/15W 2070lm/21W 3020lm/31W

46.5" 2010lm/19W 2760lm/26W 4020lm/40W

58.125" 2510lm/23W 3450lm/32W 5030lm/49W

69.5" 3010lm/27W 4140lm/38W 6030lm/59W

80.875" 3510lm/34W 4830lm/47W 7040lm/70W

per foot 520lm/4.7W 720lm/6.6W 1040lm/10.1W

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power

90° Corner 
Opal/Microprismatic

min. 200mm 
      7.875"

max 1500mm 
    59"

81mm 
3.25"

81mm 
3.25"

L

Y-Cord Suspension



Matric Square Suspended
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Kindergarten, Vach, Germany
Matric R1 Square

Ichthuskerk, Boskoop, Netherlands
Matric R4



Matric Square GX/RX | System 1.5'' Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made of 1.625"  
wide profile. Direct-indirect or direct-only light distribution.
Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Louver available in various color finishes.  
Microprismatic screen made of special acrylic glass with optimized  
glare reduction especially for workplaces. Satin opal diffuser for  
general lighting with maximum transmittance and homogeneous  
lighting. Indirect light with innovative lens technology for wide- 
-angle ceiling illumination.

Surface Finish:

Surface silver, white, graphite, black, champagne or copper  
coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable parallel cord suspension with transparent power  
supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1L: Matric

GX: Direct only, RX: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power 

Square Size in mm: Q640 (25.25"), Q930 (36.625"), Q1220 (48"), Q1510 (59.5")

K: Parallel Suspension

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1LGX A S E - 8 30 M - Q930 - K

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

450

300

200

100

Dir.100%

Opal Diffuser | Direct

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

25.25" 3640lm/30W 4950lm/40W

36.625" 5470lm/44W 7420lm/60W

48" 7290lm/60W 9900lm/81W

59.5" 9110lm/74W 12370lm/100W

Q
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

25.25" 2450lm/23W 4400lm/40W

36.625" 3680lm/34W 6600lm/60W

48" 4910lm/46W 8790lm/81W

59.5" 6130lm/57W 11000lm/100W

Microprismatic | Direct

500

350

150

50

Dir.100%

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

25.25" 7860lm/62W 10350lm/81W

36.625" 12230lm/93W 16070lm/124W

48" 16590lm/129W 21790lm/171W

59.5" 20940lm/161W 27510lm/213W

Opal Diffuser | Direct-Indirect

300

200

100

50

Dir.~45%

Indir.~55%

Q
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

25.25" 5460lm/46W 7460lm/62W 9800lm/81W

36.625" 8500lm/69W 11620lm/93W 15250lm/124W

48" 11530lm/95W 15780lm/129W 20680lm/171W

59.5" 14560lm/118W 19920lm/161W 26140lm/213W

Microprismatic | Direct-Indirect

300

200

100

50

Dir.~45%

Indir.~55% UGR≤19

for Low 
and Medium 
Power

GX: 65mm 2.5"
RX: 75mm 3"

Q

Q

Parallel Suspension

40mm  
1.625"

min. 200mm 
      7.875"

max 1500mm 
    59"

L85/50000h



Matric Square Acoustic Suspended
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Rutheneum, Gera, Germany
Matric Square Acoustic R1



Matric Square Acoustic GX/RX | System 1.5'' Suspended

Housing:

Extruded Aluminum. LED pendant luminaire made of 1.625"  
wide profile. Direct-indirect or direct-only light distribution.
Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform symme-
trical light distribution with high glare limitation (UGR<19) especially for 
workplaces. Louver available in various color finishes. Microprismatic 
screen made of special acrylic glass with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting with 
maximum transmittance and homogeneous lighting. Indirect light with 
innovative lens technology for wide-angle ceiling illumination.

Surface Finish:

Surface silver, white, graphite, black, champagne or copper coated. 
Further surface options see Lightnet-Surface--Collection. RAL or PAN-
TONE of your choice. Sound absorber for a wide frequency spectrum, 
reducing the reverberation time. Made of ecologically sourced sheep's 
wool available in various colors, microperforated steel in luminaire color. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Installation:

Height-adjustable parallel cord suspension with transparent power  
supply cable. Color of canopy match to luminaire body.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1L: Matric

GX: Direct only, RX: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power 

Square Size in mm: Q640 (25.25"), Q930 (36.625"), Q1220 (48"), Q1510 (59.5")

K: Parallel Suspension

DALI, DMX, Lutron System, Casambi ,Acoustic Absorber: AW: Micro Perforated, BW: Beige Wool, ZW: Green Wool, GW: Graphite Wool

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Suspension

On Request

1LGX A S E - 8 30 M - Q930 - K

GX: 65mm 
2.5"
RX: 75mm 3"

Q

Q

Parallel Suspension

40mm  
1.625"

min. 200mm 
      7.875"

max 1500mm 
    59"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

AW Micro Perforated ZW: Green Wool GW: Graphite WoolBW: Beige Wool

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

450

300

200

100

Dir.100%

Opal Diffuser | Direct

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

25.25" 3640lm/30W 4950lm/40W

36.625" 5470lm/44W 7420lm/60W

48" 7290lm/60W 9900lm/81W

59.5" 9110lm/74W 12370lm/100W

Q
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

25.25" 2450lm/23W 4400lm/40W

36.625" 3680lm/34W 6600lm/60W

48" 4910lm/46W 8790lm/81W

59.5" 6130lm/57W 11000lm/100W

Microprismatic | Direct

500

350

150

50

Dir.100%

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

25.25" 7860lm/62W 10350lm/81W

36.625" 12230lm/93W 16070lm/124W

48" 16590lm/129W 21790lm/171W

59.5" 20940lm/161W 27510lm/213W

Opal Diffuser | Direct-Indirect

300

200

100

50

Dir.~45%

Indir.~55%

Q
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

25.25" 5460lm/46W 7460lm/62W 9800lm/81W

36.625" 8500lm/69W 11620lm/93W 15250lm/124W

48" 11530lm/95W 15780lm/129W 20680lm/171W

59.5" 14560lm/118W 19920lm/161W 26140lm/213W

Microprismatic | Direct-Indirect

300

200

100

50

Dir.~45%

Indir.~55% UGR≤19

for Low 
and Medium 
Power

L85/50000h



Basic Déco A3/A4 | 

Surface

194

Basic Visio Y9/X9 | 

Surface

202

Ringo Star AX | System

40mm Surface

212

Liquid Line A3 | System 

2.5'' Surface

224

Basic Déco X3 | 

Surface

196

Beam Me Up (Flat)  

Y3/X3 | Surface

204

Ringo Star A3 | System

2.5'' Surface

214

Caleo Inverse AX | 

System 1.5'' Surface

228

Basic Superflat Y7/X7 | 

Surface

186

Beam Me Up (Max)  

Y1/X1 | Surface

208

Ringo Star A1 | System

4'' Surface

216

Caleo Neo Y4/X4 | 

Surface

230

Basic Neo A5 | 

Surface

190

Basic Max A1 | 

Surface

198

Beam Me Up (Wallwasher) 

A4 | Surface

210

Caleo Neo Y6/X6 | 

Square Surface

232

Basic Neo X5 | 

Surface

192

Basic Max Y1/X1 | 

Surface

200

Liquid Line AX | System

1.5'' Surface

218

Cubic Evolution Y4/X4 | 

Surface

234



Surface
Cubic Déco A3 | 

Surface

244

Matric AX | System

1.5'' Surface

248

Matric Déco A9 | 

Surface

246

Matric A5 | System

3'' Surface

258

Matric A3 | System

2.5'' Surface

256

Cubic Neo A9 | 

Surface

240

Cubic Evolution Y5/X5 | 

Surface

236

Cubic Evolution Y6/X6 | 

Square Surface

238

Cubic Max A2/X2 |

Surface

242



Basic Superflat Y7/X7 | Surface 

Housing:

Extruded Aluminum. Tiered LED surface-mounted luminaire for walls  
or ceilings made with 0.75" visible trim. Direct light distribution and  
indirect lighting corona or direct only light distribution. Fully enclosed.

Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection or RAL  
of your choice. 
 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1B: Basic

X7: Direct-Indirect, Y7: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D800 (31.5")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B X7 A S E- 8 30 M - D400

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

D

34mm 
1.375"
18mm
0.75"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1270lm/11W 2160lm/18W

15.75" 2350lm/18W 4070lm/31W

19.625" 3040lm/23W 5300lm/40W

23.625" 5450lm/40W 8370lm/63W

31.5" 7980lm/60W 10920lm/81W

50

100

150

200

Dir.~65%

Indir.~35%

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 700lm/7W 1200lm/11W

15.75" 1490lm/12W 2580lm/21W

19.625" 2070lm/16W 3630lm/28W

23.625" 3460lm/25W 5620lm/42W

31.5" 5280lm/40W 7150lm/54W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 690lm/7W 1190lm/11W

15.75" 1470lm/12W 2560lm/21W

19.625" 2030lm/16W 3570lm/28W

23.625" 3390lm/25W 5520lm/42W

31.5" 5160lm/40W 6980lm/54W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1260lm/11W 2150lm/18W

15.75" 2330lm/18W 4050lm/31W

19.625" 3000lm/23W 5240lm/40W

23.625" 5380lm/40W 8270lm/63W

31.5" 7860lm/60W 10750lm/81W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19



Basic Surface

Ziegler, Ploeßberg, Germany

Basic A1
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Freight forwarding Schmidt  

Heilbronn, Germany

Basic Z3, Basic L7



Basic Neo A5 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls or ceilings. 
Direct only light distribution. Fully enclosed. 

Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection or RAL  
of your choice. 
 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.



  191

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

L85/50000h

1B: Basic

A5: Direct Only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D800 (31.5")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B A5 O S E - 8 30 M - D400

D

38mm
1.5"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 700lm/7W 1200lm/11W

15.75" 1490lm/12W 2580lm/21W

19.625" 2070lm/16W 3630lm/28W

23.625" 3460lm/25W 5620lm/42W

31.5" 5280lm/40W 7150lm/54W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 690lm/7W 1190lm/11W

15.75" 1470lm/12W 2560lm/21W

19.625" 2030lm/16W 3570lm/28W

23.625" 3390lm/25W 5520lm/42W

31.5" 5160lm/40W 6980lm/54W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power



Basic Neo X5 | Surface 

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls or ceilings. 
Direct light distribution and indirect lighting corona. Fully enclosed. 

Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection or RAL  
of your choice. 
 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

L85/50000h

1B: Basic

X5: Direct -Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D800 (31.5")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B X5 O S L - 8 30 M - D400

D

38mm
1.5"

40mm
1.625"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1220lm/11W 2080lm/18W

15.75" 2280lm/18W 3940lm/31W

19.625" 2960lm/23W 5160lm/40W

23.625" 5280lm/40W 8140lm/63W

31.5" 7750lm/60W 10600lm/81W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11,75" 1210lm/11W 2070lm/18W

15.75" 2260lm/18W 3920lm/31W

19.625" 2920lm/23W 5100lm/40W

23.625" 5210lm/40W 8040lm/63W

31.5" 7630lm/60W 10430lm/81W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19



Basic Déco A3/A4 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls and  
ceilings. Direct only light distribution. Luminaire body made of aluminum 
profile. Fully enclosed. 

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer housing and inner decor available in various finishes and  
combinations, e.g. white, silver, graphite, black, gold or copper  
coated. For further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.
 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 120lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1B: Basic

A3: Direct only, A4: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"),D400 (15.75"), D500 (19.625"), D600 (23.625"),  

D800 (31.5") [A3 only], D900 (35.375") [A4 only], D1200 (47.25") [A4 only]

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Reflector

On Request

1B A3 A S E - 8 30 M - D500 - G

K Satin Copper
K Satin Copper

H Anodic Champagne
H Anodic Champagne

B Jet Black
B Jet Black

U Urban Graphite
U Urban Graphite

S Radiant Silver
S Radiant Silver

W Snow White
W Snow White

B Jet Black
G Satin Gold

H Anodic Champagne
B Jet Black

W Snow White
B Jet Black

B Jet Black
W Snow White

W Snow White
K Satin Copper

W Snow White
G Satin Gold

A3: 

A4: 

D

58mm
2.25"
100mm
3.875"

A4 Opal Diffuser | Direct

100

200

300

400

Dir.100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 910lm/7W 1780lm/13W

15.75" 1790lm/13W 3690lm/25W

19.625" 2550lm/17W 5010lm/33W

23.625" 3980lm/25W 7470lm/50W

35.375" 7780lm/56W 12800lm/92W

47.25" 14900lm/106W 24500lm/172W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 880lm/7W 1730lm/13W

15.75" 1740lm/13W 3580lm/25W

19.625" 2480lm/17W 4860lm/33W

23.625" 3860lm/25W 7250lm/50W

35.375" 7920lm/56W 13000lm/92W

47.25" 15100lm/106W 24900lm/172W

A4 Microprismatic | Direct

50

200

350

500

Dir.100% UGR≤19

for Low  
Power

A3 Opal Diffuser | Direct

100

200

300

400

Dir.100%

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 810lm/8W 1400lm/13W

15.75" 1500lm/14W 2410lm/21W

19.625" 2390lm/21W 4040lm/35W

23.625" 3650lm/28W 5330lm/42W

35.375" 5510lm/44W 6660lm/55W

A3 Microprismatic | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 830lm/8W 1430lm/13W

15.75" 1500lm/14W 2410lm/21W

19.625" 2370lm/21W 3980lm/35W

23.625" 3560lm/28W 5230lm/42W

35.375" 5360lm/44W 6490lm/55W

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power



Basic Déco X3 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls or ceilings. 
Direct light distribution and indirect lighting corona. Fully enclosed. 

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer housing and inner decor available in various finishes and  
combinations, e.g. white, silver, graphite, black, gold or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.
 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1B: Basic

X3: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D800(31.5")

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Reflector

On Request

1B X3 A S E - 8 30 M - D500 - G

K Satin Copper
K Satin Copper

H Anodic Champagne
H Anodic Champagne

B Jet Black
B Jet Black

U Urban Graphite
U Urban Graphite

S Radiant Silver
S Radiant Silver

W Snow White
W Snow White

B Jet Black
G Satin Gold

H Anodic Champagne
B Jet Black

W Snow White
B Jet Black

B Jet Black
W Snow White

W Snow White
K Satin Copper

W Snow White
G Satin Gold

D

34mm
1.375"
38mm
1.5"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1460lm/13W 2500lm/23W

15.75" 2370lm/20W 3750lm/31W

19.625" 3520lm/29W 5870lm/48W

23.625" 5470lm/43W 7850lm/63W

31.5" 7980lm/63W 10110lm/82W

50

100

150

200

Dir.~65%

Indir.~35%

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1480lm/13W 2530lm/23W

15.75" 2370lm/20W 3750lm/31W

19.625" 3500lm/29W 5810lm/48W

23.625" 5380lm/43W 7750lm/63W

31.5" 7830lm/63W 9940lm/82W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19



Basic Max A1 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls or ceilings. 
Direct only light distribution. 6 different diameters from 11.75" to 47.25" 
– with overall height of 3". Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Opal diffuser made of acrylic glass.

Surface Finish:

Surface white, silver, graphite, black, champagne or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse.  
Up to 120lm/W efficacy. Choice of different lumen output levels:  
Low or Medium Power. Lifetime minimum 50,000h with 85% of lumen 
maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1B: Basic

A1: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D400-D1200]

E: Low Power, M: Medium Power  

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"),  

D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59"), D2000 (78,75")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

 

On Request

1B A1 O S E - 8 30 M - D300

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 910lm/7W 1780lm/13W

15.75" 1790lm/13W 3690lm/25W

19.625" 2550lm/17W 5010lm/33W

23.625" 3980lm/25W 7470lm/50W

35.375" 7780lm/56W 12800lm/92W

47.25" 14900lm/106W 24500lm/172W

Opal Diffuser | Direct

100

200

300

400

Dir.100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 880lm/7W 1730lm/13W

15.75" 1740lm/13W 3580lm/25W

19.625" 2480lm/17W 4860lm/33W

23.625" 3860lm/25W 7250lm/50W

35.375" 7920lm/56W 13000lm/92W

47.25" 15100lm/106W 24900lm/172W

Microprismatic | Direct

Dir.100% UGR≤19

for Low 
Power

100

200

300

400

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

D

75mm
3"



Basic Max Y1/X1 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings. Direct light distribution and indirect lighting corona  
or direct only light distribution. in 5 different diameters from 15.75"  
to 47.25". Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction  
especially for workplaces. Opal diffuser made of acrylic glass.

Surface Finish:

Surface white, silver, graphite, black, champagne or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse.  
Up to 120lm/W efficacy. Choice of different lumen output levels:  
Low or Medium Power. Lifetime minimum 50,000h with 85% of lumen 
maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

L85/50000h

1B: Basic

Y1: Direct only, X1: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power  

Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D600 (23.625"), D900 (35.375"), D1200 (47.25")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size 

On Request

1B X1 O S E - 8 30 M - D400

D400-D600: 55mm 2.125"
D900, D1200: 75mm 3"

D

35mm 1.375"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 910lm/7W 1780lm/13W

15.75" 1790lm/13W 3690lm/25W

19.625" 2550lm/17W 5010lm/33W

23.625" 3980lm/25W 7470lm/50W

31.5" 7780lm/56W 12800lm/92W

47.25" 14900lm/106W 24500lm/172W

59" 18000lm/157W 29600lm/256W

78.75" 32300lm/285W 53200lm/462W

Opal Diffuser | Direct

100

200

300

400

Dir.100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 1470lm/10W 2860lm/19W

15.75" 2850lm/18W 5850lm/38W

19.625" 4040lm/26W 7910lm/51W

23.625" 6520lm/40W 12300lm/80W

31.5" 12200lm/82W 19200lm/131W

47.25" 22600lm/152W 34300lm/232W

59" 24200lm/193W 40000lm/321W

78.75" 42200lm/343W 67500lm/560W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 1440lm/10W 2810lm/19W

15.75" 2800lm/18W 5740lm/38W

19.625" 3970lm/26W 7760lm/51W

23.625" 6410lm/40W 12100lm/80W

31.5" 12400lm/82W 19400lm/131W

47.25" 22900lm/152W 34700lm/232W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~65%

Indir.~35% UGR≤19

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

11.75" 880lm/7W 1730lm/13W

15.75" 1740lm/13W 3580lm/25W

19.625" 2480lm/17W 4860lm/33W

23.625" 3860lm/25W 7250lm/50W

31.5" 7920lm/56W 13000lm/92W

47.25" 15100lm/106W 24900lm/172W

Microprismatic | Direct

Dir.100% UGR≤19

for Low 
Power

100

200

300

400



Basic Visio Y9/X9 | Surface

Housing:

Luminaire body made of cast acrylic glass. LED surface-mounted  
luminaire for walls or ceilings. Direct-omnidirectional light distribution  
for soft wall or ceiling illumination or direct-indirect light distribution  
for stronger indirect light distribution. Fully enclosed and damp rated.

Optical System:

Available with microprismatic screen with optimized glare reduction 
especially for workplaces or satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Spacers and backplate optionally white or graphite coated. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse.  
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

Pending ETL.
5 Years Warranty.
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L85/50000h

1B: Basic

Y9: Direct only, X9: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

U: Urban Graphite

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power

Luminaire Diameter in mm: Luminaire Diameter in mm: D300 (11.75"), D400 (15.75"), D500 (19.625"), D610 (24")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B X9 O U E - 8 30 M - D400

U Urban Graphite

D

55mm 
2.125"

32mm 
1.25"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 670lm/5W 1060lm/9W

15.75" 1730lm/13W 3020lm/22W

19.625" 2620lm/19W 4830lm/34W

24" 3550lm/25W 6570lm/46W

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 630lm/5W 1000lm/9W

15.75" 1630lm/13W 2840lm/22W

19.625" 2470lm/19W 4560lm/34W

24" 3340lm/25W 6200lm/46W

Microprismatic | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 760lm/6W 1200lm/10W

15.75" 1770lm/14W 3090lm/23W

19.625" 2840lm/21W 5230lm/38W

24" 3830lm/28W 7100lm/52W

Microprismatic | Direct-Indirect

100

150

200

250

Dir.~85%

Indir.~15% UGR≤19

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 800lm/6W 1260lm/10W

15.75" 1870lm/14W 3270lm/23W

19.625" 2990lm/21W 5500lm/38W

24" 4040lm/28W 7470lm/52W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~90%

Indir.~10%

50

150

250

350

Indir.~5% UGR≤19

for Medium  
Power

Dir.~95%
50

100

200

300

Indir.~5%

Dir.~95%



Beam Me Up (Flat) Y3/X3 | Surface

Housing:

High-quality processed FRP (Fiberglass Reinforced Plastic).
LED surface-mounted luminaire for walls and ceilings with rebated  
lens optic set in a decorative ring. Direct light distribution and indirect 
lighting corona or direct only light distribution. Fully enclosed.

Optical System:

Available with microprismatic screen with optimized glare reduction 
especially for workplaces or satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer housing and Decorative reflector ring available in various  
finishes and combinations, e.g. white, silver, graphite, black, gold  
or copper coated. For further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse.  
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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B Jet Black
W Snow White

B Jet Black
G Satin Gold

K Satin Copper
K Satin Copper

H Anodic Champagne
B Jet Black

U Urban Graphite
U Urban Graphite

H Anodic Champagne
H Anodic Champagne

L85/50000h

1M: Beam Me Up

Y3: Direct only, X3: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D650-D850]

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D450 (17.75"), D650 (25.625"), D850 (33.5")

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size 

Reflector

On Request

1M X3 O A E - 8 30 M - D450 - G 

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

100

150

200

250

Dir.~65%

Indir.~35%

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 2260lm/18W 3910lm/31W

25.625" 5120lm/40W 7890lm/63W

33.5" 7650lm/60W 10460lm/81W

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 1470lm/12W 2550lm/21W

25.625" 3300lm/25W 5370lm/42W

33.5" 5180lm/40W 7010lm/54W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 1450lm/12W 2510lm/21W

25.625" 3200lm/25W 5200lm/42W

33.5" 5020lm/40W 6790lm/54W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 2240lm/18W 3870lm/31W

25.625" 5020lm/40W 7720lm/63W

33.5" 7490lm/60W 10240lm/81W

Microprismatic | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35% UGR≤19

D

90mm 
3.5"

40mm 
1.625"



Beam Me Up Surface
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Agras, Genoa, Italy
Beam Me Up X1



Beam Me Up (Max) Y1/X1 | Surface

Housing:

High-quality processed FRP (Fiberglass Reinforced Plastic).
LED surface-mounted luminaire for ceilings with rebated diffuser  
set in a decorative ring. Direct light distribution and indirect lighting  
corona or direct only light distribution. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting. 

Surface Finish:

Outer housing and Decorative reflector ring available in various finishes 
and combinations, e.g. white, silver, graphite, black, gold or copper  
coated. For further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. Up to 
110lm/W efficacy. Choice of different lumen output levels: Medium 
or High Power. Lifetime minimum 50,000h with 85% of lumen mainte-
nance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1M: Beam Me Up

Y1: Direct only, X1: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D400 (15.75"), D700 (27.5"), D1200 (47.25")

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size 

Reflector

On Request

1M X1 O A E - 8 30 M - D400 - G 

B Jet Black
W Snow White

B Jet Black
G Satin Gold

K Satin Copper
K Satin Copper

H Anodic Champagne
B Jet Black

U Urban Graphite
U Urban Graphite

H Anodic Champagne
H Anodic Champagne

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

15.75" 2230lm/20W 3270lm/32W

27.5" 6000lm/50W 8790lm/80W

47.25" 20130lm/177W 27680lm/247W

50

100

150

200

Dir.~50%

Indir.~50%

Opal Diffuser | Direct-Indirect

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

15.75" 1140lm/14W 1680lm/22W

27.5" 3060lm/35W 4490lm/52W

47.25" 8980lm/104W 11750lm/139W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

15.75" 1090lm/14W 1600lm/22W

27.5" 2920lm/35W 4290lm/52W

47.25" 8580lm/104W 11220lm/139W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Medium  
Power

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

15.75" 2180lm/20W 3190lm/32W

27.5" 5860lm/50W 8590lm/80W

47.25" 19730lm/177W 27150lm/247W

Microprismatic | Direct-Indirect

100

150

200

250

Dir.~45%

Indir.~55% UGR≤16

D

D400: 40mm (1.625")
D700. D1200: 60mm (2.375")

D400: 160mm (6.25")
D700: 250mm (9.875")
D1200: 350mm  (13.75")



Beam Me Up (Wallwasher) A4 | Surface

Housing:

High-quality processed FRP (Fiberglass Reinforced Plastic).
LED surface-mounted luminaire for ceilings with rebated diffuser  
set in a decorative ring. Direct only light distribution with wide  
asymmetrical beam angle. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Decorative reflector ring available in various finishes and combinations, 
e.g. white, silver, graphite, black, gold or copper coated. For further  
surface options see Lightnet-Surface-Collection. RAL or PANTONE  
of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse.  
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

27.5" 3060lm/35W 4490lm/52W

47.25" 8980lm/104W 11750lm/139W

Microprismatic | Direct

150

250

350

450

Dir.100%

1M: Beam Me Up

A4: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Diameter in mm: D700 (27.5"), D1200 (47.25")

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size 

Reflector

On Request

1M A4 O A E - 8 30 M - D700 - G 

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

27.5" 3160lm/35W 4650lm/52W

47.25" 9300lm/104W 12160lm/139W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

B Jet Black
W Snow White

B Jet Black
G Satin Gold

K Satin Copper
K Satin Copper

H Anodic Champagne
B Jet Black

U Urban Graphite
U Urban Graphite

H Anodic Champagne
H Anodic Champagne

D

D700: 360mm (14.125")
D1200: 580mm (22.875")

D700: 179mm (7")
D1200: 269mm (10.625")

L85/50000h



Ringo Star AX | System 1.5'' Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire. Direct only  
light distribution. 5 different diameters from 23.625" to 78.75".  
Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver (Ø2'-Ø4') for wide  
uniform symmetrical light distribution with high glare limitation  
(UGR<19) especially for workplaces. Louver available in various  
color finishes. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1R: Ringo Star

AX: Direct only

C: Opal Flex Diffuser, L: Lens Louvre* [D600-D1245]

W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1245 (49"), D1500 (59"), D2000 (78.75")

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Lens Louvre*

On Request

1R AX L W E - 8 30 H - D600 - B*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 2680lm/29W 3740lm/41W

35.375" 4030lm/43W 5610lm/62W

49" 5820lm/62W 7940lm/89W

59" 6730lm/71W 9920lm/108W

78.75" 9400lm/100W 13210lm/144W

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

D
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

23.625" 2930lm/23W 5310lm/42W

35.375" 4470lm/33W 8190lm/66W

49" 6250lm/45W 11470lm/90W

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

40mm 
1.625"

D

65mm 
 2.5"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White A Satin Silver

W Snow White 
B Jet Black

W Snow White 
G Satin Gold

W Snow White 
H Anodic Champagne

W Snow White 
K Satin Copper

W Snow White 
W Snow White

W Snow White
A Satin Silver

L85/50000h



Ringo Star A3 | System 2.5'' Surface

Housing:

Extruded Aluminum made of 2.375" wide profile. LED surface-mounted 
luminaire. Direct only light distribution. 13 different diameters from 2'  
to 26'. Fully enclosed and damp rated. 
 
Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
For further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse.  
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.   
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1R: Ringo Star

A3: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D1500-D8000]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59"), D2000 (78.75"), D2500 (98.375"), 

D3000 (118.125"), D3500 (137.75"), D4000 (157.5"), D5000 (196.875"), D6000 (236.25"), D7000 (275.625"), D8000 (315")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1R A3 O S E - 8 30 H - D1500 

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 2000lm/25W 2950lm/36W 4050lm/51W

35.375" 3200lm/40W 4730lm/60W 6160lm/78W

47.25" 4460lm/54W 6170lm/76W 8600lm/112W

59" 5600lm/68W 8300lm/100W 10900lm/137W

78.75" 7000lm/87W 10400lm/127W 13650lm/173W

98.375" 9130lm/111W 13500lm/164W 17750lm/223W

118.125" 11240lm/136W 16600lm/200W 21850lm/273W

137.75" 13350lm/164W 19800lm/240W 26000lm/323W

157.5" 15440lm/190W 22760lm/280W 29900lm/380W

196.875" 18970lm/229W 27850lm/342W 36900lm/459W

236.25" 22500lm/272W 33200lm/400W 43700lm/546W

275.625" 25300lm/316W 37340lm/462W 49150lm/626W

315" 29500lm/364W 43570lm/534W 57350lm/725W

Microprismatic | Direct

Dir. 100%

50

200

350

500

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 2170lm/25W 3200lm/36W 4400lm/51W

35.375" 3450lm/40W 5130lm/60W 6690lm/78W

47.25" 4850lm/54W 6700lm/76W 9350lm/112W

59" 6100lm/68W 9000lm/100W 11860lm/137W

78.75" 7600lm/87W 11260lm/127W 14800lm/173W

98.375" 9900lm/111W 14640lm/164W 19260lm/223W

118.125" 12200lm/136W 18000lm/200W 23700lm/273W

137.75" 14500lm/164W 21470lm/240W 28200lm/323W

157.5" 16750lm/190W 24700lm/280W 32500lm/380W

196.875" 20600lm/229W 30200lm/342W 40100lm/459W

236.25" 24400lm/272W 36000lm/400W 47400lm/546W

275.625" 27450lm/316W 40530lm/462W 53350lm/626W

315" 32000lm/364W 47300lm/534W 62200lm/725W

Opal Diffuser | Direct

Dir. 100%

50

150

300

450

D

60mm 
2.375"

85mm 
3.375"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver



Ringo Star A1 | System 4'' Surface

Housing:

Extruded Aluminum made of 3.875" wide profile. LED surface-mounted 
luminaire. Direct only light distribution. 13 different diameters from 2'  
to 26'. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
For further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse.  
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low or Medium Power. Custom lumen output upon request.   
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

150

250

350

450

Dir.100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 3850lm/35W 4880lm/44W

35.375" 6570lm/60W 8060lm/73W

47.25" 8800lm/77W 10400lm/91W

59" 11100lm/97W 13360lm/121W

78.75" 14800lm/129W 18700lm/169W

98.375" 18900lm/162W 23300lm/204W

118.125" 23260lm/198W 28650lm/250W

137.75" 26270lm/228W 32200lm/281W

157.5" 30500lm/264W 37600lm/331W

196.875" 39400lm/342W 48350lm/421W

236.25" 46500lm/396W 57300lm/499W

275.625" 55450lm/475W 68200lm/590W

315" 61100lm/528W 75200lm/663W

Microprismatic | Direct

50

150

250

350

Dir.~100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

23.625" 4140lm/35W 5240lm/44W

35.375" 7050lm/60W 8660lm/73W

47.25" 9450lm/77W 11150lm/91W

59" 11930lm/97W 14350lm/121W

78.75" 15900lm/129W 20100lm/169W

98.375" 20300lm/162W 25000lm/204W

118.125" 25000lm/198W 30800lm/250W

137.75" 28200lm/228W 34630lm/281W

157.5" 32800lm/264W 40400lm/331W

196.875" 42300lm/342W 51940lm/421W

236.25" 50000lm/396W 61560lm/499W

275.625" 59570lm/475W 73270lm/590W

315" 65600lm/528W 80800lm/663W

Opal Diffuser | Direct

1R: Ringo Star

A1: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power 

Luminaire Diameter in mm: D600 (23.625"), D900 (35.375"), D1200 (47.25"), D1500 (59"), D2000 (78.75"), D2500 (98.375"),  

D3000 (118.125"), D3500 (137.75"), D4000 (157.5"), D5000 (196.875"), D6000 (236.25"), D7000 (275.625"), D8000 (315") 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1R A1 O S E - 8 30 M - D1500 

D

100mm 
3.875"

85mm 
3.375"

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver



Liquid Line AX | System 1.5'' Surface

Housing:

Extruded Aluminum. LED surface mounted light system made  
with 1.625" wide profile. Direct only light distribution. Fully enclosed  
and damp rated. 

Optical System:

Precision lenses with louver for wide uniform symmetrical light  
distribution with high glare limitation (UGR<19). Louver available  
in various color finishes. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting. 

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Curve Modules

Linear Modules

1/2 Curve, Opal Flex Diffuser

R[mm] 300 450 622.5 750
R[inch] 11.75" 17.75" 24.5" 29.5"

L[mm] 942 1414 1956 2356

L[inch] 37.125" 55.625" 77" 92.75"

R[mm] 300 622.5 750 1000
R[inch] 11.75" 24.5" 29.5" 39.375"

L[mm] 471 978 1178 1570
L[inch] 18.5" 38.5" 46.375" 61.75"

R[mm] 300 622.5 1000
R[inch] 11.75" 24.5" 39.375"

L[mm] 236 489 785
L[inch] 9.25" 19.25" 30.875"

Lens Louvre

L[mm] 668 932 1197 1461 1726 1990

L[inch] 26.25" 36.75" 47.125" 57.5" 68" 78.375"

Opal Flex Diffuser

L[mm] 600 890 1182 1475 1765 2055

L[inch] 23.625" 35" 46.5" 58.125" 69.5" 80.875"

1/4 Curve, Opal Flex Diffuser

1/8 Curve, Opal Flex Diffuser

1/2 Curve, Lens Louvre

R[mm] 300 450 622.5

R[inch] 11.75" 17.75" 24.5"

L[mm] 942 1414 1956

L[inch] 37.125" 55.625" 77"

1/4 Curve, Lens Louvre

R[mm] 300 450 622.5

R[inch] 11.75" 17.75" 24.5"

L[mm] 471 708 978

L[inch] 18.5" 27.875" 38.5"



X-Junction Modules

Wave Modules

Y-Junction Modules

Bend Modules

Opal Flex Diffuser

Opal Flex Diffuser

L1 [mm] L1 [inch] L2 [mm] L2 [inch]

90° 570 22.5" 285 11.25"

45° 570 22.5" 315 12.375"

L1 [mm] L1 [inch] L2 [mm] L2 [inch] L3 [mm] L3 [inch]

90° 570 22.5" 285 11.25" 285 11.25"
45° 570 22.5" 315 12.375" 315 12.375"

90°

R300

90°

R225

Opal Flex Diffuser

R 188

R 188

Lens Louvre

L[mm] 584 716 981

L[inch] 23" 28.25" 38.625"

L[mm] 580 675 960

L[inch] 22.785" 26.625" 37.75"

Opal Flex Diffuser

L[mm] 280 375 470

L[inch] 11" 14.75" 18.5"

Opal Flex Diffuser

L[mm] 280 375 470

L[inch] 11" 14.75" 18.5"
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U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White A Satin Silver

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Flex Diffuser | Direct

Lumen/Watt
Low Power

330lm/3.4W per foot

Lumen/Watt
Medium Power

 480lm/4.8W per foot

Lumen/Watt
High Power

670lm/6.7W per foot

Dir. 100%

50

150

300

450

Lumen/Watt
Low Power

520lm/3.9W per foot

Lumen/Watt
Medium Power 740lm/5.5W per foot

Lumen/Watt
High Power

960lm/7.3W per foot

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

65mm
2.5"

40mm 
1.625"

L85/50000h



Liquid Line Surface

Creos, Luxemburg 
Liquid Line A3
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Liquid Line A3 | System 2.5'' Surface

Housing:

LED surface mounted light system made with 2.375" wide profile.  
Direct only light distribution. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting.

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Linear Modules

Curve Modules

L

90°

L

L

1/2 
Circle

1/4 
Circle1/8 

Circle1/16 
Circle

R Outer

CE  1/8 Curve

R[mm] 1000 1500 2000 2500 3000 3500 4000

R[inch] 39.375" 59" 78.75" 98.375" 118.125" 137.75" 157.5"

L[mm] 785 1178 1571 1964 2356 2749 3142

L[inch] 30.875" 46.375" 61.875" 77.375" 92.75" 108.25" 123.75"

CE  1/8 Curve

R[mm] 2000 3000 3500

R[inch] 78.75" 118.125" 137.75"

L[mm] 785 1178 2749

L[inch] 30.875" 46.375" 108.25"

CQ  1/4 Curve

R[mm] 500 750 1000 1250 1500 1750 2000

R[inch] 19.625" 29.5" 39.375" 49.25" 59" 68.875" 78.75"

L[mm] 785 1178 1571 1964 2356 2749 3142

L[inch] 30.875" 46.375" 61.875" 77.375" 92.75" 108.25" 123.75"

CH  1/2 Curve

R[mm] 500 750 1000

R[inch] 19.625" 29.5" 39.375"

L[mm] 1570 2355 3140

L[inch] 61.75" 92.75" 123.625"

Linear Line

L[mm] 600 888 1178 1472 2340

L[inch] 23.625" 35" 46.375" 58" 92.125"

Sharp Corner

L[mm] 500

L[inch] 19.625"



Wave Modules

X-Junction Modules

Bend Modules

X1-Junction Module

L[mm] 1920

L[inch] 75.625"

90°

135°

480mm 
18.875"

480mm 
18.875"

480mm 
18.875"

480mm 
18.875"

B90

B135

Bend Modules

Type B45 B60 B90 B135

L[mm] 2046 960 960 960

L[inch] 80.375" 37.75" 37.75" 37.75"

45°

60°

B45

B60

480mm 
18.875"

480mm 
18.875"

1023mm 
40.25"

1023mm 
40.25"

R

R

R
R

R

R

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 848 1045 1241

L[inch] 33.375" 41.125" 48.875"

WV Concave 1/8 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 1131 1393 1655

L[inch] 44.5" 54.75" 65.125"

WV Concave 1/6 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 1696 2089 2482

L[inch] 66.75" 82.25" 97.75"

WV Concave 1/4 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 1696 2089 2482

L[inch] 66.75" 82.25" 97.75"

WX Convex  1/4 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 1131 1393 1655

L[inch] 44.5" 54.75" 65.125"

WX Convex  1/6 Wave 

R[mm] 1000 1250 1500

R[inch] 39.375" 49.25" 59"

L[mm] 848 1045 1241

L[inch] 33.375" 41.125" 48.875"

WX Convex  1/8 Wave 

X2-Junction Module

L[mm] 1800

L[inch] 70.875"

900mm 
35.375"

900mm 
35.375"

4×R2500mm
4×R 98.375"

867mm 
34.125"

531mm 
20.875"
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U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver

Y-Junction Modules

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct

Lumen/Watt
Low Power

400lm/4.5W per foot

Lumen/Watt
Medium Power

 580lm/6.9W per foot

Lumen/Watt
High Power

760lm/9.2W per foot

Dir. 100%

50

150

300

450

Lumen/Watt
Low Power

370lm/4.5W per foot

Lumen/Watt
Medium Power

 540lm/6.9W per foot

Lumen/Watt
High Power

700lm/9.2W per foot

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power

Y2-Junction Y5-Junction

L[mm] 1069

L[inch] 42.125"

L[mm] 1069

L[inch] 42.125"

72°

440mm 
17.375"

R500mm 
R19.625"

72°

440mm 
17.375"

R500mm 
R19.625"

Y6-Junction

L[mm] 620

L[inch] 24.375"

Y3-Junction

L[mm] 1875

L[inch] 73.875"

90°

135°

135°

807mm 
31.75"

680mm 
26.75"

140mm 
5.5"

25°

R1100mm 
R43.25"

Y1-Junction Y4-Junction

L[mm] 1450

L[inch] 57.125"

L[mm] 620

L[inch] 24.375"

740mm 
29.125"

250mm 
9.875"

R2500mm 
R98.375"

R3500mm 
R137.75"

140mm 
5.5"

25°

R1100mm 
R43.25"

60mm 
2.375"

85mm 
3.375"



Caleo Inverse AX | System 1.5'' Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire. Direct only light  
distribution. As standard available in 3 different sizes. Fully enclosed  
and damp rated. 
 
Optical System:

Direct light with precision lenses with louver for wide uniform symmetrical 
light distribution with high glare limitation (UGR<19) especially for work-
places. Louver available in various color finishes. Satin opal diffuser for 
general lighting with maximum transmittance and homogeneous lighting. 

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.



  229

1A: Caleo

AX: Direct only

C: Opal Flex Diffuser, L: Lens Louvre*

W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

E: Low Power, M: Medium Power, H: High Power 

Square Size in mm: Q640 (25.25"), Q900 (35.375"), Q1170 (46.125")

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi,  Acoustic Absorber

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Lens Louvre*

On Request

1A AX  L W E - 8 30 H - Q640 - B*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

25.25" 3190lm/34W 4460lm/50W

35.375" 4710lm/49W 6630lm/72W

46.125" 6280lm/64W 8840lm/95W

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

Q
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

25.25" 3570lm/27W 6550lm/54W

35.375" 5360lm/39W 9840lm/78W

46.125" 7150lm/51W 13110lm/104W

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

Q
Q

65mm 
2.5"

40mm 
1.625"

R188mm 
R 7.375"

W Snow White
W Snow White

W Snow White
A Satin Silver

W Snow White
B Jet Black

W Snow White
G Satin Gold

W Snow White
H Anodic Champagne

W Snow White
K Satin Copper

U Urban Graphite
K Satin CopperW Snow White H Anodic ChampagneA Satin Silver B Jet Black

L85/50000h



Caleo Neo Y4/X4 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls and  
ceilings. Direct light distribution and indirect lighting corona or direct  
only light distribution. Tiered luminaire body made with 1" visible trim. 
Fully enclosed. 
 
Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.  

Surface Finish:

Outer housing and inner decorative trim available in various finishes  
and combinations, e.g. white, silver, graphite, black, gold or copper 
coated. For surface options and combinations check Lightnet Surface 
Collection or Bi-Color Selection.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Medium or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1A: Caleo

X4: Direct-Indirect, Y4: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power, H: High Power 

Luminaire Length in mm:  L900 (35.375"), L1200 (47.25"), L1500 (59") 

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Reflector

1A X4 A W E - 8 30 M - L900 - G

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White 
B Jet Black

W Snow White
A Satin Silver

W Snow White
W Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3860lm/31W 5210lm/40W

47.25" 5140lm/39W 6930lm/52W

59" 6610lm/49W 8660lm/65W

Opal Diffuser | Direct

200

400

600

800

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 2380lm/19W 3290lm/27W

47.25" 3170lm/24W 4380lm/34W

59" 4150lm/32W 5470lm/42W

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3760lm/31W 5070lm/40W

47.25" 5010lm/39W 6810lm/52W

59" 6480lm/49W 8450lm/65W

Microprismatic | Direct-Indirect

50

150

250

350

Dir.~60%

Indir.~40% UGR≤19

Microprismatic | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 2280lm/19W 3150lm/27W

47.25" 3040lm/24W 4260lm/34W

59" 4020lm/32W 5260lm/42W

100

300

600

1000

Dir.100% UGR≤19

for Medium  
Power

L

35mm 1.375"
25mm 1"

200mm 
7.875"

L85/50000h



Caleo Neo Y6/X6 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
and ceilings. Direct and indirect light distribution or direct only  
light distribution. Fully enclosed. 

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.  

Surface Finish:

Outer housing and inner decorative trim available in various finishes  
and combinations, e.g. white, silver, graphite, black, gold or copper 
coated. For surface options and combinations check Lightnet Surface 
Collection or Bi-Color Selection.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Medium or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1A: Caleo

X6: Direct-Indirect, Y6: Direct Only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

M: Medium Power, H: High Power 

Square Size in mm: Q300 (11.75"), Q400 (15.75"), Q500 (19.625"), Q600 (23.625") 

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Reflector

On Request

1A X6 A W E - 8 30 M - Q400 - G

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White 
B Jet Black

W Snow White
A Satin Silver

W Snow White
W Snow White

Q

Q

35mm 1.375"
25mm 1"

L85/50000h

Microprismatic | Direct

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1230lm/11W 1670lm/15W

15.75" 2060lm/18W 2720lm/23W

19.625" 3180lm/26W 4180lm/35W

23.625" 4800lm/39W 6480lm/53W

Opal Diffuser | Direct-Indirect

100

150

200

250

Dir.~65%

Indir.~35%

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 2000lm/17W 2720lm/22W

15.75" 2950lm/23W 3910lm/31W

19.625" 5170lm/39W 6760lm/52W

23.625" 6830lm/54W 9290lm/73W

Opal Diffuser | Direct

200

400

600

800

Dir.100%

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1240lm/11W 1690lm/15W

15.75" 2080lm/18W 2740lm/23W

19.625" 3210lm/26W 4220lm/35W

23.625" 4840lm/39W 6540lm/53W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1990lm/17W 2700lm/22W

15.75" 2930lm/23W 3890lm/31W

19.625" 5140lm/39W 6720lm/52W

23.625" 6790lm/54W 9230lm/73W

Microprismatic | Direct-Indirect

50

150

250

350

Dir.~65%

Indir.~35% UGR≤19

100

300

600

1000

Dir.100% UGR≤19

for Medium  
Power



Cubic Evolution Y4/X4 | 200mm Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings. Direct light distribution and indirect lighting corona  
or direct only light distribution. Tiered luminaire body made with 1"  
visible trim. Fully enclosed.

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting. Indirect light with  
innovative lens technology for wide-angle ceiling illumination.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

L85/50000h

1C: Cubic

Y4: Direct only, X4: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Length in mm: L900 (35.375"), L1200 (47.25"), L1500 (59")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1C X4 A B E - 8 30 M - L900

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L 
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 2170lm/21W 2730lm/26W

47.25" 2890lm/27W 3650lm/34W

59" 3460lm/32W 4560lm/43W

Opal Diffuser | Direct

Dir. 100%

200

400

600

800

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 2280lm/21W 2930lm/26W

47.25" 3050lm/27W 3900lm/34W

59" 3700lm/32W 4880lm/43W

Microprismatic | Direct

Dir. 100%

100

300

600

1000

UGR≤19

for Medium  
Power

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3790lm/30W 5000lm/40W

47.25" 5020lm/39W 6560lm/52W

59" 6160lm/48W 8270lm/65W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~60%

Indir.~40% UGR≤19

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3750lm/30W 4950lm/40W

47.25" 4930lm/39W 6510lm/52W

59" 6090lm/48W 8160lm/65W

Opal Diffuser | Direct-Indirect

50

100

150

200

Dir.~60%

Indir.~40%

200mm 
7.875"

L

32mm 1.25"
25mm 1"



Cubic Evolution Y5/X5 | 300mm Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings. Direct light distribution and indirect lighting corona  
or direct only light distribution. Tiered luminaire body made with 1"  
visible trim. Fully enclosed.

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting. Indirect light with  
innovative lens technology for wide-angle ceiling illumination.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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1C: Cubic

Y5: Direct only, X5: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Luminaire Length in mm: L900 (35.375"), L1200 (47.25"), L1500 (59")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1C X5 A B E - 8 30 M - L900

H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L 
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3030lm/25W 4310lm/35W

47.25" 4040lm/33W 5740lm/48W

59" 5050lm/40W 7170lm/59W

Opal Diffuser | Direct

Dir. 100%

200

400

600

800

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 3220lm/25W 4600lm/35W

47.25" 4290lm/33W 6140lm/48W

59" 5370lm/40W 7670lm/59W

Microprismatic | Direct

Dir. 100%

100

300

600

1000

UGR≤19

for Medium  
Power

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 5220lm/39W 7430lm/55W

47.25" 6990lm/51W 9910lm/74W

59" 8590lm/62W 12350lm/91W

Microprismatic | Direct-Indirect

50

100

200

300

Dir.~60%

Indir.~40% UGR≤19

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 5030lm/39W 7140lm/55W

47.25" 6740lm/51W 9510lm/74W

59" 8270lm/62W 11850lm/91W

Opal Diffuser | Direct-Indirect

50

100

150

200

Dir.~60%

Indir.~40%

300mm 
11.75"

L

32mm 1.25"
25mm 1"



Cubic Evolution Y6/X6 | Square Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings. Direct and indirect light distribution or direct only light  
distribution. Tiered luminaire body made of profile with 1" visible  
frame. Fully enclosed. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting. Indirect light with  
innovative lens technology for wide-angle ceiling illumination.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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1C: Cubic

Y6: Direct only, X6: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Square Size in mm: Q300 (11.75"), Q400 (15.75"), Q500 (19.625"), Q600 (23.625"), Q800(31.5") 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1C X6 A B E - 8 30 M - Q600

H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

Q
32mm 1.25"
25mm 1"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Microprismatic | Direct

Dir. 100%

100

300

600

1000

UGR≤19

for Medium  
Power

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1210lm/11W 1740lm/16W
15.75" 1960lm/16W 2860lm/24W
19.625" 3330lm/26W 4290lm/34W
23.625" 5250lm/40W 7100lm/55W

31.5" 7590lm/55W 10630lm/78W

Opal Diffuser | Direct

Dir. 100%

200

400

600

800

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1170lm/11W 1650lm/16W
15.75" 1910lm/16W 2810lm/24W
19.625" 3300lm/26W 4270lm/34W
23.625" 5180lm/40W 7000lm/55W

31.5" 7370lm/55W 10120lm/78W

Microprismatic | Direct-Indirect

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1970lm/16W 2850lm/24W
15.75" 2920lm/23W 4170lm/32W
19.625" 4580lm/33W 5900lm/44W
23.625" 7240lm/55W 9850lm/76W

31.5" 10590lm/76W 14950lm/109W

50

100

200

300

Dir.~70%

Indir.~30% UGR≤19

Opal Diffuser | Direct-Indirect

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1930lm/16W 2760lm/24W
15.75" 2870lm/23W 4120lm/32W
19.625" 4550lm/33W 5880lm/44W
23.625" 7170lm/55W 9750lm/76W

31.5" 10370lm/76W 14440lm/109W

50

100

150

200

Dir.~70%

Indir.~30%



Cubic Neo A9 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings with overall height of 1.375" profile. Direct only light  
distribution. Fully enclosed.

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White K Satin Copper

1C: Cubic

A9: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Square size in mm: Q300 (11.75"),Q400 (15.75"), Q500 (19.625"), Q600 (23.625"), Q800(31.5")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1C A9 A B E - 8 30 M - Q600

Q
35mm  
1.375"

L85/50000h

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Microprismatic | Direct

Dir. 100%

100

300

600

1000

UGR≤19

for Medium  
Power

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1210lm/11W 1740lm/16W

15.75" 1960lm/16W 2860lm/24W

19.625" 3330lm/26W 4290lm/34W

23.625" 5250lm/40W 7100lm/55W

31.5" 7590lm/55W 10630lm/78W

Opal Diffuser | Direct

Dir. 100%

200

400

600

800

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

11.75" 1170lm/11W 1650lm/16W

15.75" 1910lm/16W 2810lm/24W

19.625" 3300lm/26W 4270lm/34W

23.625" 5180lm/40W 7000lm/55W

31.5" 7370lm/55W 10120lm/78W



Cubic Max A2/X2 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings. Direct and indirect light distribution or direct only light  
distribution. Luminaire body made of profile with overall height  
of 2.125" or 3". Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White K Satin Copper

L85/50000h

1C: Cubic

A2: Direct only, X2: Direct-Indirect

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper 

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Square Size in mm: Q330 (13"), Q430 (16.875"), Q530 (20.875"), Q630 (24.75"),  

Q900 (35.375"), Q1200 (47.25") Q1500 (59"), Q2000 (78.75") 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1C X2 A E E - 8 30 M - Q430

75mm 3" 
(Q430-1200)

Q
Q

Cubic A2:

75mm  
3" 

100mm 3.875"
(Q900-1200)

Q
Q

55mm 
2.125"

85mm 
3.375" 
(Q430-630)

Q
Q

Cubic X2:

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser / Opal Stretch Foil | Direct-Indirect

Dir.~65%

Indir.~35%

100

150

200

250

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 2510lm/18W 3700lm/27W

16.875" 4430lm/30W 6400lm/44W

20.875" 6110lm/42W 11370lm/78W

24.75" 9770lm/68W 14530lm/103W

35.375" 11900lm/89W 18970lm/161W

47.25" 19730lm/152W 31700lm/273W

59" 30200lm/233W 47570lm/414W

78.75" 41580lm/318W 65800lm/578W

Opal Diffuser/ Opal Stretch Foil | Direct

Dir. 100%

100

200

300

400

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1400lm/12W 2070lm/18W

16.875" 2440lm/19W 3550lm/27W

20.875" 3740lm/27W 6990lm/50W

24.75" 5360lm/40W 8760lm/65W

35.375" 8150lm/67W 13640lm/129W

47.25" 14520lm/122W 24260lm/228W

59" 21170lm/189W 34990lm/356W

78.75" 30490lm/268W 50380lm/510W

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1360lm/12W 2010lm/18W

16.875" 2370lm/19W 3450lm/27W

20.875" 3630lm/27W 6790lm/50W

24.75" 5200lm/40W 8500lm/65W

35.375" 7910lm/67W 13240lm/129W

47.25" 14100lm/122W 23550lm/228W

Microprismatic | Direct

Dir. 100%

150

250

350

450

UGR≤19

for Medium  
Power

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 2470lm/18W 3640lm/27W

16.875" 4360lm/30W 6300lm/44W

20.875" 6000lm/42W 11170lm/78W

24.75" 9610lm/68W 14270lm/103W

35.375" 11660lm/89W 18570lm/161W

47.25" 19310lm/152W 30990lm/273W

Microprismatic | Direct-Indirect

Dir.~60%

Indir.~40%

50

100

200

300

UGR≤19



Cubic Déco A3 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings. Direct only light distribution. Fully enclosed and damp rated.

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer housing and Decorative reflector ring available in various  
finishes and combinations, e.g. white, silver, graphite, black, gold  
or copper coated. For further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct

Dir. 100%

100

200

300

400

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1400lm/12W 2070lm/18W

16.875" 2440lm/19W 3550lm/27W

20.875" 3740lm/27W 6990lm/50W

24.75" 5360lm/40W 8760lm/65W

35.375" 8150lm/67W 13640lm/129W

47.25" 14520lm/122W 24260lm/228W

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

13" 1360lm/12W 2010lm/18W

16.875" 2370lm/19W 3450lm/27W

20.875" 3630lm/27W 6790lm/50W

24.75" 5200lm/40W 8500lm/65W

35.375" 7910lm/67W 13240lm/129W

47.25" 14100lm/122W 23550lm/228W

Microprismatic | Direct

Dir. 100%

150

250

350

450

UGR≤19

for Medium  
Power

1C: Cubic

A3: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Square Size in mm: Q330 (13"), Q430 (16.875"), Q530 (20.875"), Q630 (24.75"), Q900 (35.375"), Q1200 (47.25")

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Reflector

On Request

1C A3 A W E - 8 30 M - Q430 - G

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White
B Jet Black

W Snow White
S Radiant Silver

W Snow White
W Snow White

Q
Q

100mm 
  3.875"

L85/50000h



Matric Déco A9 | Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire for walls  
or ceilings made of 2.125" wide profile. Direct only light distribution. 
Bespoke lengths possible. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Louver available in various color finishes.  
Microprismatic screen made of special acrylic glass with optimized  
glare reduction especially for workplaces. Satin opal diffuser for  
general lighting with maximum transmittance and homogeneous  
lighting. Recessed screen with optimized glare reduction and  
decorative lighting impact.

Surface Finish:

Outer housing and all-around reflector ring available in various  
finishes and combinations. Further surface options see  
Lightnet-Surface-Collection. RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1L: Matric

A9: Direct only 

A: Microprismatic, O: Opal Diffuser, L: Lens Louvre

W: Snow White, V: Ivory White, A: Satin Silver, E: Silver Anodized,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper 

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Lenght in mm (Microprismatic, Opal Diffuser): L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (78.875")

Luminaire Lenght in mm (Lens Louvre):  L1209 (47.625"), L1474 (58"), L1738 (68.375"), L2002 (31.5")

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Lens Louvre*

On Request

1L A9 LW E - 8 30 E - L1209-B

W Snow White
K Satin Copper

B Jet Black
G Satin Gold

B Jet Black
H Anodic Champagne

W Snow White
W Snow White

A Satin Silver
W Snow White

A Satin Silver
B Jet Black

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

55mm 
2.125"

L

75mm 3"

450

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1300lm/12W 1770lm/16W

46.5" 1740lm/15W 2360lm/20W

58.125" 2180lm/18W 2950lm/25W

69.5" 2600lm/22W 3530lm/30W

80.875" 3040lm/27W 4130lm/36W

per foot 450lm/3.8W 610lm/5.2W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47.625" 2010lm/16W 3690lm/29W

58" 2460lm/19W 4510lm/35W

68.375" 2910lm/22W 5330lm/41W

78.875" 3350lm/25W 6150lm/47W

per foot 520lm/3.9W 960lm/7.3W

Lens Louvre | Direct

1000

750

500

250

Dir.100%

UGR≤19

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35" 880lm/9W 1580lm/16W

46.5" 1170lm/12W 2100lm/20W

58.125" 1470lm/14W 2630lm/25W
69.5" 1760lm/17W 3150lm/30W

80.875" 2050lm/21W 3680lm/36W

per foot 300lm/2.9W 540lm/5.2W

Microprismatic | Direct

600

400

200

50

Dir.100%

W Snow White
K Satin Copper

B Jet Black
B Jet Black

B Jet Black
G Satin Gold

W Snow White
W Snow White

A Satin Silver
W Snow White

B Jet Black
A Satin Silver

L85/50000h



Matric AX | System 1.5'' Surface

Housing:

Extruded Aluminum. LED pendant luminaire made of 1.625"  
wide profile. Direct-indirect or direct-only light distribution.  
Bespoke lengths are possible. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Louver available in various color finishes.  
Microprismatic screen made of special acrylic glass with optimized  
glare reduction especially for workplaces. Satin opal diffuser for  
general lighting with maximum transmittance and homogeneous  
lighting. Wallwasher for homogeneous illumination of vertical  
surfaces. Indirect light with innovative lens technology for wide- 
-angle ceiling illumination.

Surface Finish:

Surface natural anodized or white, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

B Jet Black
H Anodic Champagne

B Jet Black
G Satin Gold

A Satin Silver
A Satin Silver

V Ivory White
H Anodic Champagne

W Snow White
A Satin Silver

W Snow White
B Jet Black

90° Corner 
Opal/Microprismatic

1L: Matric

AX: Direct-indirect 

A: Microprismatic, O: Opal Diffuser, G: Wallwasher, F: Ambient, L: Lens Louvre*

W: Snow White, V: Ivory White, A: Satin Silver, E: Silver Anodized,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper 

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1182-L2055]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm (Microprismatic, Opal Diffuser, Ambient, Wallwasher):  

L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875") 

Luminaire Length in mm (Lens Louvre*): L1194 (47"), L1458 (57.375"), L1723 (67.875"), L1987 (78.25")

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90°Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Lens Louvre*

On Request

1L AXLW E - 8 30 E - L1194-B*

L

Lens Louvre | Microprismatic | Opal Diffuser | Wallwasher

40mm 
1.625" 

65mm  
2.5" 23mm  

0.875"

L

Ambient

40mm 
1.625" 

65mm  
2.5"

450

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1370lm/12W 1860lm/16W

46.5" 1820lm/15W 2470lm/20W

58.125" 2280lm/18W 3090lm/25W

69.5" 2730lm/22W 3710lm/30W

80.875" 3190lm/27W 4330lm/36W

per foot 470lm/3.8W 640lm/5.2W

Wallwasher | Direct

500

350

150

50

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1260lm/15W 1610lm/19W

46.5" 1680lm/19W 2150lm/25W

58.125" 2100lm/23W 2680lm/30W

69.5" 2520lm/28W 3220lm/36W

80.875" 2940lm/34W 3760lm/44W

per foot 440lm/4.8W 560lm/6.2W

Lens Louvre | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47" 2010lm/16W 3690lm/29W

57.375" 2460lm/19W 4510lm/35W

67.875" 2910lm/22W 5330lm/41W

78.25" 3350lm/25W 6150lm/47W

per foot 520lm/3.9W 960lm/7.3W

1000

750

500

250

Dir.100%

UGR≤19

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35" 920lm/9W 1650lm/16W

46.5" 1230lm/12W 2200lm/20W

58.125" 1530lm/14W 2750lm/25W

69.5" 1840lm/17W 3300lm/30W

80.875" 2150lm/21W 3850lm/36W

per foot 320lm/2.9W 570lm/5.2W

Microprismatic | Direct

500

350

150

50

Dir.100%

L85/50000h

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1620lm/12W 2190lm/16W

46.5" 2150lm/16W 2910lm/21W

58.125" 2690lm/19W 3640lm/26W

69.5" 3230lm/22W 4370lm/30W

80.875" 3770lm/28W 5100lm/37W

per foot 560lm/3.8W 760lm/5.2W

Ambient | Direct

250

200

150

100Indir.~5%

Dir.~95%



Matric Surface
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Oxford Properties, Berlin, Germany
Matric A1



Matric Surface

Kindergarten, Grünenplan, Germany
Matric A1
Photography: Frank Aussieker
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Matric Surface



  255

Life Science Office, Dublin, Ireland
Matric A3

Photography: Donal Murphy Photography

Planning: dlight



17/13/14/2 + struct.

Matric A3 | System 2'' Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire made of 2.125" 
wide profile. Direct only light distribution. Bespoke lengths possible.
Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Louver available in various color finishes.  
Microprismatic screen made of special acrylic glass with optimized  
glare reduction especially for workplaces. Satin opal diffuser for  
general lighting with maximum transmittance and homogeneous  
lighting. Wallwasher for homogeneous illumination of vertical  
surfaces.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. Up to 
110lm/W efficacy. Choice of different lumen output levels: Low,  
Medium, or High Power. Custom lumen output upon request.   
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1L: Matric

A3: Direct only 

A: Microprismatic, O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White, V: Ivory White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1182-L2055]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm (Microprismatic, Opal Diff., Wallwasher):  

L600 (23.625"),L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875") 

Luminaire Length in mm (Lens Louvre*): L1252 (49.25"), L1502 (59.125"), L1752 (69"), L2002 (78.875")

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90°Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Lens Louvre*

On Request

1 L A3 LW E- 8 30 E- L1252-B*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

90° Corner 
Opal/Microprismatic

B Jet Black
A Satin Silver

B Jet Black
B Jet Black

B Jet Black
G Satin Gold

B Jet Black
H Anodic Champagne

B Jet Black
K Satin Copper

B Jet Black
W Snow White

75mm  
3"

L

55mm 
2.125"

Wallwasher | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 750lm/11W 1030lm/15W

35" 1130lm/15W 1540lm/21W

46.5" 1500lm/19W 2060lm/27W

58.125" 1880lm/23W 2570lm/33W

69.5" 2250lm/28W 3090lm/39W

80.875" 2630lm/34W 3600lm/47W

per foot 390lm/4.8W 530lm/6.7W

500

350

150

50

Dir.100%

400

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 940lm/9W 1270lm/12W 1790lm/17W

35" 1400lm/12W 1900lm/16W 2690lm/24W

46.5" 1870lm/16W 2530lm/21W 3580lm/31W

58.125" 2340lm/19W 3160lm/26W 4480lm/37W

69.5" 2810lm/22W 3800lm/30W 5380lm/44W

80.875" 3270lm/28W 4430lm/38W 6270lm/54W

per foot 480lm/3.8W 660lm/5.2W 930lm/7.7W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 820lm/9W 1110lm/12W 1570lm/17W

35" 1230lm/12W 1660lm/16W 2350lm/24W

46.5" 1640lm/16W 2210lm/21W 3130lm/31W

58.125" 2050lm/19W 2770lm/26W 3920lm/37W

69.5" 2450lm/22W 3320lm/30W 4700lm/44W

80.875" 2860lm/28W 3870lm/38W 5490lm/54W

per foot 420lm/3.8W 570lm/5.2W 810lm/7.7W

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

49.25" 2290lm/16W 3120lm/23W 4500lm/34W

59.125" 2750lm/19W 3750lm/27W 5380lm/40W

69" 3200lm/22W 4370lm/31W 6280lm/46W

78.875" 3660lm/25W 5000lm/35W 7180lm/53W

per foot 560lm/3.8W 770lm/5.3W 1120lm/8.0W

Lens Louvre | Direct

700

500

300

100 UGR≤19

Dir.100% for Low and 
Medium  
Power



Matric A5 | System 3" Surface

Housing:

Extruded Aluminum. LED surface-mounted luminaire made of 3.25"  
wide profile. Direct only light distribution. Bespoke lengths possible.
Fully enclosed and damp rated. 

Optical System:

Microprismatic screen made of special acrylic glass and satin louver  
made of aluminum with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting. Wallwasher for  
homogeneous illumination of vertical surfaces.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels 
(Tm30). Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W 
efficacy. Choice of different lumen output levels: Low, Medium, or 
High Power. Custom lumen output upon request. Lifetime minimum 
50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1L: Matric

A5: Direct only 

A: Microprismatic, O: Opal Diffuser, M: Satin Louvre, G: Wallwasher

W: Snow White, V: Ivory White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L890-L2055]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm: L600 (23.625"), L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (78.875") 

Special Length Versions, 90°Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1 L A5O W E - 8 30 M - L890

K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

90° Corner 
Opal/Microprismatic

L

81mm 
3.25"

81mm 
3.25"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 1270lm/15W 1840lm/21W

35" 1900lm/21W 2770lm/31W

46.5" 2530lm/26W 3690lm/40W

58.125" 3170lm/32W 4610lm/49W

69.5" 3800lm/38W 5530lm/59W

80.875" 4430lm/47W 6450lm/71W

Satin Louvre | Direct

600

450

300

150 UGR≤19

for Medium  
Power

Dir.100%

L
inch

Lumen/Watt
High Power

23.625" 1180lm/15W

35" 1770lm/21W

46.5" 2360lm/27W

58.125" 2950lm/33W

69.5" 3540lm/39W

80.875" 4130lm/47W

per foot 610lm/6.7W

Wallwasher | Direct

500

350

150

50

Dir.100%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 1200lm/11W 1650lm/15W 2400lm/21W

35" 1800lm/15W 2480lm/21W 3600lm/31W

46.5" 2400lm/19W 3300lm/26W 4810lm/40W

58.125" 3000lm/23W 4130lm/32W 6010lm/49W

69.5" 3600lm/27W 4950lm/38W 7210lm/59W

80.875" 4200lm/34W 5780lm/47W 8410lm/70W

per foot 620lm/4.7W 850lm/6.6W 1240lm/10.1W

Opal Diffuser | Direct

400

300

200

100

Dir.100%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

23.625" 1000lm/11W 1380lm/15W 2010lm/21W

35" 1510lm/15W 2070lm/21W 3020lm/31W

46.5" 2010lm/19W 2760lm/26W 4020lm/40W

58.125" 2510lm/23W 3450lm/32W 5030lm/49W

69.5" 3010lm/27W 4140lm/38W 6030lm/59W

80.875" 3510lm/34W 4830lm/47W 7040lm/70W

per foot 520lm/4.7W 720lm/6.6W 1040lm/10.1W

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power



Matric Déco M9 |  

Recessed Frameless

292

Cubic Déco L3 |  

Recessed Frame

290

Matric M3 | System 2'' 

Recessed Frameless

306

Matric Déco F9 |  

Recessed Frame

294

Liquid Line F3 | System 

2.5'' Recessed

284

Cubic Max M4 | 

Recessed Frame

288

Liquid Line QX/FX |  

System 1.5'' Recessed

276

Ringo Star F1 | System 4'' 

Recessed Frame

274

Basic Déco L3 | 

 Recessed Frame

262

Ringo Star FX | System 

1.5'' Recessed Frame 

270

Basic Max M4 |  

Recessed Frame 

266

Basic Visio L9 |  

Semi-Recessed 

268

Matric MX | System 1.5''  

Recessed Frameless 

302

Matric F5 | System 3" 

Recessed Frame

312

Matric F3 | System 2" 

Recessed Frame

308

Matric M5 | System 3"  

Recessed Frameless

310

Matric FX | System  

1.5" Recessed Frame

304



Recessed



Basic Déco L3 | Recessed Frame

Housing:

Recessed mounted LED luminaire for ceilings with cut-out openings. 
Direct only light distribution. 4 different diameters from 16,875" to 39".
Fully enclosed and damp rated. 

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer frame and decorative reflector ring available in various finishes 
and combinations, e.g. white, silver, graphite, black, gold or copper 
coated. For surface options and combinations check Lightnet  
Surface Collection. 
 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 120lm/W efficacy. Choice of different lumen output levels:  
Low or Medium. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

Pending ETL.
5 Years Warranty.
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L85/50000h

1B: Basic

L3: Direct Only

A: Microprismatic [D430-D680], O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

E: Low Power, M: Medium Power 

Luminaire Diameter in mm: D330 (13"),D430 (16.875"), D530 (20.875"), D680 (26.75"), D990 (39")

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Reflector

On Request

1B L3 A W E - 8 30 M - D430 - G

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
W Snow White

W Snow White
B Jet Black

W Snow White
S Radiant Silver

W Snow White
U Urban Graphite

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

13" 810lm/8W 1400lm/13W

16.875" 1790lm/13W 3690lm/25W

20.875" 2550lm/17W 5010lm/33W

26.75" 3980lm/25W 7470lm/50W

39" 7780lm/56W 12800lm/92W

100

200

300

400

Dir.100%

Opal Diffuser | Direct

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

13" 830lm/8W 1430lm/13W

16.875" 1740lm/13W 3580lm/25W

20.875" 2480lm/17W 4860lm/33W

26.75" 3860lm/25W 7250lm/50W

Microprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Low  
Power

D 

100mm
3.875"

min. 6mm 0.25" 
max 30mm 1.125"

D-10mm 
D-0.375"

10mm
0.375"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.



Basic Recessed

My Spa, Mainz, Germany
Basic M2, Basic Y1
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Centre for Integrated Oncology University Hospital 
Cologne, Germany
Basic M4
Photography: Tomas Rodriguez  

Planning: corinna arens and dorette faulhaber



Basic Max M4 | Recessed Frame

Housing:

Extruded Aluminum. Recessed mounted LED luminaire with frame for 
ceilings with cut-out openings. Direct only light distribution. 5 different 
diameters from 16.5" to 49.25". Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially for  
workplaces. Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection or RAL  
of your choice. 
 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 120lm/W efficacy. Choice of different lumen output levels:  
Low or Medium Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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K Satin CopperH Anodic ChampagneB Jet BlackU Urban GraphiteS Radiant SilverW Snow White

L85/50000h

1B: Basic

M4: Direct only

A: Microprismatic [D420-D670], O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D420-D1250]

E: Low Power, M: Medium Power 

Luminaire Diameter in mm: D320 (12.625"),D420 (16.5"), D520 (20.5"), D670 (26.375"), D980 (38.625"), D1250 (49.25")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B M4 A U E - 8 30 M - D420

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

12.625" 880lm/7W 1730lm/13W

16.5" 1740lm/13W 3580lm/25W

20.5" 2480lm/17W 4860lm/33W

26.375" 3860lm/25W 7250lm/50W

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

12.625" 910lm/7W 1780lm/13W

16.5" 1790lm/13W 3690lm/25W

20.5" 2550lm/17W 5010lm/33W

26.375" 3980lm/25W 7470lm/50W

38.625" 7780lm/56W 12800lm/92W

49.25" 14900lm/106W 24500lm/172W

100

200

300

400

Dir.100%

Opal Diffuser | DirectMicroprismatic | Direct

150

250

350

450

Dir.100% UGR≤19

for Low  
Power

D 

100mm
3.875"

20mm
0.625"

min. 6mm 0.25" 
max 30mm 1.125"

D-15mm 
D-0.625"



Basic Visio L9 | Semi-Recessed

Housing:

Luminaire body made of cast acrylic glass, surrounding frame made  
of extruded aluminum. Semi Recessed LED luminaire for ceilings with  
cut-out openings. Omnidirectional light distribution for soft wall or  
ceiling illumination. 3 different diameters from 16.5" to 24.75". 
Fully enclosed and damp rated. 

Optical System:

Available with microprismatic screen with optimized glare reduction 
especially for workplaces or satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
Further surface options see Lightnet-Surface-Collection or RAL  
of your choice.

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

Pending ETL.
5 Years Warranty.
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L85/50000h

1B: Basic

L9: Direct Only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power

Luminaire Diameter in mm: D325 (12.75"), D425 (16.75"),  D525 (20.625"),  D635 (25")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1B L9 O W E - 8 30 M - D425

B Jet BlackU Urban GraphiteS Radiant SilverW Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

12.75" 630lm/5W 1000lm/9W

16.75" 1630lm/13W 2840lm/22W

20.625" 2470lm/19W 4560lm/34W

25" 3340lm/25W 6200lm/46W

Microprismatic | Direct

50

150

250

350

Indir.~5% UGR≤19

for Medium  
Power

Dir.~95%

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

12.75" 670lm/5W 1060lm/9W

16.75" 1730lm/13W 3020lm/22W

20.625" 2620lm/19W 4830lm/34W

25" 3550lm/25W 6570lm/46W

Opal Diffuser | Direct

50

100

200

300

Indir.~5%

Dir.~95%

D

65mm
2.5"

40mm
1.625"

10mm
0.375"

min. 6mm 0.25" 
max 40mm 1.625"

D-15mm 
D-0.625"



Ringo Star FX | System 1.5'' Recessed Frame

Housing:

Extruded Aluminum. Recessed mounted LED luminaire for ceilings  
with cut-out openings. Direct only light distribution. Optic width 1.625".  
5 different diameters from 2' to 6'. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louvre (Ø24"-Ø49.375") for wide 
uniform symmetrical light distribution with high glare limitation (UGR<19) 
especially for workplaces. Louvre available in various color finishes.  
Satin opal diffuser for general lighting with maximum transmittance  
and homogeneous lighting. 

Surface Finish:

Surface white, silver, graphite, black, champagne or copper  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.  

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Lifetime minimum 50,000h with 85% of lumen maintenance. 

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1R: Ringo Star

FX: Direct only

C: Opal Flex Diffuser, L: Lens Louvre* [D610-D1255]

W: Snow White, V: Ivory White, A: Satin Silver, S: Radiant Silver,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K

E: Low Power, M: Medium Power, H: High Power 

Luminaire Diameter in mm: D610 (24"), D910 (35.875"), D1255 (49.375"), D1510 (59.5"), D2010 (79.125")

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold 

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Lens Louvre* 

On Request

1R FX L W E - 8 30 E - D610 - B*

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

D
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

24" 2680lm/29W 3740lm/41W

35.875" 4030lm/43W 5610lm/62W

49.375" 5820lm/62W 7940lm/89W

59.5" 6730lm/71W 9920lm/108W

79.125" 9400lm/100W 13210lm/144W

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

D
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

24" 2930lm/23W 5310lm/42W

35.875" 4470lm/33W 8190lm/66W

49.375" 6250lm/45W 11470lm/90W

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

G Satin Gold
G Satin Gold

H Anodic Champagne
H Anodic Champagne

B Jet Black
B Jet Black

U Urban Graphite
U Urban Graphite

A Satin Silver
A Satin Silver

W Snow White
W Snow White

D-6mm 
D-0.25"

D

40mm 
1.625"

50mm 
2"

65mm 
 2.5"

L85/50000h



Ringo Star Recessed

JJA Head Office, Gonesse, France
Liquid Line F3
Photography: Guillaume Guerin
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Münsterland Hall, Münster, Germany
Matric F1
Realization and photography:  

Scharkon Lichtkonzepte GmbH/Oliver Kahl Photography



Ringo Star F1 | System 4'' Recessed Frame

Housing:

Extruded Aluminum. Recessed mounted LED luminaire with frame  
for ceilings with cut-out openings. Optic width 3.875". Direct only  
light distribution. 13 different diameters: from 2' to 26'. Fully enclosed  
and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with maximum 
transmittance and homogeneous lighting.

Surface Finish:

Surface white, silver, graphite, black, champagne, or copper coated.  
For further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi. 

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse.  
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low or Medium Power. Custom lumen output upon request.   
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1R: Ringo Star

F1: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [D900-D8000]

E: Low Power, M: Medium Power 

Luminaire Diameter in mm: D610 (24"), D910 (35.875"), D1210 (47.625"), D1510 (59.5"), D2010 (82.625"), D2510 (98.875"),  

D3010 (118.5"), D3510 (138.25"), D4010 (157.875"), D5010 (197.25"), D6010 (236.625"), D7010 (276"), D8010 (315.375")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

On Request

1R F1 O W E - 8 30 M - D1510

H Anodic Champagne K Satin CopperB Jet BlackA Satin Silver U Urban GraphiteW Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

150

250

350

450

Dir.100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

24" 3850lm/35W 4880lm/44W

35.875" 6570lm/60W 8060lm/73W

47.625" 8800lm/77W 10400lm/91W

59.5" 11100lm/97W 13360lm/121W

82.625" 14800lm/129W 18700lm/169W

98.875" 18900lm/162W 23300lm/204W

118.5" 23260lm/198W 28650lm/250W

138.25" 26270lm/228W 32200lm/281W

157.875" 30500lm/264W 37600lm/331W

197.25" 39400lm/342W 48350lm/421W

236.625" 46500lm/396W 57300lm/499W

276" 55450lm/475W 68200lm/590W

315.375" 61100lm/528W 75200lm/663W

Microprismatic | Direct

50

150

250

350

Dir.~100%

D
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

24" 4140lm/35W 5240lm/44W

35.875" 7050lm/60W 8660lm/73W

47.625" 9450lm/77W 11150lm/91W

59.5" 11930lm/97W 14350lm/121W

82.625" 15900lm/129W 20100lm/169W

98.875" 20300lm/162W 25000lm/204W

118.5" 25000lm/198W 30800lm/250W

138.25" 28200lm/228W 34630lm/281W

157.875" 32800lm/264W 40400lm/331W

197.25" 42300lm/342W 51940lm/421W

236.625" 50000lm/396W 61560lm/499W

276" 59570lm/475W 73270lm/590W

315.375" 65600lm/528W 80800lm/663W

Opal Diffuser | Direct

D

100mm 
3.875"

110mm 
4.375"

74mm 
2.875"

D-6mm 
D-0.25"



Liquid Line QX/FX | System 1.5'' Recessed

Housing:

Extruded Aluminum. LED recessed mounted light system. FX version  
with complete frame for ceilings. Version QX with frame on one side  
to allow mounting near walls. Direct only light distribution. Luminaire  
body with smooth bends made of profile with 1.625" optic width,  
crafted in one piece with no visible seams at the ends. Fully enclosed  
and damp rated. 

Optical System:

Precision lenses with louver for wide uniform symmetrical light  
distribution with high glare limitation (UGR<19). Louver available  
in various color finishes. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting. 

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Curve Modules

Linear Modules

1/2 Curve, Opal Flex Diffuser

R[mm] 300 450 622,5 750
R[inch] 11.75" 17.75" 24.5" 29.5"

L[mm] 942 1414 1956 2356

L[inch] 37.125" 55.625" 77" 92.75"

R[mm] 300 622.5 750 1000
R[inch] 11.75" 24.5" 29.5" 39.375"

L[mm] 471 978 1178 1570
L[inch] 18.5" 38.5" 46.375" 61.75"

R[mm] 300 622.5 1000
R[inch] 11.75" 24.5" 39.375"

L[mm] 236 489 785
L[inch] 9.25" 19.25" 30.875"

Lens Louvre

L[mm] 668 932 1197 1461 1726 1990

L[inch] 26.25" 36.75" 47.125" 57.5" 68" 78.375"

Opal Flex Diffuser

L[mm] 600 890 1182 1475 1765 2055

L[inch] 23.625" 35" 46.5" 58.125" 69.5" 80.875"

1/4 Curve, Opal Flex Diffuser

1/8 Curve, Opal Flex Diffuser

1/2 Curve, Lens Louvre

R[mm] 300 450 622.5

R[inch] 11.75" 17.75" 24.5"

L[mm] 942 1414 1956

L[inch] 37.125" 55.625" 77"

1/4 Curve, Lens Louvre

R[mm] 300 450 622.5

R[inch] 11.75" 17.75" 24.5"

L[mm] 471 708 978

L[inch] 18.5" 27.875" 38.5"



X-Junction Modules

Y-Junction Modules

Bend Modules

R 188

R 188

Version QX:

Opal Flex Diffuser

Opal Flex Diffuser

L1 [mm] L1 [inch] L2 [mm] L2 [inch]

90° 570 22.5" 285 11.25"

45° 570 22.5" 315 12.375"

L1 [mm] L1 [inch] L2 [mm] L2 [inch] L3 [mm] L3 [inch]

90° 570 22.5" 285 11.25" 285 11.25"
45° 570 22.5" 315 12.375" 315 12.375"

Lens Louvre

L[mm] 584 716 981

L[inch] 23" 28.25" 38.625"

Opal Flex Diffuser

L[mm] 580 675 960

L[inch] 22.785" 26.625" 37.75"

min. 200mm 
      7.875"

max 4000mm 
    157.5"

Version FX:

min. 200mm 
      7.875"

max 4000mm 
    157.5"
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Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

B Jet Black 
K Satin Copper

B Jet Black
H Anodic Champagne

B Jet Black 
G Satin Gold

B Jet Black 
B Jet Black

B Jet Black
A Satin Silver

B Jet Black 
W Snow White

Opal Flex Diffuser | Direct

Dir. 100%

100

200

300

400

Lumen/Watt
Medium Power

 480lm/4.8W per foot

Lumen/Watt
High Power

670lm/6.7W per foot

Lens Louvre | Direct

Dir. 100%

100

400

700

1000

UGR≤19

Lumen/Watt
Low Power

520lm/3.9W per foot

Lumen/Watt
High Power

960lm/7.3W per foot

L85/50000h



Liquid Line Recessed
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JJA Head Office, Gonesse, France
Liquid Line F3
Photography: Guillaume Guerin



Liquid Line Recessed

Crédit Agricole, St. Etienne, France
Liquid Line F3
Photography: ©11h45
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Crédit Agricole, St. Etienne, France
Liquid Line F3

Photography: ©11h45

Our Lady of Mercy College, Australia
Liquid Line F3

Realization and photography: LPA



Liquid Line F3 | System 2.5'' Recessed

Housing:

Extruded Aluminum. Recessed mounted LED light system with frame  
for installation in ceilings with cut-out openings. Direct only light  
distribution. Luminaire body with smooth bends made of profile  
with 2.375" optics width, crafted in one piece with no visible seams.
Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting.

Surface Finish:

Standard color finishes white, silver, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K. All color temperatures available in CRI>80 or CRI>90.  
Optionally FULL SPECTRUM-LEDS for highest Fidelity Levels (Tm30). 
Tolerance within a 3-step MacAdam ellipse. Up to 110lm/W efficacy. 
Choice of different lumen output levels: Low, Medium, or High Power. 
Custom lumen output upon request. Lifetime minimum 50,000h with 
85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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Curve Modules

Linear Modules

L

90°

L

L

1/2 
Circle

1/4 
Circle1/8 

Circle1/16 
Circle

R Outer

CE  1/8 Curve

R[mm] 1000 1500 2000 2500 3000 3500 4000

R[inch] 39.375" 59" 78.75" 98.375" 118.125" 137.75" 157.5"

L[mm] 785 1178 1571 1964 2356 2749 3142

L[inch] 30.875" 46.375" 61.875" 77.375" 92.75" 108.25" 123.75"

CE  1/8 Curve

R[mm] 2000 3000 3500

R[inch] 78.75" 118.125" 137.75"

L[mm] 785 1178 2749

L[inch] 30.875" 46.375" 108.25"

CQ  1/4 Curve

R[mm] 500 750 1000 1250 1500 1750 2000

R[inch] 19.625" 29.5" 39.375" 49.25" 59" 68.875" 78.75"

L[mm] 785 1178 1571 1964 2356 2749 3142

L[inch] 30.875" 46.375" 61.875" 77.375" 92.75" 108.25" 123.75"

CH  1/2 Curve

R[mm] 500 750 1000

R[inch] 19.625" 29.5" 39.375"

L[mm] 1570 2355 3140

L[inch] 61.75" 92.75" 123.625"

Linear Line

L[mm] 600 888 1178 1472 2340

L[inch] 23.625" 35" 46.375" 58" 92.125"

Sharp Corner

L[mm] 500

L[inch] 19.625"



Y-Junction Modules

4×R2500

867531

900

900

X-Junction Modules

X1-Junction Module

L[mm] 1920

L[inch] 75.625"

X2-Junction Module

L[mm] 1800

L[inch] 70.875"

Y2-Junction Y5-Junction

L[mm] 1069

L[inch] 42.125"

L[mm] 1069

L[inch] 42.125"

72°

440mm 
17.375"

R500mm 
R19.625"

72°

440mm 
17.375"

R500mm 
R19.625"

Y6-Junction

L[mm] 620

L[inch] 24.375"

Y3-Junction

L[mm] 1875

L[inch] 73.875"

90°

135°

135°

807mm 
31.75"

680mm 
26.75"

140mm 
5.5"

25°

R1100mm 
R43.25"

Y1-Junction Y4-Junction

L[mm] 1450

L[inch] 57.125"

L[mm] 620

L[inch] 24.375"

740mm 
29.125"

250mm 
9.875"

R2500mm 
R98.375"

R3500mm 
R137.75"

140mm 
5.5"

25°

R1100mm 
R43.25"

60mm 
2.375"

62mm 
2.5"

74mm 
2.875"

70mm 
2.75"

min. 200mm 
      7.875"

max 4000mm 
    157.5"

min. 6mm 0.25"
max 35mm 1.375"
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L85/50000h

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White S Radiant Silver

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Opal Diffuser | Direct

Lumen/Watt
Low Power

400lm/4.5W per foot

Lumen/Watt
Medium Power

 580lm/6.9W per foot

Lumen/Watt
High Power

760lm/9.2W per foot

Dir. 100%

50

150

300

450

Lumen/Watt
Low Power

370lm/4.5W per foot

Lumen/Watt
Medium Power

 540lm/6.9W per foot

Lumen/Watt
High Power

700lm/9.2W per foot

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power



Cubic Max M4 | Recessed Frame

Housing:

Extruded Aluminum. Recessed mounted LED luminaire with frame  
for ceilings with cut-out openings. Direct only light distribution.
Fully enclosed and damp rated. 

Optical System:

Microprismatic screen with optimized glare reduction especially  
for workplaces. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting.

Surface Finish:

Surface natural anodized or white, graphite, black or champagne  
coated. Further surface options see Lightnet-Surface-Collection.  
RAL or PANTONE of your choice.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus. 
5 Years Warranty.
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L85/50000h

1C: Cubic

M4: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Square Size in mm: Q379  (14,875"), Q479  (18.875"),  Q621  (24.5"),  Q910  (35.875")

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1C M4 A B E - 8 30 M - Q479

H Anodic ChampagneB Jet BlackU Urban GraphiteE Silver AnodizedW Snow White

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

14.875" 1310lm/12W 1940lm/18W

18.875" 2150lm/19W 3130lm/27W

24.5" 4720lm/38W 6930lm/58W

35.875" 7770lm/67W 12840lm/129W

Microprismatic | Direct

Dir. 100%

50

150

300

450

UGR≤19

for Medium  
Power

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

14.875" 1350lm/12W 1990lm/18W

18.875" 2210lm/19W 3210lm/27W

24.5" 4850lm/38W 7120lm/58W

35.875" 7980lm/67W 13190lm/129W

Opal Diffuser | Direct

Dir. 100%

100

200

300

400

Q

Q-19mm 
Q-0.75"

Q-19mm 
Q-0.75"

100mm 
3.875"

20mm 
0.75"

5mm 
0.25"

Q

min. 6mm 0.25"
max 30mm 1.125"



Cubic Déco L3 | Recessed Frame

Housing:

Extruded Aluminum. Recessed mounted LED luminaire for ceilings  
with cut-out openings. Direct only light distribution. Fully enclosed  
and damp rated. 

Optical System:

Recessed microprismatic screen with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting  
with maximum transmittance and homogeneous lighting.

Surface Finish:

Outer frame and decorative trim available in various finishes and  
combinations, e.g. white, silver, graphite, black, gold or copper  
coated. For surface options and combinations check Lightnet  
Surface Collection or Bi-Color Selection.   

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Medium or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1C: Cubic

L3: Direct only

A: Microprismatic, O: Opal Diffuser

W: Snow White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K

M: Medium Power, H: High Power 

Square Size in mm: Q450  (17.75"), Q550  (21.625"), Q650  (25.625")

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Reflector

On Request

1C L3 A B E - 8 30 M - Q450-G

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 2370lm/19W 3450lm/27W

21.625" 3630lm/27W 6790lm/50W

25.625" 5200lm/40W 8500lm/65W

Microprismatic | Direct

Dir. 100%

50

150

300

450

UGR≤19

for Medium  
Power

Q
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

17.75" 2440lm/19W 3550lm/27W

21.625" 3740lm/27W 6990lm/50W

25.625" 5360lm/40W 8760lm/65W

Opal Diffuser | Direct

Dir. 100%

100

200

300

400

W Snow White
H Anodic Champagne

W Snow White
B Jet Black

W Snow White
U Urban Graphite

W Snow White
S Radiant Silver

W Snow White
W Snow White

Q-10mm 
Q-0.375"

Q-10mm 
Q-0.375"

100mm 
3.875"

10mm 
0.375"

5mm 
0.25"

min. 6mm 0.25"
max 30mm 1.125"

Q

Q

L85/50000h



Matric Déco M9 | Recessed Frameless

Housing:

Extruded Aluminum. Recessed mounted LED luminaire for frameless 
installation in plasterboard ceilings. Direct only light distribution.  
Bespoke lengths possible. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Louver available in various color finishes.  
Microprismatic screen made of special acrylic glass with optimized  
glare reduction especially for workplaces. Satin opal diffuser for  
general lighting with maximum transmittance and homogeneous  
lighting. Recessed screen with optimized glare reduction and  
decorative lighting impact.

Surface Finish:

Surface natural anodized white coated. All around decorative  
trim available in various finishes and combinations. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1LM9 LWE- 8 30E - L1209 - BB

1L: Matric

M9: Direct only

A: Microprismatic, O: Opal Diffuser, L: Lens Louver

W: Snow White

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum (except 2200K)

22: 2200K,  27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K , TW: Tunable White 2700-6500K [L1182-L2055]

E: Low Power, M: Medium Power, H: High Power

Luminaire Length in mm (Microprismatic, Opal Diffuser): L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (78.875")

Luminaire Length in mm (Lens Louver): L1209 (47.625"), L1474 (58"), L1738 (68.375"), L2002 (78.875") 

F: Installation Housing, B: Installation Brackets

W: Snow White, V: Ivory White, A: Satin Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Installation

Reflector color

On Request

W Snow White
K Satin Copper

W Snow White
B Jet Black

W Snow White
G Satin Gold

W Snow White
W Snow White

W Snow White
A Satin Silver

W Snow White
H Anodic Champagne

K Satin CopperH Anodic ChampagneG Satin GoldB Jet BlackA Satin SilverW Snow White 

Lumen Values: Luminarie luminous flux at 4000K/CRI>80.  
Other configurations on request.

Installation Bracket without Shadow Gap

min.135mm
5.375"

L

L+1mm

min. 12mm 0.5"
max 28mm 1.125"

55mm 
2.125"

56mm 
2.125"

75mm 
3"

 Installation Housing with Shadow Gap

L+15mm
L+0.625"

min. 12mm 0.5"
max 28mm 1.125"

78mm 
3.125"

90mm 
3.5"

95mm 
3.75"

450

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1300lm/12W 1770lm/16W

46.5" 1740lm/15W 2360lm/20W

58.125" 2180lm/18W 2950lm/25W

69.5" 2600lm/22W 3530lm/30W

80.875" 3040lm/27W 4130lm/36W

per foot 450lm/3.8W 610lm/5.2W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47.625" 2010lm/16W 3690lm/29W

58" 2460lm/19W 4510lm/35W

68.375" 2910lm/22W 5330lm/41W

78.875" 3350lm/25W 6150lm/47W

per foot 520lm/3.9W 960lm/7.3W

Lens Louvre | Direct

1000

750

500

250

Dir.100%

UGR≤19

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35" 880lm/9W 1580lm/16W

46.5" 1170lm/12W 2100lm/20W

58.125" 1470lm/14W 2630lm/25W
69.5" 1760lm/17W 3150lm/30W

80.875" 2050lm/21W 3680lm/36W

per foot 300lm/2.9W 540lm/5.2W

Microprismatic | Direct

600

400

200

50

Dir.100%

L85/50000h



Matric Déco F9 | Recessed Frame

Housing:

Extruded Aluminum. Recessed mounted LED luminaire for installation  
in ceiling cut-outs openings. Direct only light distribution. Bespoke 
lengths possible. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform  
symmetrical light distribution with high glare limitation (UGR<19)  
especially for workplaces. Microprismatic screen made of special  
acrylic glass with optimized glare reduction especially for workplaces. 
Satin opal diffuser for general lighting with maximum transmittance  
and homogeneous lighting. Recessed screen with optimized glare 
reduction and decorative lighting impact.

Surface Finish:

Outer frame and decorative trim available in various finishes and  
combinations, e.g. white, silver, graphite, black, gold or copper  
coated. For further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice.    

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1L: Matric

F9: Direct only

A: Microprismatic, O: Opal Diffuser, L: Lens Louvre

W: Snow White, V: Ivory White, A: Satin Silver, E: Silver Anodized,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper 

E: On/Off, D: 0-10V 

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K,  27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1198-L2075]

E: Low Power, M: Medium Power, H: High Power

Luminaire Lenght in mm (Microprismatic, Opal Diffuser): L905 (35.625"),  

L1198  (47.125"), L1490  (58.625"), L1780  (70.125"), L2075  (79.375")  

Luminaire Lenght in mm (Lens Louvre): L1224  (48.25"), L1489  (58.625"), L1753  (69"), L2017 (79.375")

W: Snow White, V: Ivory White, S: Radiant Silver, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Reflector Color

On Request

1L F9 LWE- 8 30E - L1224- B

K Satin Copper
K Satin Copper

B Jet Black
B Jet Black

G Satin Gold
G Satin Gold

B Jet Black
G Satin Gold

A Satin Silver
W Snow White

W Snow White
A Satin Silver

W Snow White
K Satin Copper

W Snow White
H Anodic Champagne

W Snow White
G Satin Gold

W Snow White
B Jet Black

W Snow White
A Satin Silver

W Snow White 
W Snow White

450

300

200

100

Dir.100%

Opal Diffuser | DirectMicroprismatic | Direct

600

400

200

50

Dir.100%

Lens Louvre | Direct

1000

750

500

250

Dir.100%

UGR≤19

60mm 
2.375"

70mm 
2.75"

L

min.120mm
4.75"

min. 12mm 0.5"
max 28mm 1.125"

55mm 
2.125"

9mm 
0.375"

75mm 
3"

L-8mm
L-0.375"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80.  
Other configurations on request.

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.625" 1300lm/12W 1770lm/16W

47.125" 1740lm/15W 2360lm/20W

58.625" 2180lm/18W 2950lm/25W

70.125" 2600lm/22W 3530lm/30W

79.375" 3040lm/27W 4130lm/36W

per foot 450lm/3.8W 610lm/5.2W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

48.25" 2010lm/16W 3690lm/29W

58.625" 2460lm/19W 4510lm/35W

69" 2910lm/22W 5330lm/41W

79.375" 3350lm/25W 6150lm/47W

per foot 520lm/3.9W 960lm/7.3W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35.625" 880lm/9W 1580lm/16W

47.125" 1170lm/12W 2100lm/20W

58.625" 1470lm/14W 2630lm/25W
70.125" 1760lm/17W 3150lm/30W

79.375" 2050lm/21W 3680lm/36W

per foot 300lm/2.9W 540lm/5.2W

L85/50000h



Matric Recessed
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Axel Springer Campus, Berlin, Germany
Matric A1
Photography: Nils Koenning



Matric Recessed
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Carga Global at Pialé Offices, Guatemala City, Guatemala
Matric F3, Matric G3
Architect: Valls Arquitectos, Lighting design: LUCE - Eli Porres

Photography: Alejandro de León



Matric Recessed

Satellite Office Opernplatz, Frankfurt, Germany
Matric F1
Photography: Moritz Bernoully, www.satelliteoffice.de
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Münsterland Hall, Münster, Germany
Matric F1
Realization and photography:  

Scharkon Lichtkonzepte GmbH/Oliver Kahl Photography

AIB Headquarters, Dublin, Ireland
Matric M3

Photography: Donal Murphy Photography 

Planning: dlight



Matric MX | System 1.5'' Recessed Frameless 

Housing:

Extruded Aluminum. Recessed mounted LED luminaire for frameless 
installation in plasterboard ceilings. Direct only light distribution. Fully 
enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform symme-
trical light distribution with high glare limitation (UGR<19) especially for 
workplaces. Louver available in various color finishes. Microprismatic 
screen made of special acrylic glass with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting. Wallwasher for  
homogeneous illumination of vertical surfaces.

Surface Finish:

Surface white coated. Louvre available in various color finishes. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1L: Matric

MX: Direct only

A: Microprismatic, O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K,  27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1182-L2055]

E: Low Power, M: Medium Power, H: High Power

Luminaire Length in mm (Microprismatic, Opal Diffuser, Ambient, Wallwasher): L890 (35"),  

L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875") 

Luminaire Length in mm (Lens Louvre*): L1194 (47"), L1458 (57.375"), L1723 (67.875"), L1987 (78.25")

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90° Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Lens Louvre*

On Request

1L MXLWE- 8 30E - L1194- B*

W Snow White
G Satin Gold

W Snow White
K Satin Copper

W Snow White
W Snow White

W Snow White
H Anodic Champagne

W Snow White
A Satin Silver

W Snow White
B Jet Black

90° Corner 
Opal/Microprismatic

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

62mm 
2.375"

L

Installation Housing with Shadow Gap

64mm 
2.5"

min.150mm
5.875"

min. 12mm 0.5"
max 28mm 1.125"

90mm 
3.5"

L+15mm
L+0.625"

450

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1370lm/12W 1860lm/16W

46.5" 1820lm/15W 2470lm/20W

58.125" 2280lm/18W 3090lm/25W

69.5" 2730lm/22W 3710lm/30W

80.875" 3190lm/27W 4330lm/36W

per foot 470lm/3.8W 640lm/5.2W

Wallwasher | Direct

500

350

150

50

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1260lm/15W 1610lm/19W

46.5" 1680lm/19W 2150lm/25W

58.125" 2100lm/23W 2680lm/30W

69.5" 2520lm/28W 3220lm/36W

80.875" 2940lm/34W 3760lm/44W

per foot 440lm/4.8W 560lm/6.2W

Lens Louvre | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47" 2010lm/16W 3690lm/29W

57.375" 2460lm/19W 4510lm/35W

67.875" 2910lm/22W 5330lm/41W

78.25" 3350lm/25W 6150lm/47W

per foot 520lm/3.9W 960lm/7.3W

1000

750

500

250

Dir.100%

UGR≤19

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35" 920lm/9W 1650lm/16W

46.5" 1230lm/12W 2200lm/20W

58.125" 1530lm/14W 2750lm/25W

69.5" 1840lm/17W 3300lm/30W

80.875" 2150lm/21W 3850lm/36W

per foot 320lm/2.9W 570lm/5.2W

Microprismatic | Direct

500

350

150

50

Dir.100%

L85/50000h



Matric FX | System 1.5'' Recessed Frame

Housing:

Extruded Aluminum. Recessed mounted LED luminaire for installation 
in ceiling cut-outs openings. Direct only light distribution. Optic width 
1.625". Bespoke lengths possible.

Optical System:

Direct light using precision lenses with louver for wide uniform symme-
trical light distribution with high glare limitation (UGR<19) especially for 
workplaces. Louver available in various color finishes. Microprismatic 
screen made of special acrylic glass with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting. Wallwasher for  
homogeneous illumination of vertical surfaces.

Surface Finish:

Surface natural anodized or white, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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1L: Matric

FX: Direct only

A: Microprismatic, O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White, V: Ivory White, A: Satin Silver, E: Silver Anodized,  

U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper 

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K,  27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K65: 6500K, TW: Tunable White 2700-6500K [L1192-L2065]

E: Low Power, M: Medium Power, H: High Power

Luminaire Lenght in mm (Microprismatic, Opal Diffuser, Wallwasher): L900 (35.375"),  

L1192 (46.875"), L1485 (58.5"), L1775 (69.875"), L2065 (81.25") 

Luminaire Lenght in mm (Lens Louvre*): L1204 (47.375"), L1468 (57.75"), L1733 (68.25"), L1997 (78.625")

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90° Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power

Size

Lens Louvre*

On Request

1 L FXLWE- 8 30E - L1204- B*

B Jet Black 
K Satin Copper

B Jet Black
H Anodic Champagne

B Jet Black 
G Satin Gpld

B Jet Black 
B Jet Black

B Jet Black
A Satin Silver

B Jet Black 
W Snow White

90° Corner 
Opal/Microprismatic

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L

40mm 
1.625"

44mm 
1.75"

50mm 
2"

7mm 
0.25"

min.120mm
4.75"

min. 12mm 0.5"
max 28mm 1.125"

L-6mm
L-0.25"

65mm 
2.5"

450

300

200

100

Dir.100%

Opal Diffuser | Direct Wallwasher | Direct

500

350

150

50

Dir.100%

Microprismatic | Direct

500

350

150

50

Dir.100%

Lens Louvre | Direct

1000

750

500

250

Dir.100%

UGR≤19

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 1370lm/12W 1860lm/16W

46.875" 1820lm/15W 2470lm/20W

58.5" 2280lm/18W 3090lm/25W

69.875" 2730lm/22W 3710lm/30W

81.25" 3190lm/27W 4330lm/36W

per foot 470lm/3.8W 640lm/5.2W

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.375" 1260lm/15W 1610lm/19W

46.875" 1680lm/19W 2150lm/25W

58.5" 2100lm/23W 2680lm/30W

69.875" 2520lm/28W 3220lm/36W

81.25" 2940lm/34W 3760lm/44W

per foot 440lm/4.8W 560lm/6.2W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

47.375" 2010lm/16W 3690lm/29W

57.75" 2460lm/19W 4510lm/35W

68.25" 2910lm/22W 5330lm/41W

78.625" 3350lm/25W 6150lm/47W

per foot 520lm/3.9W 960lm/7.3W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
High Power

35.375" 920lm/9W 1650lm/16W

46.875" 1230lm/12W 2200lm/20W

58.5" 1530lm/14W 2750lm/25W

69.875" 1840lm/17W 3300lm/30W

81.25" 2150lm/21W 3850lm/36W

per foot 320lm/2.9W 570lm/5.2W

L85/50000h



Matric M3 | System 2' ' Recessed Frameless

Housing:

Extruded Aluminum. Recessed mounted LED luminaire for frameless 
installation in plasterboard ceilings. Direct only light distribution. Light 
channel made of 2.125" wide aluminum profile. Bespoke lengths possible. 
Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform symme-
trical light distribution with high glare limitation (UGR<19) especially for 
workplaces. Louver available in various color finishes. Microprismatic 
screen made of special acrylic glass with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting. Wallwasher for  
homogeneous illumination of vertical surfaces.

Surface Finish:

Surface white coated. Louvre available in various color finishes. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1L: Matric

M3: Direct only 

A: Microprismatic, O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1182-L2055]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm (Microprismatic, Opal Diffuser, Wallwasher): L890 (35"),  

L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875")

Luminaire Length in mm (Lens Louvre*): L1252 (49.25"), L1502 (59.125"), L1752 (69"), L2002 (78.875")

F: Installation Housing, B: Installation Brackets

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90° Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Installation

Lens Louvre*

On Request

1L M3 LW E - 8 30 E - L1252-FW*

90° Corner 
Opal/Microprismatic

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

B: nstallation Bracket without Shadow Gap

min.135mm
5.375"

L

L+2mm

min. 12mm 0.5"
max 28mm 1.125"

55mm 
2.125"

56mm 
2.125"

75mm 
3"

 F: Installation Housing with Shadow Gap

L+15mm
L+0.625"

min. 12mm 0.5"
max 28mm 1.125"

78mm 
3.125"

90mm 
3.5"

95mm 
3.75"

Wallwasher | Direct

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1130lm/15W 1540lm/21W

46.5" 1500lm/19W 2060lm/27W

58.125" 1880lm/23W 2570lm/33W

69.5" 2250lm/28W 3090lm/39W

80.875" 2630lm/34W 3600lm/47W

per foot 390lm/4.8W 530lm/6.7W

500

350

150

50

Dir.100%

400

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1400lm/12W 1900lm/16W 2690lm/24W

46.5" 1870lm/16W 2530lm/21W 3580lm/31W

58.125" 2340lm/19W 3160lm/26W 4480lm/37W

69.5" 2810lm/22W 3800lm/30W 5380lm/44W

80.875" 3270lm/28W 4430lm/38W 6270lm/54W

per foot 480lm/3.8W 660lm/5.2W 930lm/7.7W

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1230lm/12W 1660lm/16W 2350lm/24W

46.5" 1640lm/16W 2210lm/21W 3130lm/31W

58.125" 2050lm/19W 2770lm/26W 3920lm/37W

69.5" 2450lm/22W 3320lm/30W 4700lm/44W

80.875" 2860lm/28W 3870lm/38W 5490lm/54W

per foot 420lm/3.8W 570lm/5.2W 810lm/7.7W

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

49.25" 2290lm/16W 3120lm/23W 4500lm/34W

59.125" 2750lm/19W 3750lm/27W 5380lm/40W

69" 3200lm/22W 4370lm/31W 6280lm/46W

78.875" 3660lm/25W 5000lm/35W 7180lm/53W

per foot 560lm/3.8W 770lm/5.3W 1120lm/8.0W

Lens Louvre | Direct

700

500

300

100 UGR≤19

Dir.100% for Low and 
Medium  
Power



Matric F3 | System 2'' Recessed Frame

Housing:

Extruded Aluminum. Recessed mounted LED with frame for installation 
in ceilings with cut-out openings. Direct only light distribution. Optic 
width 2.125". Bespoke lengths possible. Fully enclosed and damp rated. 

Optical System:

Direct light using precision lenses with louver for wide uniform symme-
trical light distribution with high glare limitation (UGR<19) especially for 
workplaces. Louver available in various color finishes. Microprismatic 
screen made of special acrylic glass with optimized glare reduction  
especially for workplaces. Satin opal diffuser for general lighting with  
maximum transmittance and homogeneous lighting. Wallwasher for  
homogeneous illumination of vertical surfaces.

Surface Finish:

Surface natural anodized or white, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White E Silver Anodized

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

90° Corner 
Opal/Microprismatic

L85/50000h

1L: Matric

F3: Direct only 

A: Microprismatic, O: Opal Diffuser, G: Wallwasher, L: Lens Louvre*

W: Snow White, V: Ivory White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1198-L2075]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm (Microprismatic, Opal Diffuser, Wallwasher): L905 (35.625"),  

L1198 (47.125"), L1490 (58.625"), L1780 (70.125"), L2075 (81.75")

Luminaire Length in mm (Lens Louvre*): L1268 (49.875"), L1518 (59.75"), L1768 (69.625"), L2018 (79.5")

W: Snow White, A: Satin Silver, B: Jet Black, H: Anodic Champagne, K: Satin Copper, G: Satin Gold

90° Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Lens Louvre*

On Request

1 L F3 L E E - 8 30 E - L1268- W*

60mm 
2.375"

70mm 
2.75"

9mm
0.375"

L

min. 12mm 0.5"
max 28mm 1.125"

L-8mm
L-0.375"

min.120mm
4.75"

55mm 
2.125"

75mm 
3"

Wallwasher | Direct

500

350

150

50

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.625" 1130lm/15W 1540lm/21W

47.125" 1500lm/19W 2060lm/27W

58.625" 1880lm/23W 2570lm/33W

70.125" 2250lm/28W 3090lm/39W

81.75" 2630lm/34W 3600lm/47W

per foot 390lm/4.8W 530lm/6.7W

400

300

200

100

Dir.100%

Opal Diffuser | Direct

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.625" 1400lm/12W 1900lm/16W 2690lm/24W

47.125" 1870lm/16W 2530lm/21W 3580lm/31W

58.625" 2340lm/19W 3160lm/26W 4480lm/37W

70.125" 2810lm/22W 3800lm/30W 5380lm/44W

81.75" 3270lm/28W 4430lm/38W 6270lm/54W

per foot 480lm/3.8W 660lm/5.2W 930lm/7.7W

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.625" 1230lm/12W 1660lm/16W 2350lm/24W

47.125" 1640lm/16W 2210lm/21W 3130lm/31W

58.625" 2050lm/19W 2770lm/26W 3920lm/37W

70.125" 2450lm/22W 3320lm/30W 4700lm/44W

81.75" 2860lm/28W 3870lm/38W 5490lm/54W

per foot 420lm/3.8W 570lm/5.2W 810lm/7.7W

Lens Louvre | Direct

700

500

300

100 UGR≤19

Dir.100% for Low and 
Medium  
Power

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

49.875" 2290lm/16W 3120lm/23W 4500lm/34W

59.75" 2750lm/19W 3750lm/27W 5380lm/40W

69.625" 3200lm/22W 4370lm/31W 6280lm/46W

79.5" 3660lm/25W 5000lm/35W 7180lm/53W

per foot 560lm/3.8W 770lm/5.3W 1120lm/8.0W



Matric M5 | System 3" Recessed Frameless

Housing:

Extruded Aluminum. Recessed mounted LED luminaire for frameless 
installation in plasterboard ceilings. Direct only light distribution.  
Light channel made of 3.25" wide profile. Bespoke lengths possible. 
Fully enclosed and damp rated. 

Optical System:

Microprismatic screen made of special acrylic glass and satin  
Louvre made of aluminum with optimized glare reduction especially  
for workplaces Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting. Wallwasher for  
homogeneous illumination of vertical surfaces.

Surface Finish:

Surface white coated.

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1L: Matric

M5: Direct only 

A: Microprismatic, O: Opal Diffuser, M: Satin Louvre, G: Wallwasher

W: Snow White

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1182-L2055]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm: L890 (35"), L1182 (46.5"),  L1475 (58.125"), L1765 (69.5"), L2055 (80.875")

F: Installation Housing, B: Installation Brackets 

90° Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

Installation

On Request

1L M5O W E - 8 30 M - L890- F

90° Corner 
Opal/Microprismatic

B: Installation Bracket without Shadow Gap

L+1mm
L

81mm 
3.25"

83mm 
3.25"

81mm 
3.25"

min.150mm
5.875"

min. 12mm 0.5"
max 28mm 1.125"

 F: Installation Housing with Shadow Gap

81mm 
3.25"

104mm 
4.125"

90mm 
3.5"

L+15mm
L+0.625"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1900lm/21W 2770lm/31W

46.5" 2530lm/26W 3690lm/40W

58.125" 3170lm/32W 4610lm/49W

69.5" 3800lm/38W 5530lm/59W

80.875" 4430lm/47W 6450lm/71W

Satin Louvre | Direct

600

450

300

150 UGR≤19

for Medium  
Power

Dir.100%

L
inch

Lumen/Watt
High Power

35" 1770lm/21W

46.5" 2360lm/27W

58.125" 2950lm/33W

69.5" 3540lm/39W

80.875" 4130lm/47W

per foot 610lm/6.7W

Wallwasher | Direct

500

350

150

50

Dir.100%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1800lm/15W 2480lm/21W 3600lm/31W

46.5" 2400lm/19W 3300lm/26W 4810lm/40W

58.125" 3000lm/23W 4130lm/32W 6010lm/49W

69.5" 3600lm/27W 4950lm/38W 7210lm/59W

80.875" 4200lm/34W 5780lm/47W 8410lm/70W

per foot 620lm/4.7W 850lm/6.6W 1240lm/10.1W

Opal Diffuser | Direct

400

300

200

100

Dir.100%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35" 1510lm/15W 2070lm/21W 3020lm/31W

46.5" 2010lm/19W 2760lm/26W 4020lm/40W

58.125" 2510lm/23W 3450lm/32W 5030lm/49W

69.5" 3010lm/27W 4140lm/38W 6030lm/59W

80.875" 3510lm/34W 4830lm/47W 7040lm/70W

per foot 520lm/4.7W 720lm/6.6W 1040lm/10.1W

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power



Matric F5 | System 3" Recessed Frame 

Housing:

Extruded Aluminum. Recessed mounted LED with frame for installation  
in ceilings with cut-out openings. Direct only light distribution. Optic  
width 3.25". Bespoke lengths possible. Fully enclosed and damp rated. 

Optical System:

Microprismatic screen made of special acrylic glass and satin  
Louvre made of aluminum with optimized glare reduction especially  
for workplaces Satin opal diffuser for general lighting with maximum  
transmittance and homogeneous lighting. Wallwasher for  
homogeneous illumination of vertical surfaces.

Surface Finish:

Surface natural anodized or white, graphite, black, champagne  
or copper coated. Further surface options see Lightnet-Surface- 
-Collection. RAL or PANTONE of your choice. 

Control:

Integral electronic driver dimmable 0-10V. Minimum dimming level 1%. 
Field replaceable. On request: DALI, DMX, Lutron, Casambi.

LED:

Available color temperatures: 2200K, 2700K, 3000K, 3500K, 4000K, 
6500K, or Tunable White. All color temperatures available in CRI>80  
or CRI>90. Optionally FULL SPECTRUM-LEDS for highest Fidelity  
Levels (Tm30). Tolerance within a 3-step MacAdam ellipse. 
Up to 110lm/W efficacy. Choice of different lumen output levels:  
Low, Medium, or High Power. Custom lumen output upon request.  
Lifetime minimum 50,000h with 85% of lumen maintenance.

Certification & Warranty: 

cETLus.
5 Years Warranty.
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L85/50000h

1L: Matric

F5: Direct only 

A: Microprismatic, O: Opal Diffuser, M: Satin Louvre, G: Wallwasher

W: Snow White, V: Ivory White, E: Silver Anodized, U: Urban Graphite, B: Jet Black, H: Anodic Champagne, K: Satin Copper

E: On/Off, D: 0-10V

8: CRI>80, 9: CRI>90, F: Full Spectrum [except 2200K]

22: 2200K, 27: 2700K, 30: 3000K, 35: 3500K, 40: 4000K, 65: 6500K, TW: Tunable White 2700-6500K [L1198-L2075]

E: Low Power, M: Medium Power, H: High Power 

Luminaire Length in mm: L905 (35.625"), L1198 (47.125"),  L1490 (58.625"), L1780 (70.125"), L2075 (81.75")

90° Corner, DALI, DMX, Lutron System, Casambi

Product Family

Type

Optical System

Surface Finish

Control Gear

Color Rendering

Color Temperature

Power 

Size

On Request

1 L F5O W E - 8 30 M - L905

U Urban Graphite B Jet Black H Anodic Champagne K Satin CopperW Snow White E Silver Anodized

90° Corner 
Opal/Microprismatic

87mm 
3.375"

10
L

100mm 
3.875"

81mm 
3.25"

min.140mm
5.5"

min. 12mm 0.5"
max 28mm 1.125"

90mm 
3.5"

L-8mm
L-0.375"

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.

Satin Louvre | Direct

600

450

300

150 UGR≤19

for Medium  
Power

Dir.100%

L
inch

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.625" 1900lm/21W 2770lm/31W

47.125" 2530lm/26W 3690lm/40W

58.625" 3170lm/32W 4610lm/49W

70.125" 3800lm/38W 5530lm/59W

81.75" 4430lm/47W 6450lm/71W

Wallwasher | Direct

500

350

150

50

Dir.100%

L
inch

Lumen/Watt
High Power

35.625" 1770lm/21W

47.125" 2360lm/27W

58.625" 2950lm/33W

70.125" 3540lm/39W

81.75" 4130lm/47W

per foot 610lm/6.7W

Opal Diffuser | Direct

400

300

200

100

Dir.100%

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.625" 1800lm/15W 2480lm/21W 3600lm/31W

47.125" 2400lm/19W 3300lm/26W 4810lm/40W

58.625" 3000lm/23W 4130lm/32W 6010lm/49W

70.125" 3600lm/27W 4950lm/38W 7210lm/59W

81.75" 4200lm/34W 5780lm/47W 8410lm/70W

per foot 620lm/4.7W 850lm/6.6W 1240lm/10.1W

Microprismatic | Direct

400

300

200

100

Dir.100%

UGR≤19

for Low  
Power

L
inch

Lumen/Watt
Low Power

Lumen/Watt
Medium Power

Lumen/Watt
High Power

35.625" 1510lm/15W 2070lm/21W 3020lm/31W

47.125" 2010lm/19W 2760lm/26W 4020lm/40W

58.625" 2510lm/23W 3450lm/32W 5030lm/49W

70.125" 3010lm/27W 4140lm/38W 6030lm/59W

81.75" 3510lm/34W 4830lm/47W 7040lm/70W

per foot 520lm/4.7W 720lm/6.6W 1040lm/10.1W

Lumen Values: Luminarie luminous flux at 4000K/CRI>80. Other configurations on request.





Appendix



The Lightnet Surface Collection consists of eighteen high-quality and architecturally relevant surface designs.  
We use a variety of craftsmanship and industrial techniques that go far beyond mere RAL coloring. For example,  
we satin finish surfaces and use liquid metals and concrete. If the respective desired surface is not listed in the  
configuration table on the product page, it can be requested separately. In addition, we also offer our entire luminaire  
collection in the RAL/NCS color of your choice.

Surface Design

W Snow White (RAL 9003) V Ivory White (RAL 9010) E Silver Anodized

U Urban Graphite B Jet Black (RAL 9005)

Light Grey S Radiant Silver (RAL9006) H Anodic Champagne

Burnished Steel
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A Satin Silver Satin Platinum

Architectural Bronze

G Satin Gold

K Satin CopperIron Grey

Ash Concrete

Medium Brass

Stalwart Rust



Almost our entire range is available in the following color temperatures 2200K, 2700K, 3000K, 3500K, 4000K and 6500K. 
Other special light colors are also available on request. We have developed Tuneable White solutions for approx. 80% 
of our products. Here, the light color can be continuously adjusted from 2700K to 6500K. In combination with HCL-
Control, the light color and light intensity can be changed dynamically during the course of the day and thus Human 
Centric Lighting concepts can be implemented. Please note that all luminous flux specifications in this catalogue refer to 
a reference measurement with color temperature 4000K. Correction factors for other light colors are available for 
the respective product on request.

Color Temperature



We offer our entire luminaire collection with CRI>80, CRI>90 and Full Spectrum color rendering. Full Spectrum repro-
duces the light spectrum of sunlight. In this way, it has a positive influence on human health and guarantees vivid 
colors and strong contrasts. For a more precise assessment of the color rendering properties of each product,  
we can provide the Fidelity Index according to TM-30-15 on request. Please note that all luminous flux data in this  
catalogue refers to a reference measurement with color rendering CRI>80. Correction factors for other color rendering  
levels are available for the respective product on request.  

  319Color Rendering

 

FIDELITY INDEX: FULL SPECTRUM

FIDELITY INDEX: CRI>80

LED: FULL SPECTRUM

LED: CRI>80

 
 

FIDELITY INDEX: CRI>90LED: CRI>90



Index

Basic Code Page

Basic Déco A3/A4 | Surface BA3 BA4 194

Basic Déco G3/P3 | Suspended BG3 BP3 66

Basic Déco L3 | Recessed Frame BL3 262

Basic Déco X3 | Surface BX3 196

Basic Déco XXL G4/P4 | Suspended BG4 BP4 68

Basic Déco Y3/X3 | Wall BY3 BX3 28

Basic Max A1 | Surface BA1 198

Basic Max G1/P1 | Suspended BG1 BP1 72

Basic Max M4 | Recessed Frame BM4 266

Basic Max Y1/X1 | Surface BY1 BX1 200

Basic Neo A5 | Surface BA5 190

Basic Neo G5/P5 | Suspended BG5 BP5 62

Basic Neo X5 | Surface BX5 192

Basic Neo Y5/X5 | Wall BY5 BX5 26

Basic Superflat G7/P7 | Suspended BG7 BP7 58

Basic Superflat X7/Y7 | Wall BX7 BY7 24

Basic Superflat Y7/X7 | Surface BY7 BX7 186

Basic Visio G9/P9 | Suspended BG9 BP9 74

Basic Visio L9 | Semi-Recessed BL9 268

Basic Visio Y9/X9 | Surface BY9 BX9 202

Basic Visio Y9/X9 | Wall BY9 BX9 30

Beam Me Up
Beam Me Up (Max) G1/P1 | Suspended MG1 MP1 82

Beam Me Up (Max) Y1/X1 | Surface MY1 MX1 208

Beam Me Up (Flat) G3/P3 | Suspended MG3 MP3 78

Beam Me Up (Flat) Y3/X3 | Surface MX3 MY3 204

Beam Me Up (Wallwasher) A4 | Surface MA4 210



Cubic
Cubic Déco A3 | Surface CA3 244

Cubic Déco A3 | Wall CA3 40

Cubic Déco G3/P3 | Suspended CG3 CP3 158

Cubic Déco L3 | Recessed Frame CL3 290

Cubic Evolution G4/P4 | 200mm Suspended CG4 CP4 150

Cubic Evolution G5/P5 | 300mm Suspended CG5 CP5 152

Cubic Evolution G6/P6 | Square Suspended CG6 CP6 154

Cubic Evolution Y4/X4 | 200mm Surface CY4 CX4 234

Cubic Evolution Y5/X5 | 300mm Surface CY5 CX5 236

Cubic Evolution Y6/X6 | Square Surface CY6 CX6 238

Cubic Evolution Y6/X6 | Wall CY6 CX6 38

Cubic Max A2/X2 | Surface CA2 CX2 242

Cubic Max G2/P2 | Suspended CG2 CP2 156

Cubic Max M4 | Recessed Frame CM4 288

Cubic Neo A9 | Surface CA9 240

Liquid Line
Liquid Line A3 | System 2.5'' Surface QA3 224

Liquid Line AX | System 1.5'' Surface QAX 218

Liquid Line F3 | System 2.5'' Recessed QF3 284

Liquid Line G3/P3 | System 2.5'' Suspended QG3 QP3 136

Liquid Line GX/PX | System 1.5'' Suspended QGX QPX 120

Liquid Line QX/FX | System 1.5'' Recessed QQX QFX 276

Liquid Line WX | System 1.5'' Wall QWX 32

Caleo
Caleo Inverse AX | System 1.5'' Surface AAX 228

Caleo Inverse GX/PX | System 1.5'' Susp. AGX APX 140

Caleo Neo G4/P4 | Suspended AG4 AP4 142

Caleo Neo G6/P6 | Suspended AG6 AP6 146

Caleo Neo Y4/X4 | Surface AY4 AX4 230

Caleo Neo Y6/X6 | Surface AY6 AX6 232

Caleo Neo Y6/X6 | Wall AY6 AX6 34

Matric
Matric A3 | System 2'' Surface LA3 256

Matric A5 | System 3"mm Surface LA5 258

Matric Ambient AX | System 1.5'' Wall LAX 44

Matric AX | System 1.5'' Surface LAX 248

Matric Déco A9 | Surface LA9 246

Matric Déco F9 | Recessed Frame LF9 294

Matric Déco G9/R9 | Suspended LG9 LR9 160

Matric Déco M9 | Recessed Frameless LM9 292

Matric DX | System 1.5'' Wall LDX 48

Matric F3 | System 55 mm Recessed Frame LF3 308

Matric F5 | System 81mm Recessed Frame LF5 312

Matric FX | System 1.5'' Recessed Frame LFX 304

Matric G3/R3 | System 2'' Suspended LG3 R3 170

Matric GX/RX | System 1.5'' Suspended LGX RX 168

Matric M3 | System 2'' Recessed Frameless LM3 306

Matric M5 | System 81mm Recessed Frameless LM5 310

Matric MX | System 1.5'' Recessed Frameless LMX 302

Matric Square Acoustic GX/RX | System 1.5'' Susp. LGX LRX 182

Matric Square GX/RX | System 1.5'' Suspended LGX LRX 178

Matric System G5 | 81mm Suspended LG5 174

Matric System R4 | 55mm Suspended LR4 172

Matric W4 | System 2'' Wall LW4 50

Matric W6 | System 81mm Wall LW6 52

Matric WX | System 1.5'' Wall LWX 46

Ringo Star
Ringo Star A1 | System 4'' Surface RA1 216

Ringo Star A3 | System 2.5'' Surface RA3 214

Ringo Star Acoustic G1/P1 | System 4'' Suspended RG1 RP1 102

Ringo Star Acoustic G3/P3 | System 2.5'' Suspended RG3 RP3 98

Ringo Star Acoustic GY/PY | System 1.5'' Suspended RGY RPY 88

Ringo Star AX | System 1.5'' Surface RAX 212

Ringo Star Chain G3/P3 | Suspended RG3 RP3 116

Ringo Star Chandelier G1/P1 | Suspended RG1 RP1 106

Ringo Star Cluster G3/P3 | Suspended RG3 RP3 114

Ringo Star F1 | System 4'' Recessed Frame RF1 274

Ringo Star FX | System 1.5'' Recessed Frame RFX 270

Ringo Star G1/P1 | System 4'' Suspended RG1 RP1 100

Ringo Star G3/P3 | System 2.5'' Suspended RG3 RP3 96

Ringo Star GX/PX | System 1.5'' Suspended RGX RPX 86

Ringo Star GY/PY | System 1.5'' Suspended RGY RPY 84

Ringo Star Oblong GX/PX | Suspended RGX RPX 118



lightnet.us

Lightnet USA

Lightnet USA Inc.
2937 SW 27th Ave Ste 305
Miami, FL 33133
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info@lightnet.us




